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In-Line Flow Regulator
 

BSPP Male/Female Thread, Temperature Range: 
0°C to +70°C, Working Pressure: 10 bar

Part No. Size Price £

IREG04 1/4” 5.88

In-Line Filter/Water Separator
 

BSPP Thread, Temperature Range: 0°C to +45°C, 
Working Pressure: 10 bar Flow Rate: 400 Litres/
min

Part No. Size Price £

IFIL04 1/4” 13.13

Mini In-Line Lubricator
 

Temperature Range: 0°C to +45°C, Working 
Pressure: 9 bar

Part No. Size Price £

ILUB04 1/4” 7.61

Filter Regulators And Lubrication

Filter, Regulator & Lubricator
 

Modular Design with Mounting Brackets

Part No. Size Drain Port Thread BSPP Flow Rate SCFM Filtration Micron Gauge Port BSPP Regulator Range Maximum 
Pressure (bar)

Price
£

FR-LM5 Mini Man M5 90 25 1/16” 0-7 10 31.96
FR-L04MINI Mini Man 1/4” 40 50 1/8” 0-7 10 37.58

FR-L04M Std Man 1/4” 80 50 1/8” 0-7 10 63.50
FR-L06M Std Man 3/8” 90 50 1/8” 0-7 10 63.50
FR-L08M Std Man 1/2” 100 50 1/8” 0-7 10 63.50
FR-L04A Std Auto 1/4” 80 50 1/8” 0-7 10 84.24
FR-L06A Std Auto 3/8” 90 50 1/8” 0-7 10 84.24
FR-L08A Std Auto 1/2” 100 50 1/8” 0-7 10 84.24

Filter + Regulator + Lubricator
 

50 Micron Filtration, Modular Design, Miniature and Standard Size, Rolling Diaphragm for High Performance, Bayonet Bowls, ISO 9000 Certified, Complete 
with Bracket

Part No. Size Drain Port Thread BSPP Flow Rate SCFM Gauge Port BSPP Bowl Capacity 
(Cu-in) Regulator Range Max Pressure (bar) Price

£
FRL04MINI Mini Man 1/4” 40 1/8” 5.18 0-7 10 44.77

FRL04M Std Man 1/4” 80 1/8” 5.18 0-7 10 68.69
FRL06M Std Man 3/8” 90 1/8” 10.37 0-7 10 68.69
FRL08M Std Man 1/2” 100 1/8” 10.37 0-7 10 68.69
FRL04A Std Auto 1/4” 80 1/8” 10.37 0-7 10 89.42
FRL06A Std Auto 3/8” 90 1/8” 10.37 0-7 10 89.42
FRL08A Std Auto 1/2” 100 1/8” 10.37 0-7 10 89.42

Also see Section 1 for 
Parkers Global Range 

of Filters, Regulators & 
Lubricators

Also see Section 1 for 
Parkers Global Range 

of Filters, Regulators & 
Lubricators
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Filter Regulator
 

Modular Design with Mounting Brackets

Part No. Size Drain Port Thread BSPP Flow Rate SCFM Filtration Micron Gauge Port BSPP Regulator Range Maximum 
Pressure (bar)

Price
£

FRM5 Mini Man M5 90 25 1/16” 0-7 10 18.90
FR04MINI Mini Man 1/4” 40 50 1/8” 0-7 10 24.50

FR04M Std Man 1/4” 80 50 1/8” 0-7 10 38.88
FR06M Std Man 3/8” 90 50 1/8” 0-7 10 38.88
FR08M Std Man 1/2” 100 50 1/8” 0-7 10 38.88
FR04A Std Auto 1/4” 80 50 1/8” 0-7 10 59.62
FR06A Std Auto 3/8” 90 50 1/8” 0-7 10 59.62
FR08A Std Auto 1/2” 100 50 1/8” 0-7 10 59.62

Regulator
 

Using Rolling Diaphragm for High Performance, Mounting Bracket Included

Part No. Size Port Thread BSPP Flow Rate SCFM Filtration Micron Gauge Port BSPP Regulator Range Maximum Pressure 
(bar)

Price
£

REGM5 Std M5 90 25 1/16” 0-7 10 14.96
REG04MINI Mini 1/4” 40 50 1/8” 0-7 10 13.31

REG04 Std 1/4” 80 50 1/8” 0-7 10 22.44
REG06 Std 3/8” 90 50 1/8” 0-7 10 22.44
REG08 Std 1/2” 100 50 1/8” 0-7 10 22.44

Filter
 

Mounting Bracket Included

Part No. Size Drain Port Thread BSPP Flow Rate SCFM Filtration Micron Maximum Pressure (bar) Price
£

FILM5 Std Man M5 - 25 10 6.85
FIL04MINI Mini Man 1/4” 40 50 10 12.07

FIL04M Std Man 1/4” 80 50 10 16.85
FIL06M Std Man 3/8” 90 50 10 16.85
FIL08M Std Man 1/2” 100 50 10 17.85
FIL04A Std Auto 1/4” 80 50 10 37.58
FIL06A Std Auto 3/8” 90 50 10 37.58
FIL08A Std Auto 1/2” 100 50 10 37.58
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Lubricator
 

Mounting Bracket Included

Part No. Size Port Thread BSPP Flow Rate SCFM Filtration Micron Regulator Range Maximum Pressure (bar) Price
£

LUBM5 Std M5 - 25 0-7 10 10.51
LUB04MINI Mini 1/4” 40 50 0-7 10 14.26

LUB04 Std 1/4” 80 50 0-7 10 18.14
LUB06 Std 3/8” 90 50 0-7 10 18.14
LUB08 Std 1/2” 100 50 0-7 10 18.14

FRL Clamp
 

Filter, Regulator & Lubricator can be joined using this Clamp

Part No. Size Price
£

FRLC01 For Mini FRL M1 4.05
FRLC02 For Standard FRL M2 4.32

RBRKTM5 Bracket for Regulator M5 0.50
FRBRKTM5 Bracket for Filter Regulator M5 1.80

Shut Off Valve
 

Part No. Size Price £

SV02MIN 1/8” Mini 18.95

SV04MIN 1/4” Mini 18.95

SV04 1/4” 33.35

SV06 3/8” 33.35

SV08 1/2” 33.35

Auto Drain Unit
 

Interchange Norgren and Dominick Hunter

Part No. Port Size Price £

FADU01 M16x1.5 Male and 
1/8” Female 23.21

Hand Slide Valve
 

Brass Valves BSPT Male x BSPP Female Vented. 
Medium: Air, Operating Pressure Range: 0-9.9kgf/
sq.cm, Temperature Range: -5°C to +60°C

Part No. Thread Size Price £

VMFSL04 1/4” 10.17

VMFSL06 3/8” 11.57

VMFSL08 1/2” 21.92

VMFSL12 3/4” 25.46

Also see Section 1 for Parkers Global Range of Filters, Regulators & Lubricators
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Drip Leg Drain - Auto Drain
 

Part No. Port Size Maximum Pressure (bar) Operating Pressure Range (bar) Price
£

FDLD08 1/2” BSPP 15 0-9.9 46.95

High Pressure Filter + Regulator + Lubricator

High Pressure Filter Regulator & Lubricator
 

Modular design with mounting brackets and gauge included, 40 Micron Filtration

Part No. Drain Port Thread BSPP Gauge Port BSPP Regulating Pressure (bar) Maximum Pressure (bar) Price
£

HFR-L04S Semi-Auto 1/4” 1/8” 0-8.5 20 99.11
HFR-L06S Semi-Auto 3/8” 1/8” 0-8.5 20 99.11
HFR-L08S Semi-Auto 1/2” 1/8” 0-8.5 20 99.11
HFR-L12S Semi-Auto 3/4” 1/4” 0-8.5 15 168.36
HFR-L16S Semi-Auto 1” 1/4” 0-8.5 15 168.36
HFR-L04A Auto 1/4” 1/8” 0-8.5 20 104.78
HFR-L06A Auto 3/8” 1/8” 0-8.5 20 104.78
HFR-L08A Auto 1/2” 1/8” 0-8.5 20 104.78
HFR-L12A Auto 3/4” 1/4” 0-8.5 15 185.41
HFR-L16A Auto 1” 1/4” 0-8.5 15 185.41

Seals at 7 bar

Parker
     are in

      Section 1

All Ranges Of
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Filter Regulator
 

Modular design with mounting brackets and gauge included, 40 Micron Filtration

Part No. Drain Port Thread BSPP Gauge Port BSPP Regulating Pressure (bar) Maximum Pressure (bar) Price
£

HFR04S Semi-Auto 1/4” 1/8” 0-8.5 20 54.81
HFR06S Semi-Auto 3/8” 1/8” 0-8.5 20 54.81
HFR08S Semi-Auto 1/2” 1/8” 0-8.5 20 54.81
HFR12S Semi-Auto 3/4” 1/4” 0-8.5 15 135.88
HFR16S Semi-Auto 1” 1/4” 0-8.5 15 132.28
HFR04A Auto 1/4” 1/8” 0-8.5 20 72.67
HFR06A Auto 3/8” 1/8” 0-8.5 20 69.11
HFR08A Auto 1/2” 1/8” 0-8.5 20 69.11
HFR12A Auto 3/4” 1/4” 0-8.5 15 155.79
HFR16A Auto 1” 1/4” 0-8.5 15 155.79

Regulator
 

Mounting Brackets and Gauge Included

Part No. Port Thread BSPP Gauge Port BSPP Regulating Pressure (bar) Maximum Pressure (bar) Price
£

HREG04 1/4” 1/8” 0-8.5 20 38.31
HREG06 3/8” 1/8” 0-8.5 20 38.31
HREG08 1/2” 1/8” 0-8.5 20 38.31
HREG12 3/4” 1/4” 0-8.5 15 82.23
HREG16 1” 1/4” 0-8.5 15 82.23

Filter
 

40 Micron Filtration

Part No. Drain Port Thread BSPP Maximum Pressure (bar) Price
£

HFIL04S Semi-Auto 1/4” 15 26.87
HFIL06S Semi-Auto 3/8” 15 26.87
HFIL08S Semi-Auto 1/2” 15 26.87
HFIL12S Semi-Auto 3/4” 15 64.22
HFIL16S Semi-Auto 1” 15 64.22
HFIL04A Auto 1/4” 15 42.13
HFIL06A Auto 3/8” 15 42.13
HFIL08A Auto 1/2” 15 42.13
HFIL12A Auto 3/4” 15 89.87
HFIL16A Auto 1” 15 89.87
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Lubricator
 

Air Preparation

Part No. Port Thread BSPP Maximum Pressure (bar) Price
£

HLUB04 1/4” 20 28.96
HLUB06 3/8” 20 28.96
HLUB08 1/2” 20 28.96
HLUB12 3/4” 15 66.14
HLUB16 1” 15 79.43

PCL Air Preparation Units

Filter Regulator & Lubricators
 

Air Preparation. Wall Bracket and Gauge Included. Locking Device. Protective Metal Casing.

Part No. Drain Port Thread BSPP Filtration Micron Regulating Pressure (bar) Maximum Inlet Pressure 
(bar)

Price
£

ATCFRL6 Manual/Semi-Automatic 1/4” 10 0-10 12 47.70
ATCFRL12 Manual/Semi-Automatic 1/2” 10 0-12 16 65.21

Filter Regulators
 

Air Preparation. Wall Bracket and Gauge Included. Locking Device. Protective Metal Casing.

Part No. Drain Port Thread BSPP Filtration Micron Regulating Pressure (bar) Maximum Inlet Pressure 
(bar)

Price
£

ATC6 Manual/Semi-Automatic 1/4” 10 0-10 12 27.17
ATC12 Manual/Semi-Automatic 1/2” 10 0-12 14 38.64
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Filters
 

Air Preparation. Wall Bracket and Gauge Included. Protective Metal Casing.

Part No. Drain Port Thread BSPP Filtration Micron Maximum Inlet Pressure (bar) Price
£

ATF6 Manual/Semi-Automatic 1/4” 10 12 19.93
ATF12 Manual/Semi-Automatic 1/2” 10 14 27.77

Regulators
 

Air Preparation. Wall Bracket and Gauge Included. Locking Device.

Part No. Port Thread BSPP Regulating Pressure Maximum Inlet Pressure (bar) Price
£

ATR6 1/4” 0-10 12 16.31
ATR12 1/2” 0-12 14 25.36

Lubricators
 

Air Preparation. Wall hanging Bracket Included. Fully adjustable oil flow. Easy-fill aperture. Protective Metal Casing.

Part No. Port Thread BSPP Maximum Inlet Pressure (bar) Price
£

ATL6 1/4” 12 20.53
ATL12 1/2” 14 27.77

Section 10

Clamps
&

Clips

Section 17
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CUBEAIR - Hose Guard - Air Fuse - Safety Valve
 

BSPP Female X BSPP Female. The HoseGuard is a simple but efficient protection of a broken compressed air hose. The air supply is shut off immediately by the 
HoseGuard should the volume of air exceed set value. Highlights: Protects Personnel, Machinery And Plant, Maintenance Friendly - Repair Possible While Plant 
Is Still Working. Economic, Competitive Pricing - No Superfluous Repairs. Complies With EU Standard EN983-§5.3.4.3.2 And ISO 4414 Standard. Reliable And 
Tamperproof, No Adjustment Necessary. Light Weight - Compact Size Compatible With All Pneumatic Systems. Can Be Used As A Flow Blocker. Max Primary 
Pressure: 18bar for 1/4, 3/8, 1/2” and 3/4”. Temperature:  1/4” to 1/2”: -20°C to +80°C. 3/4” to 2” : -20°C to +120°C. Material: Housing: Aluminium. Other 
Parts: Nitrile Rubber, Plastic, Stainless Steel.

Part No. Thread Size Flow Rate (Ltr/min) Price
£

281A0211 1/4” 0-740 29.40
281A0311 3/8” 0-2400 30.54
281A0411 1/2” 0-4000 45.60
281A0511 3/4” 0-5300 78.31
281A0611 1” 0-11000 184.97

CUBEAIR - Hose Guard - Air Fuse - Safety Valve
 

BSPP Male X BSPP Female. The HoseGuard is a simple but efficient protection of a broken compressed air hose. The air supply is shut off immediately by the 
HoseGuard should the volume of air exceed set value. Highlights: Protects Personnel, Machinery And Plant, Maintenance Friendly - Repair Possible While Plant 
Is Still Working. Economic, Competitive Pricing - No Superfluous Repairs. Complies With EU Standard EN983-§5.3.4.3.2 And ISO 4414 Standard. Reliable And 
Tamperproof, No Adjustment Necessary. Light Weight - Compact Size Compatible With All Pneumatic Systems. Can Be Used As A Flow Blocker. Max Primary 
Pressure: 18bar for 1/4, 3/8, 1/2” and 3/4”. Temperature:  1/4” to 1/2”: -20°C to +80°C. 3/4” to 2” : -20°C to +120°C. Material: Housing: Aluminium. Other 
Parts: Nitrile Rubber, Plastic, Stainless Steel.

Part No. Thread Size Flow Rate (Ltr/min) Price
£

281A0221 1/4” 0-740 28.11
281A0321 3/8” 0-2400 28.74
281A0421 1/2” 0-4000 45.60

For a range of top quality

accessories see section 18
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Parker Domnick Hunter® Oil-X Evolution High Efficiency AA Filters
 

0.01 Micron rating, Contact our Technical department for full filter performance specifications

Part No. Size L/S m3/min m3/hr cfm Price
£

AA010ABFX 1/4” 10 0.6 36 21 160.60
AA010BBFX 3/8” 10 0.6 36 21 160.60
AA010CBFX 1/2” 10 0.6 36 21 160.60
AA020CBFX 1/2” 30 1.8 108 64 288.20
AA020DBFX 3/4” 30 1.8 108 64 288.20
AA020EBFX 1” 30 1.8 108 64 285.98
AA025EBFX 1” 60 3.6 216 127 382.80
AA030GBFX 1.1/2” 110 6.6 396 233 564.50
AA040HBFX 2” 220 13.2 792 466 938.13

Parker Domnick Hunter® Oil-X Evolution AO Pre Filters
 

The Oil-X Evolution are Parker Domnick Hunters current range of high effiency pre and after filters, Sizes available from 1/4” - DN300, Flows from 6 L/S (13cfm) 
to 7800 L/S (16528cfm), 1 Micron Rating.

Part No. Size L/S m3/min m3/hr cfm Price
£

AO010ABFX 1/4” 10 0.6 36 21 160.60
AO010BBFX 3/8” 10 0.6 36 21 160.60
AO010CBFX 1/2” 10 0.6 36 21 160.60
AO020CBFX 1/2” 30 1.8 108 64 288.20
AO020DBFX 3/4” 30 1.8 108 64 288.20
AO020EBFX 1” 30 1.8 108 64 288.20
AO025EBFX 1” 60 3.6 216 127 382.80
AO030GBFX 1.1/2” 110 6.6 396 233 564.50
AO040HBFX 2” 220 13.2 792 466 938.13

Parker
     are in

      Section 1

All Ranges Of
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Parker Domnick Hunter® Oil-X Evolution Water Seperator
 

Minimum operating pressure 1 bar g (15 psi g), Maximum Operating pressure 16 bar g (232 psi g), Minimum Operating temperature 2°C, Maximum Operating 
temperature 80°C, Sizes available from 1/4” - DN300 Please contact the Sales office for a competitive quotation, When ordering a WS for pressures above 16 
bar g (232 psi g) use a manual drain. Replace F with M in the product code, Models WS1000 - WS7200 are not suitable for pressures above 16 bar g, Contact 
our Technical department for assistance in selecting the correct sized filter. The full range of Parker Domnick Hunter products are available to us., Stated flows 
are for operation at 7 bar (100psi g) with reference to 20 °C, 1 bar a, 0% relative water vapour pressure.

Part No. Pipe Size L/S m3/min m3/hr cfm Price
£

WS020EBFX 1” 40 2.4 144 85 147.67

Parker Domnick Hunter® Replacement Element kit For Oil-X Evolution AO Pre Filters
 

Replacement Element kit For Oil-X Evolution AO Pre Filters. 1 Micron Rating.

Part No. Range Price
£

010AO 010AO 47.30
020AO 020AO 86.90
025AO 025AO 107.80
030AO 030AO 125.40
040AO 040AO 168.30

Parker Domnick Hunter® Replacement Element kit For Oil-X Evolution High Efficiency AA Filters
 

Replacement Element kit For Oil-X Evolution AA Filters, 0.01 Micron rating, Contact our Technical department for full filter performance specifications

Part No. Range Price
£

010AA 010AA 63.80
020AA 020AA 86.90
025AA 025AA 107.80
030AA 030AA 125.40
040AA 040AA 169.14
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Parker Domnick Hunter® Oil-X Combination Point Of Use Filter
 

Oil vapour removal, max remaining oil content 0.003mg/m3/0.003ppm(w) @ 21°C(70°F). Use this as a stand alone point of use unit which is compact and light 
weight, Contact our Technical department for full filter performance specifications.

Part No. Size L/S m3/min m3/hr cfm Price
£

AC015CBFI 1/2” 13 0.8 46 27 257.80

Parker Domnick Hunter® Combination Replacement Element kit
 

Parker Domnick Hunter Oil-X Evolution AC Point Of Use Oil Vapour And Odour Removal Elements for AC015CBFI (1 of each required).

Part No. QTY Price
£

015AA 1 74.80
015AC 1 29.24

Parker Domnick Hunter® Oil-X Evolution ACS Oil Vapour And Odour Removal Filters
 

Oil-X Evolution Activated Carbon Filter, Use this filter for breathing air use, Contact our Technical department for full filter performance specifications

Part No. Size L/S m3/min m3/hr cfm Price
£

ACS010CBMX 1/2” 10 0.6 36 21 165.18
ACS020DBMX 3/4” 30 1.8 108 64 295.81
ACS030EBMX 1” 110 6.6 396 233 583.01

For a complete range of

Valves see

Section 20
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Parker Domnick Hunter® Oil-X Evolution Filter Accessories - 1/4” To 3” Models
 

Filter Accessories

Part No. Filter Model Description Price
£

DPM 015-055 EVOLUTION INCIDENT MONITOR 43.03
FXKE1 005-010 EVOLUTION FILTER FIXING CLAMP KIT 41.97
FXKE2 015-020 EVOLUTION FILTER FIXING CLAMP KIT 41.97
FXKE3 025-030 EVOLUTION FILTER FIXING CLAMP KIT 51.48
FXKE4 035-045 EVOLUTION FILTER FIXING CLAMP KIT 53.59

605009902 AC010-AC030 EVOLUTION OIL INDICATOR 43.85
EF1 AO/AA GRADE EVOLUTION REPLACEMENT DRAINS 43.03

Parker Domnick Hunter® Old Model Oil-X Plus Filter Spares
 

Old Model Oil-X Plus Filter Spares

Part No. Filter Model Description Price
£

605006520 0006G-0009G OIL-X AUTOMATIC DRAIN KIT 48.15
605006250 0017G-01045G OIL-X AUTOMATIC DRAIN KIT 48.15

SGK1 ALL OIL-X SIGHT GLASS KIT 16.90
MAK1 0009G SERVICE KIT (O RING - GASKET & BLEED VALVE) 14.17
MAK2 0017G-0030G SERVICE KIT (O RING - GASKET & BLEED VALVE) 15.00

Parker Domnick Hunter® Oil Vapour And Odour Removal Elements
 

Replacement Element kit Oil-X Evolution ACS Oil Vapour And Odour Removal Filters. Contact our Technical department for full filter performance specifications

Part No. Qty Range Price
£

010ACS 1 010ACS 51.59
020ACS 1 020ACS 95.81
030ACS 1 030ACS 137.89
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Parker Domnick Hunter® Oil-X Plus Replacement AO/AA Elements For Oil-X Filters (1994 - 2004)
 

Oil-X Plus Replacement AO/AA Elements For Oil-X Filters (1994 - 2004)

Part No. Housing Type Description Price
£

K009AO 0009G OIL-X PLUS PRE FILTER ELEMENT 46.44
K017AO 0017G OIL-X PLUS PRE FILTER ELEMENT 73.44
K030AO 0030G OIL-X PLUS PRE FILTER ELEMENT 85.32
K058AO 0058G OIL-X PLUS PRE FILTER ELEMENT 105.84

K0145AO 0080G OIL-X PLUS PRE FILTER ELEMENT 139.81
K220AO 0205G OIL-X PLUS PRE FILTER ELEMENT 165.24
K330AO 0330G OIL-X PLUS PRE FILTER ELEMENT 237.60
K009AA 0009G OIL-X PLUS HIGH EFFICIENCY ELEMENT 46.44
K017AA 0017G OIL-X PLUS HIGH EFFICIENCY ELEMENT 73.44
K030AA 0030G OIL-X PLUS HIGH EFFICIENCY ELEMENT 85.32
K058AA 0058G OIL-X PLUS HIGH EFFICIENCY ELEMENT 105.84

K0145AA 0080G OIL-X PLUS HIGH EFFICIENCY ELEMENT 139.81
K220AA 0205G OIL-X PLUS HIGH EFFICIENCY ELEMENT 165.24
K330AA 0330G OIL-X PLUS HIGH EFFICIENCY ELEMENT 237.60

Parker Domnick Hunter® Oil-X Plus Activated Carbon Elements (1994 - 2004)
 

Oil-X Plus Activated Carbon Elements (1994 - 2004)

Part No. Housing Type Description Price
£

K006AC AC-0006G OIL-X PLUS  ACTIVATED CARBON ELEMENT 20.14
K013AC AC-0013G OIL-X PLUS  ACTIVATED CARBON ELEMENT 26.27
K025AC AC-0025G OIL-X PLUS  ACTIVATED CARBON ELEMENT 38.21

Brass Fittings
For An Extensive Range Of

See Section 8
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Parker Domnick Hunter® Donaldson/Ultrafilter Alternative Elements
 

Parkers Parfit range of replacement elements covers all of the main well known brands available, please contact our Sales office with your requirements. 
Ranges available to suit: Atlas Copco, Deltech, Hankinson, Kaeser, Ultrafilter and Walker.

Part No. Parfit Element Donaldson Ultrafilter Description Grade Price
£

PR2090980 PE/V-PE 02/05 PRE FILTER ELEMENT 25 micron 25.63
PR2090990 PE/V-PE03/05 PRE FILTER ELEMENT 25 micron 30.03
PR2091000 PE/V-PE02/10 PRE FILTER ELEMENT 25 micron 30.03
PR2091010 PE/V-PE03/10 PRE FILTER ELEMENT 25 micron 32.95
PR2091015 PE/V-PE04/10 PRE FILTER ELEMENT 25 micron 35.16
PR2091020 PE/V-PE04/20 PRE FILTER ELEMENT 25 micron 47.60
PR2091030 PE/V-PE05/20 PRE FILTER ELEMENT 25 micron 68.08
PR2091040 PE/V-PE05/25 PRE FILTER ELEMENT 25 micron 78.36
PR2091050 PE/V-PE07/25 PRE FILTER ELEMENT 25 micron 97.38
PR2091115 MF/FF 02/05 MICRO FILTER ELEMENT 1 micron 30.03
PR2091116 MF/FF 03/05 MICRO FILTER ELEMENT 1 micron 32.95
PR2091120 MF/FF 02/10 MICRO FILTER ELEMENT 1 micron 32.95
PR2091130 MF/FF 03/10 MICRO FILTER ELEMENT 1 micron 35.16
PR2091135 MF/FF 04/10 MICRO FILTER ELEMENT 1 micron 41.74
PR2091140 MF/FF 04/20 MICRO FILTER ELEMENT 1 micron 59.31
PR2091150 MF/FF 05/20 MICRO FILTER ELEMENT 1 micron 70.29
PR2091160 MF/FF 05/25 MICRO FILTER ELEMENT 1 micron 86.40
PR2091170 MF/FF 07/25 MICRO FILTER ELEMENT 1 micron 103.24

Parker Domnick Hunter® Electronic Zero Loss Condensate Drains
 

Fully automatic, magnetic level-sensing, electronic condensate drain for compressed air and normal condensates up to 16 bar., Power supply 230V, 50-60 Hz, 
Potential - free alarm contact provided (except ED3002 and ED3004), Large range of capacities available contact our Technical department for further details, 
Other voltages available

Part No. Description Capacity 
compressor*1 m3/h

Capacity dryer*1 
m3/h

Capacity Filter*1 *2 
m3/h Max Pressure Power Supply Connection Price

£

ED3004-G230 ED3004 ELECTRONIC 
CONDENSATE DRAIN 240 480 2400 16 bar 230V 50-60 Hz 1xG 1/2” 141.02

ED3007-G230 ED3007 ELECTRONIC 
CONDENSATE DRAIN 420 840 4200 16 bar 230V 50-60 Hz 2xG 1/2” 235.87

For Push-In Fittings

See Section
1, 12 & 13
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Parker Domnick Hunter® ES2000 Series Oil/Water Seperators
 

We have a large range of Oil/Water seperators available please contact our Technical sales department with your requirements

Part No. Description Inlet Outlet Settlement Tank 
Capacity Max Pressure Min/Max Temperature Price

£

ES2100-T1 ES2000 Series Oil/Water 
Seperator 1x1/2” - 1x1/4” 19mm (3/4”) N/A 16 bar g 5 - 35 °C 300.63

ES2150-T1 ES2000 Series Oil/Water 
Seperator 1x1/2” - 1x1/4” 25mm (1”) 60 L 16 bar g 5 - 35 °C 550.58

Parker Domnick Hunter® BA-2013 1 - 2 Man Breathing Air Purifier
 

Basic unit includes Regulator c/w Outlet pressure gauge, Low pressure audible alarm available as an optional extra, phone for details

Part No. Inlet Connection Outlet Connection Flowrate @ 7bar g 
(100psi) Height Width Depth Weight Price

£
606033450 3/8 G 3/8 G 13L/S (27cfm) 322mm 179mm 117mm 1.4 kg 415.76

Parker Domnick Hunter® Replacement Carbon Packs (Oil/Water Seperators)
 

Larger sizes and models available on request, please contact our Technical sales department with your requirements

Part No. To Suit Models Quantity Rqd Price
£

ESMK1 ES2100 & ES2100-T1 - ES2150 & ES2150-T1 - ES2200 
&ES2200-T1 - ES36/ES90/SE2010/SE2015 1 97.50

ESMK2 ES2300 & ES2300-T1 - ES125 1 97.50
ESMK2-2 ES2400 &ES2400-T1 - ES250/SE2030/SE2030P 2 193.00

We have the full range of Domnick Hunter filtration available. 

Pneumatic, Vacuum, Sterile & Process Filtration
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Parker Domnick Hunter® BA-4350 4 Man Breathing Air Purifier
 

Contact us for the full technical specification of this model, Other models are available, we have access to the full Parker Domnick Hunter range

Part No. Inlet Connection Outlet Connection Flowrate @ 7bar g 
(100psi) Height Width Depth Weight Price

£
606032430 1/2 G 4x1/4 G 23L/S (49cfm) 410mm 460mm 246mm 8 kg 713.79

Parker Domnick Hunter® Vacuum Inlet & Exhaust Filter Down To 1 Micron
 

Prolong the life of any Vacuum pump by installing an inlet and exhaust filter, Sizes available from 1/4” - 3” connection, Free air capacity from 3.6 m3/hr - 300 
m3/hr (2 cfm - 176 cfm available), * Stated flows are for operation at 1 bar a (750 torr) with reference to 20°C, 1 bar a, 0% relative water vapour pressure, 
Manual drain valves are supplied as standard, Mounting bracket kits are available, A direct mounting differential pressure indicator (DPV) is available. Particle 
removal down to 1 micron.

Part No. Description Pipe Size Free Air Capacity Price
£

AR010CBMX Vacuum Pump Inlet & Exhaust Filter 1/2” 3.6 m3/h (2cfm) 158.75

Parker Domnick Hunter® Mist-X Exhaust Silencer Mist Eliminators
 

Pipe all of your seperate exhausts through a single reclassifier, Other sizes and flow rates are available, Long service life

Part No. Description Size Maximum Flow @ 7 bar 
(100psi) Temperature Range Typical back pressure at full 

rated flow
Price

£
MIST-X50 Exhaust Reclassifier 1” 178.4 m3/hr (105cfm) 2 - 50 °C 900 mbar (13psi) 53.64

P.P.E & Spill Kits

Section 27
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Couplers
See Section 1 & 2
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Parker Domnick Hunter® Refrigeration Dryers
 

Ambient temperature min/max  5-50°C, Compressed Air inlet temperature min/max 5-60°C, Pressure dewpoint +3°C (calculated to volume flow at a suction 
condition of 20°C and 1 bar (abs.), Standard equipment = Condensate drain, ozone friendly refrigerant, Other options = Units with special voltages and/or 60 
Hz possible, Higher operating pressures and greater volume flows on request, Water cooled condensers available (larger models only).

Part No. Pipe Connection Flowrate m3/h & cfm Maximum Pressure bar g Voltage Power (kw) Refrigerant Price
£

SPL009-A23015016TXS G 1/2” 54/32 16 230V/1ph/50Hz 0.25 R134a 797.18
SPL018-A23015016TXS G 3/4” 108/64 16 230V/1ph/50Hz 0.47 R134a 1133.57

Section 12
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