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Parker Legris 1

LF3000 Push-In Fittings
Technical Specifications:
● Suitable for conveying various types of liquids (Water,Cutting Oil,etc) for industrial applications.
● Working Pressure: Max. 20bar.
● Working Temperature: -20˚C to +80˚C

Materials:
● Body: Glass reinforced Nylon 6.6  ● Collar: Nylon  ● Gripping Ring: 
Stainless Steel
● O-Rings: Nitrile  ● Sub-Base: Nickel Plated Brass

Male Stud
 

Parker Legris LF3000 - BSPT Male Thread

Part No. Tube O/D (mm) BSPT Male 
Thread Price £

31750410 4 1/8” 1.63

31750413 4 1/4” 1.79

31750610 6 1/8” 1.70

31750613 6 1/4” 1.94

31750617 6 3/8” 2.45

31750810 8 1/8” 1.95

31750813 8 1/4” 1.95

31750817 8 3/8” 2.65

31750821 8 1/2” 4.01

31751013 10 1/4” 2.99

31751017 10 3/8” 3.23

31751021 10 1/2” 4.49

31751213 12 1/4” 4.05

31751217 12 3/8” 4.16

31751221 12 1/2” 5.39

31751417 14 3/8” 5.51

31751421 14 1/2” 5.68

Male Stud
 

Parker Legris LF3000 - BSPP & Metric Male 
Thread

Part No. Tube O/D (mm) BSPP & Metric 
Male Thread Price £

31010419 4 M5X0.8 1.91

31010410 4 1/8” 1.70

31010413 4 1/4” 1.86

31010619 6 M5X0.8 2.13

31010610 6 1/8” 1.78

31010613 6 1/4” 2.04

31010617 6 3/8” 2.50

31010621 6 1/2” 3.19

31010810 8 1/8” 2.04

31010813 8 1/4” 2.08

31010817 8 3/8” 2.96

31010821 8 1/2” 4.26

31011013 10 1/4” 3.14

31011017 10 3/8” 3.41

31011021 10 1/2” 5.18

31011213 12 1/4” 4.38

31011217 12 3/8” 4.58

31011221 12 1/2” 5.43

31011417 14 3/8” 5.78

31011421 14 1/2” 5.99

Female Stud
 

Parker Legris LF3000 - BSPP & Metric Female 
Thread

Part No. Tube O/D (mm) BSPP & Metric 
Female Thread Price £

31140419 4 M5X0.8 3.49

31140410 4 1/8” 2.70

31140413 4 1/4” 3.63

31140610 6 1/8” 2.89

31140613 6 1/4” 3.85

31140810 8 1/8” 4.39

31140813 8 1/4” 4.43

31140817 8 3/8” 4.86

31141013 10 1/4” 5.94

31141017 10 3/8” 6.70

31141021 10 1/2” 8.08

31141217 12 3/8” 8.00

31141221 12 1/2” 9.34

31141417 14 3/8” 9.96

Female Stud Swivel Elbow
 

Parker Legris LF3000 - BSPP Female Thread

Part No. Tube O/D (mm) BSPP Female Thread Price
£

31920410 4 1/8” 2.89

31920413 4 1/4” 3.49

31920610 6 1/8” 3.34

31920613 6 1/4” 3.71

31920810 8 1/8” 3.68

31920813 8 1/4” 3.95

31920817 8 3/8” 4.60

31921013 10 1/4” 5.31

31921017 10 3/8” 6.16

31921021 10 1/2” 7.14

31921213 12 1/4” 7.30

31921217 12 3/8” 7.53

31921221 12 1/2” 7.93
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Male Stud Elbow
 

Parker Legris LF3000 - BSPT Male Thread

Part No. Tube O/D (mm) BSPT Male 
Thread Price £

31090410 4 1/8” 2.41

31090413 4 1/4” 2.66

31090417 4 3/8” 3.40

31090610 6 1/8” 2.59

31090613 6 1/4” 3.08

31090617 6 3/8” 3.60

31090621 6 1/2” 4.24

31090810 8 1/8” 3.08

31090813 8 1/4” 3.24

31090817 8 3/8” 4.13

31090821 8 1/2” 4.86

31091013 10 1/4” 4.16

31091017 10 3/8” 4.70

31091021 10 1/2” 5.46

31091213 12 1/4” 5.78

31091217 12 3/8” 6.11

31091221 12 1/2” 7.25

31091417 14 3/8” 7.50

31091421 14 1/2” 7.96

Male Stud Elbow
 

Parker Legris LF3000 - BSPP & Metric Male 
Thread

Part No. Tube O/D (mm) BSPP & Metric 
Male Thread Price £

31990419 4 M5X0.8 2.66

31990410 4 1/8” 2.58

31990413 4 1/4” 2.83

31990619 6 M5X0.8 2.89

31990610 6 1/8” 2.80

31990613 6 1/4” 3.19

31990617 6 3/8” 3.80

31990621 6 1/2” 4.44

31990810 8 1/8” 3.19

31990813 8 1/4” 3.44

31990817 8 3/8” 4.39

31990821 8 1/2” 5.31

31991013 10 1/4” 4.29

31991017 10 3/8” 5.03

31991021 10 1/2” 6.11

31991213 12 1/4” 5.94

31991217 12 3/8” 6.33

31991221 12 1/2” 7.30

31991417 14 3/8” 7.61

31991421 14 1/2” 8.35

45° Male Stud Elbow
 

Parker Legris LF3000 - BSPT Male Thread

Part No. Tube O/D (mm) BSPT Male 
Thread Price £

31130410 4 1/8” 2.71

31130610 6 1/8” 2.94

31130613 6 1/4” 3.49

31130813 8 1/4” 3.54

31130817 8 3/8” 4.55

31131013 10 1/4” 4.55

31131017 10 3/8” 5.18

31131021 10 1/2” 6.00

31131213 12 1/4” 6.38

31131217 12 3/8” 6.70

31131221 12 1/2” 7.96

45° Male Stud Elbow
 

Parker Legris LF3000 - BSPP & Metric Male 
Thread

Part No. Tube O/D (mm) BSPP & Metric 
Male Thread Price £

31330419 4 M5X0.8 2.96

31330410 4 1/8” 2.88

31330619 6 M5X0.8 3.19

31330610 6 1/8” 3.08

31330613 6 1/4” 3.50

31330813 8 1/4” 3.78

31330817 8 3/8” 4.84

31331013 10 1/4” 4.70

31331017 10 3/8” 5.51

31331021 10 1/2” 6.73

31331213 12 1/4” 6.53

31331217 12 3/8” 6.98

31331221 12 1/2” 8.03

Extended Male Stud Elbow
 

Parker Legris LF3000 - BSPT Male Thread

Part No. Tube O/D (mm) BSPT Male 
Thread Price £

31290413 4 1/4” 4.48

31290610 6 1/8” 4.13

31290613 6 1/4” 4.86

31290813 8 1/4” 5.68

31290817 8 3/8” 5.80

31291013 10 1/4” 6.15

31291017 10 3/8” 7.05

31291021 10 1/2” 7.41

31291213 12 1/4” 6.83

31291217 12 3/8” 7.55

31291221 12 1/2” 8.14

31291417 14 3/8” 8.04

31291421 14 1/2” 8.35

Extended Male Stud Elbow
 

Parker Legris LF3000 - BSPP & Metric Male 
Thread

Part No. Tube O/D (mm) BSPP & Metric 
Male Thread Price £

31690419 4 M5X0.8 4.18

31690410 4 1/8” 4.09

31690413 4 1/4” 4.60

31690619 6 M5X0.8 4.90

31690610 6 1/8” 4.38

31690613 6 1/4” 5.03

31690813 8 1/4” 5.84

31690817 8 3/8” 6.09

31691013 10 1/4” 6.25

31691017 10 3/8” 7.39

31691021 10 1/2” 8.10

31691213 12 1/4” 7.79

31691217 12 3/8” 7.91

31691221 12 1/2” 8.56

31691417 14 3/8” 8.19

31691421 14 1/2” 8.59
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Male Stud Branch Tee
 

Parker Legris LF3000 - BSPT Male Thread

Part No. Tube O/D (mm) BSPT Male 
Thread Price £

31080410 4 1/8” 3.66

31080413 4 1/4” 4.23

31080610 6 1/8” 3.96

31080613 6 1/4” 4.84

31080810 8 1/8” 4.96

31080813 8 1/4” 5.13

31080817 8 3/8” 5.94

31081013 10 1/4” 7.50

31081017 10 3/8” 7.90

31081021 10 1/2” 8.81

31081213 12 1/4” 9.28

31081217 12 3/8” 9.40

31081221 12 1/2” 9.70

31081417 14 3/8” 11.48

31081421 14 1/2” 12.36

Male Stud Run Tee
 

Parker Legris LF3000 - BSPT Male Thread

Part No. Tube O/D (mm) BSPT Male 
Thread Price £

31030410 4 1/8” 3.68

31030413 4 1/4” 4.18

31030610 6 1/8” 3.85

31030613 6 1/4” 4.49

31030810 8 1/8” 4.86

31030813 8 1/4” 4.86

31030817 8 3/8” 6.55

31031013 10 1/4” 7.03

31031017 10 3/8” 8.00

31031021 10 1/2” 8.71

31031213 12 1/4” 7.90

31031217 12 3/8” 8.61

31031221 12 1/2” 9.01

31031417 14 3/8” 10.69

31031421 14 1/2” 12.00

Male Standpipe
 

Parker Legris LF3000 - BSPT Male Thread

Part No. Tube O/D (mm) BSPT Male 
Thread Price £

31210410 4 1/8” 2.35

31210413 4 1/4” 2.96

31210610 6 1/8” 2.40

31210613 6 1/4” 3.24

31210810 8 1/8” 3.35

31210813 8 1/4” 3.49

31210817 8 3/8” 3.71

31211013 10 1/4” 3.53

31211017 10 3/8” 3.75

31211021 10 1/2” 4.43

31211217 12 3/8” 4.03

31211221 12 1/2” 5.06

31211421 14 1/2” 5.49

Y-Piece
 

Parker Legris LF3000 - BSPT Male Thread

Part No. Tube O/D (mm) BSPT Male 
Thread Price £

31480410 4 1/8” 4.93

31480413 4 1/4” 5.46

31480610 6 1/8” 5.13

31480613 6 1/4” 5.63

31480810 8 1/8” 6.53

31480813 8 1/4” 6.60

31480817 8 3/8” 6.64

31481013 10 1/4” 7.40

31481017 10 3/8” 7.68

31481021 10 1/2” 8.13

31481217 12 3/8” 8.46

31481221 12 1/2” 8.61

Y-Piece
 

Parker Legris LF3000 - BSPP & Metric Male 
Thread

Part No. Tube O/D (mm) BSPP & Metric 
Male Thread Price £

31580419 4 M5X0.8 5.58

31580410 4 1/8” 5.58

31580413 4 1/4” 6.16

31580619 6 M5X0.8 6.69

31580610 6 1/8” 7.40

31580613 6 1/4” 8.05

31580810 8 1/8” 8.25

31580813 8 1/4” 9.55

31580817 8 3/8” 9.76

31581013 10 1/4” 10.00

31581017 10 3/8” 10.23

31581021 10 1/2” 10.53

31581217 12 3/8” 10.80

31581221 12 1/2” 11.00

Single Banjo
 

Parker Legris LF3000 - BSPT Male Thread

Part No. Tube O/D (mm) BSPT Male 
Thread Price £

30180410 4 1/8” 2.91

30180610 6 1/8” 3.13

30180613 6 1/4” 3.53

30180810 8 1/8” 3.71

30180813 8 1/4” 3.86

30180817 8 3/8” 6.03

30181013 10 1/4” 5.85

30181017 10 3/8” 6.48

30181213 12 1/4” 7.50

30181217 12 3/8” 8.35

30181221 12 1/2” 8.74

We can supply all Parker product ranges. Call the sales office with your requirements

Pneumatics  |  Hydraulics  |  Filtration  |  Instrumentation
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Single Banjo
 

Parker Legris LF3000 - BSPP & Metric Male 
Thread

Part No. Tube O/D (mm) BSPP & Metric 
Male Thread Price £

31180419 4 M5X0.8 2.99

31180410 4 1/8” 2.61

31180619 6 M5X0.8 2.98

31180610 6 1/8” 2.83

31180613 6 1/4” 3.18

31180810 8 1/8” 3.33

31180813 8 1/4” 3.49

31180817 8 3/8” 5.43

31181013 10 1/4” 5.85

31181017 10 3/8” 6.48

31181021 10 1/2” 8.05

31181217 12 3/8” 8.35

31181221 12 1/2” 8.74

Double Banjo
 

Parker Legris LF3000 - BSPP & Metric Male 
Thread

Part No. Tube O/D (mm) BSPP & Metric 
Male Thread Price £

31190419 4 M5X0.8 6.11

31190410 4 1/8” 5.08

31190610 6 1/8” 6.46

31190613 6 1/4” 7.55

31190813 8 1/4” 8.03

31190817 8 3/8” 8.69

31191017 10 3/8” 10.43

Single Banjo Body
 

Parker Legris LF3000 - To Suit Thread Size

Part No. Tube O/D (mm) To Suit Thread 
Size Price £

35380419 4 M5X0.8 2.05

35380410 4 1/8” 2.08

35380619 6 M5X0.8 2.56

35380610 6 1/8” 2.45

35380613 6 1/4” 2.35

35380810 8 1/8” 2.55

35380813 8 1/4” 2.64

35380817 8 3/8” 3.70

35381013 10 1/4” 2.80

35381017 10 3/8” 4.93

35381021 10 1/2” 6.24

35381217 12 3/8” 6.04

35381221 12 1/2” 6.66

Single Banjo Bolt
 

Parker Legris LF3000 - BSPP & Metric Male 
Thread

Part No. BSPP & Metric Male 
Thread Price £

35270019 M5X0.8 1.79

35270010 1/8” 2.30

35270013 1/4” 2.70

35270017 3/8” 4.16

35270021 1/2” 6.14

Stacking Banjo Bolt
 

Parker Legris LF3000 - BSPP & Metric Male 
Thread 2 Body High Modules

Part No. BSPP & Metric Male 
Thread Price £

35280019 M5X0.8 4.38

35280010 1/8” 3.80

35280013 1/4” 4.75

35280017 3/8” 7.13

Un-equal Tube To Tube 
Connector  

Parker Legris LF3000

Part No. Tube O/D (mm) 
(A)

Tube O/D (mm) 
(B) Price £

31060406 6 4 3.15

31060408 8 4 3.55

31060608 8 6 3.70

31060610 10 6 4.59

31060810 10 8 5.08

31061012 12 10 4.49

31061214 14 12 6.55

A

B

Equal Elbow
 

Parker Legris LF3000

Part No. Tube O/D (mm) Price £

31020400 4 2.55

31020600 6 2.65

31020800 8 3.29

31021000 10 4.75

31021200 12 5.45

31021400 14 7.74

Equal Tube To Tube Connector
 

Parker Legris LF3000

Part No. Tube O/D (mm) Price £

31060400 4 2.00

31060600 6 2.06

31060800 8 2.23

31061000 10 3.41

31061200 12 4.75

31061400 14 5.76

Un-equal Elbow
 

Parker Legris LF3000

Part No. Tube O/D (mm) 
(A)

Tube O/D (mm) 
(B) Price £

31020406 6 4 2.65

31020608 8 6 3.29

31020810 10 8 4.75

31021012 12 10 5.55

A
B
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Equal Tee
 

Parker Legris LF3000

Part No. Tube O/D (mm) Price £

31040400 4 3.48

31040600 6 3.56

31040800 8 4.01

31041000 10 5.68

31041200 12 7.46

31041400 14 10.38

Un-equal Tee
 

Parker Legris LF3000

Part No. Tube O/D 
(mm) (A)

Tube O/D 
(mm) (B)

Tube O/D 
(mm) (C) Price £

31040604 6 6 4 3.56

31040406 4 4 6 3.56

31040806 8 8 6 4.01

31040608 6 6 8 4.01

31041008 10 10 8 4.40

31040810 8 8 10 4.40

31041210 12 12 10 7.46

31041012 10 10 12 7.46

A

B
C

Single Equal Y Connector
 

Parker Legris LF3000

Part No. Tube O/D (mm) Price £

31400400 4 2.93

31400600 6 4.36

31400800 8 5.15

31401000 10 7.18

31401200 12 7.34

Bulkhead Connector
 

Parker Legris LF3000

Part No. Tube O/D (mm) Price £

31160400 4 3.56

31160600 6 4.29

31160800 8 4.98

31161000 10 7.35

31161200 12 8.81

31161400 14 10.90

Female Bulkhead Connector
 

Parker Legris LF3000

Part No. Tube O/D (mm) BSPP Female 
Thread Price £

31360410 4 1/8” 3.76

31360413 4 1/4” 5.51

31360610 6 1/8” 5.18

31360613 6 1/4” 5.58

31360617 6 3/8” 5.46

31360810 8 1/8” 5.38

31360813 8 1/4” 5.94

31361017 10 3/8” 7.83

31361217 12 3/8” 10.05

31361221 12 1/2” 11.88

Equal Bulkhead Elbow
 

Parker Legris LF3000

Part No. Tube O/D (mm) Price £

31390400 4 6.11

31390600 6 6.20

31390800 8 7.30

31391000 10 9.34

31391200 12 12.40

31391400 14 14.40

Double Male Stem Connector-Plastic
 

Parker Legris LF3000

Part No. Stem O/D (mm) Price
£

31200400 4 0.71

31200600 6 0.81

31200800 8 1.00

31201000 10 1.04

31201200 12 1.84

31201400 14 2.35

Un-equal Multiple Elbow
 

Parker Legris LF3000 - With Ø4.2 Fixing Holes

Part No. Tube O/D (mm) (A) Tube O/D (mm) (B) Price
£

33060604 6 4 11.39

33060804 8 4 12.30

33060806 8 6 12.89

33061006 10 6 15.11

33061008 10 8 15.60

A

A

B

B
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Reducer
 

Parker Legris LF3000

Part No. Tube O/D (mm) (A) Stem O/D (mm) (B) Price
£

31660406 4 6 1.69

31660408 4 8 1.94

31660410 4 10 2.30

31660608 6 8 2.00

31660610 6 10 2.35

31660612 6 12 2.96

31660614 6 14 3.50

31660810 8 10 2.76

31660812 8 12 3.36

31660814 8 14 3.55

31661012 10 12 5.10

31661014 10 14 5.41

31661214 12 14 6.55

Increaser
 

Parker Legris LF3000

Part No. Tube O/D (mm) (A) Stem O/D (mm) (B) Price
£

31680604 6 4 2.41

31680806 8 6 2.46

31681008 10 8 3.53

31681210 12 10 4.11

B

A

B

A

Flow Control Regulators-Polymer Version

● Temperature Range: 0°C to +70°C   ● Working Pressure: 1 to 10bar

Banjo with External Screw
 

Parker Legris LF3000 - BSPP Male Thread - 
Exhaust Version (A)

Part No. Tube O/D (mm) BSPP Male 
Thread Price £

70600410 4 1/8” 12.09

70600610 6 1/8” 12.31

70600613 6 1/4” 12.90

70600810 8 1/8” 13.00

70600813 8 1/4” 13.18

70600817 8 3/8” 15.10

70601013 10 1/4” 15.45

70601017 10 3/8” 16.04

70601217 12 3/8” 18.94

70601221 12 1/2” 23.20

Banjo With Recessed Screw
 

Legris Flow Control Regulator - Polymer Version - 
BSPP Male Thread - Exhaust Version (A)

Part No. Tube O/D (mm) BSPP & Metric 
Male Thread Price £

70100419 4 M5X0.8 10.54

70100410 4 1/8” 10.28

70100619 6 M5X0.8 10.54

70100610 6 1/8” 10.46

70100613 6 1/4” 10.99

70100810 8 1/8” 11.06

70100813 8 1/4” 11.19

70100817 8 3/8” 12.85

70101013 10 1/4” 13.15

70101017 10 3/8” 13.64

70101217 12 3/8” 16.11

70101221 12 1/2” 19.73

Banjo with External Screw
 

Legris Flow Control Regulator - Polymer Version - 
BSPP Male Thread - Supply Version (B)

Part No. Tube O/D (mm) BSPP Male 
Thread Price £

70610410 4 1/8” 12.09

70610610 6 1/8” 12.31

70610613 6 1/4” 12.90

70610810 8 1/8” 13.00

70610813 8 1/4” 13.18

70610817 8 3/8” 15.10

70611013 10 1/4” 15.45

70611017 10 3/8” 16.04

70611221 12 1/2” 23.20
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Banjo With Recessed Screw
 

Legris Flow Control Regulator - Polymer Version - 
BSPP & Metric Male Thread - Supply Version (B)

Part No. Tube O/D (mm) BSPP & Metric 
Male Thread Price £

70110419 4 M5X0.8 10.54

70110410 4 1/8” 10.28

70110619 6 M5X0.8 10.54

70110610 6 1/8” 10.46

70110613 6 1/4” 10.99

70110810 8 1/8” 11.06

70110813 8 1/4” 11.19

70110817 8 3/8” 12.85

70111013 10 1/4” 13.15

70111017 10 3/8” 13.64

Banjo With External Screw
 

Legris Flow Control Regulator - Polymer Version 
- BSPP & Metric Male Thread - Bi-directional 
Version (C)

Part No. Tube O/D (mm) BSPP Male 
Thread Price £

70620410 4 1/8” 11.50

70620610 6 1/8” 11.66

70620613 6 1/4” 12.24

70620810 8 1/8” 12.35

70620813 8 1/4” 12.51

70620817 8 3/8” 14.33

Banjo With Recessed Screw
 

Legris Flow Control Regulator - Polymer Version 
- BSPP & Metric Male Thread - Bi-directional 
Version (C)

Part No. Tube O/D (mm) BSPP & Metric 
Male Thread Price £

70120419 4 M5X0.8 10.54

70120410 4 1/8” 10.28

70120619 6 M5X0.8 10.54

70120610 6 1/8” 10.46

70120613 6 1/4” 10.99

70120810 8 1/8” 11.06

70120813 8 1/4” 11.19

70120817 8 3/8” 12.85

In-Line Panel Mountable
 

Legris Flow Control Regulator - Polymer Version - With Tube to Tube 
Connections

Part No. Tube O/D (mm) Price
£

77760400 4 16.71

77760600 6 19.89

77760800 8 20.31

77761000 10 29.59

77761200 12 36.23

Banjo With External Screw
 

Legris Flow Control Regulator - Polymer Version - BSPP Male Thread 
Miniature - With Push-In Connection - Exhaust Version (A) - BSPP & Metric 
Thread

Part No. Tube O/D (mm) BSPP Male Thread Price
£

71800419 4 M5X0.8 15.16

71800410 4 1/8” 17.66

71800619 6 M5X0.8 15.63

71800610 6 1/8” 18.18

71800810 8 1/8” 18.72

For More Push-In 
Fittings

See Section 13
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Non-Return Valve-Tube to Tube
 

Parker Legris

Part No. Tube O/D (mm) Price £

79960400 4 9.85

79960600 6 10.54

79960800 8 11.88

79961000 10 18.16

79961200 12 25.33

Non-Return Valves

Non-Return Valve-Tube to 
Thread  

Parker Legris - BSPP & Metric Male Thread - 
Exhaust Version (A)

Part No. Tube O/D (mm) BSPP & Metric 
Male Thread Price £

79940419 4 M5X0.8 9.63

79940410 4 1/8” 9.85

79940610 6 1/8” 10.13

79940613 6 1/4” 10.54

79940810 8 1/8” 11.64

79940813 8 1/4” 11.88

79941017 10 3/8” 18.19

79941217 12 3/8” 21.35

79941221 12 1/2” 25.33

Non-Return Valve-Tube to 
Thread  

Parker Legris - BSPP & Metric Male Thread - 
Supply Version (B)

Part No. Tube O/D (mm) BSPP & Metric 
Male Thread Price £

79840419 4 M5X0.8 9.63

79840410 4 1/8” 9.85

79840610 6 1/8” 10.13

79840613 6 1/4” 10.54

79840810 8 1/8” 11.64

79840813 8 1/4” 11.88

79841017 10 3/8” 18.19

79841217 12 3/8” 21.35

79841221 12 1/2” 25.33
Stainless Steel Silencers

 

Parker Legris - NPT - 316L Stainless Steel Body

Part No. NPT Male Thread Price £

6830011 1/8” 9.83

6830014 1/4” 11.24

6830018 3/8” 15.46

6830022 1/2” 27.36

Close Tolerence Semi-Rigid Nylon Multitube
 

Parker Legris - 10 Meter Coils - Parker Legris semi-rigid nylon multitube is suited to pneumatic circuits submitted to external aggression. Its PVC sheath is 
resistant to abrasion, spark projections, caustic fluids, oils, alcohol etc. The special design sheath and spiral assembly ensure a small bend radius for compact 
and flexible cabling. For fast identification of circuits, tubes are numbered from 1 to 12 and 6.

Part No. Tube O/D (mm) Tube I/D (mm) PVC Sheath O/D 
(mm)

Minimum Bend 
Radius @20°C (mm) No. of Tubes Length (M) Tube O/D (mm) Price

£

1010P0400M04 4 2.7 13.5 35 4 10 4 41.47

1010P0400M07 4 2.7 16 45 7 10 4 79.90

1010P0600M04 6 4 18.5 55 4 10 6 89.48

1010P0600M07 6 4 22 60 7 10 6 108.89

1010P0800M02 8 6 19.2 45 2 10 8 47.01

See Section 18
For More Silencers       
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Parker Legris 1

LF3600 Push-In Fittings For Industrial and Food Applications

● Complies With ISO 14743 Standard.
● Suitable Fluids : All liquids and Gases Compatible with the materials of fitting.
   Examples : Food Fluids, Cleaning Hot/Cold Water, Steam, Oils etc.
● Working Pressure: 20bar
● Working Temperature: -20°C to +120°C
● Materials: Body, Ring, Gripping Collet, Sub-base: High Phosphorus FDA Chemical Nickel Plated Brass.
● Seals: FKM (FPM) Fluoroelastomer authorised by FDA Standard.

Male Stud
 

Parker Legris - LF3600 Industrial and Food 
Applications - BSPP & Metric Thread

Part No. Tube O/D (mm) BSPP Metric 
Male Thread Price £

36010419 4 M5 X 0.8 2.77

36010410 4 1/8” 2.39

36010452 4 M6X1.0 2.96

36010413 4 1/4” 2.91

36010456 4 M8X1.0 3.33

36010619 6 M5X0.8 3.84

36010610 6 1/8” 2.42

36010660 6 M10X1.0 3.66

36010613 6 1/4” 2.96

36010810 8 1/8” 3.23

36010813 8 1/4” 3.56

36010817 8 3/8” 4.54

36011013 10 1/4” 4.69

36011017 10 3/8” 5.57

36011021 10 1/2” 7.21

36011213 12 1/4” 6.34

36011217 12 3/8” 6.68

36011221 12 1/2” 8.46

36011417 14 3/8” 7.94

36011421 14 1/2” 8.98

Male Stud
 

Parker Legris - LF3600 Industrial and Food 
Applications - BSPT Thread

Part No. Tube O/D (mm) BSPT Male 
Thread Price £

36750410 4 1/8” 2.20

36750413 4 1/4” 2.74

36750610 6 1/8” 2.19

36750613 6 1/4” 2.51

36750810 8 1/8” 2.64

36750813 8 1/4” 2.58

36750817 8 3/8” 3.77

36751013 10 1/4” 4.12

36751017 10 3/8” 4.18

36751021 10 1/2” 5.96

36751213 12 1/4” 5.37

36751217 12 3/8” 5.45

36751221 12 1/2” 6.08

36751417 14 3/8” 6.61

36751421 14 1/2” 7.11

Female Stud
 

Parker Legris - LF3600 Industrial and Food 
Applications - BSPP & Metric Thread

Part No. Tube O/D (mm) BSPP & Metric 
Female Thread Price £

36140419 4 M5X0.8 4.70

36140410 4 1/8” 3.70

36140413 4 1/4” 4.62

36140610 6 1/8” 3.76

36140613 6 1/4” 5.07

36140810 8 1/8” 4.69

36140813 8 1/4” 5.79

36141017 10 3/8” 8.63

36141217 12 3/8” 12.13

36141221 12 1/2” 13.02

Section 9
316 Compression Fittings
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Male Stud Elbow
 

Parker Legris - LF3600 Industrial and Food 
Applications - BSPT Thread

Part No. Tube O/D (mm) BSPT Male 
Thread Price £

36090410 4 1/8” 3.16

36090413 4 1/4” 3.75

36090610 6 1/8” 3.38

36090613 6 1/4” 3.88

36090810 8 1/8” 4.06

36090813 8 1/4” 4.27

36090817 8 3/8” 5.44

36091013 10 1/4” 5.88

36091017 10 3/8” 6.62

36091213 12 1/4” 7.26

36091217 12 3/8” 7.57

36091221 12 1/2” 8.71

36091417 14 3/8” 9.61

36091421 14 1/2” 9.83

Male Stud Elbow
 

Parker Legris - LF3600 Industrial and Food 
Applications - BSPP & Metric Thread

Part No. Tube O/D (mm) BSPP & Metric 
Male Thread Price £

36990419 4 M5X0.8 4.57

36990410 4 1/8” 3.73

36990452 4 M6X1.0 4.57

36990413 4 1/4” 4.46

36990456 4 M8X1.0 5.53

36990610 6 1/8” 3.83

36990660 6 M10X1.0 5.66

36990613 6 1/4” 4.99

36990810 8 1/8” 4.43

36990813 8 1/4” 5.10

36990817 8 3/8” 7.42

36991013 10 1/4” 6.18

36991017 10 3/8” 8.08

36991213 12 1/4” 8.40

36991217 12 3/8” 8.68

36991221 12 1/2” 9.73

36991417 14 3/8” 9.61

36991421 14 1/2” 10.73

Extended Male Stud Elbow
 

Parker Legris - LF3600 Industrial and Food 
Applications - BSPP & Metric Thread

Part No. Tube O/D (mm) BSPP & Metric 
Male Thread Price £

36690419 4 M5X0.8 5.03

36690410 4 1/8” 4.10

36690610 6 1/8” 4.20

36690613 6 1/4” 5.45

36690810 8 1/8” 4.85

36690813 8 1/4” 5.61

36691013 10 1/4” 6.79

36691017 10 3/8” 8.92

36691213 12 1/4” 9.22

36691217 12 3/8” 9.56

36691421 14 1/2” 11.79

Extended Male Stud Elbow
 

Parker Legris - LF3600 Industrial and Food 
Applications - BSPT Male Thread

Part No. Tube O/D (mm) BSPT Male 
Thread Price £

36290410 4 1/8” 3.43

36290610 6 1/8” 3.70

36290613 6 1/4” 4.27

36290810 8 1/8” 4.49

36290813 8 1/4” 4.69

36291013 10 1/4” 6.46

Equal Elbow
 

Parker Legris - LF3600 Industrial and Food 
Applications

Part No. Tube O/D (mm) Price £

36020400 4 3.43

36020600 6 3.91

36020800 8 4.61

36021000 10 6.92

36021200 12 8.41

36021400 14 10.07

Equal Tee
 

Parker Legris - LF3600 Industrial and Food 
Applications

Part No. Tube O/D (mm) Price £

36040400 4 4.66

36040600 6 4.83

36040800 8 5.60

36041000 10 6.96

36041200 12 10.53

36041400 14 13.10

Washdown
Equipment

Section 15
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Equal Tube - Tube Connector
 

Parker Legris - LF3600 Industrial and Food 
Applications

Part No. Tube O/D (mm) Price £

36060400 4 2.73

36060600 6 2.87

36060800 8 3.00

36061000 10 5.21

36061200 12 7.57

36061400 14 9.13

Plug-In Reducer
 

Parker Legris - LF3600 Industrial and Food 
Applications

Part No. Tube O/D 
(mm) A

Stem O/D 
(mm) B Price £

36660406 4 6 3.76

36660408 4 8 4.04

36660608 6 8 4.33

36660610 6 10 5.21

36660810 8 10 5.31

36660812 8 12 5.53

36661012 10 12 7.41

36661214 12 14 8.88

Equal Bulkhead Connector
 

Parker Legris - LF3600 Industrial and Food 
Applications - Maximum Plate Thickness 6mm

Part No. Tube O/D (mm) Price £

36160400 4 5.45

36160600 6 6.56

36160800 8 7.86

36161000 10 10.75

36161200 12 16.21

36161400 14 17.89

Female Bulkhead Connector
 

Parker Legris - LF3600 Industrial and Food 
Applications - BSPP Thread - Maximum Plate 
Thickness 6mm

Part No. Tube O/D (mm) BSPP Female 
Thread Price £

36360410 4 1/8” 5.27

36360610 6 1/8” 7.44

36360613 6 1/4” 9.37

36360810 8 1/8” 10.75

36360813 8 1/4” 10.80

36361017 10 3/8” 16.17

36361217 12 3/8” 18.54

36361221 12 1/2” 20.01

Male Stud Branch Tee
 

Parker Legris - LF3600 Industrial and Food 
Applications - BSPT Thread

Part No. Tube O/D (mm) BSPT Male 
Thread Price £

36080410 4 1/8” 5.31

36080610 6 1/8” 6.03

36080613 6 1/4” 6.85

36080810 8 1/8” 7.23

36080813 8 1/4” 7.33

36081013 10 1/4” 11.87

36081017 10 3/8” 13.33

36081217 12 3/8” 16.35

36081421 14 1/2” 19.01

Male Stud Branch Tee
 

Parker Legris - LF3600 Industrial and Food 
Applications - BSPP & Metric Thread

Part No. Tube O/D (mm) BSPP Male 
Thread Price £

36980419 4 M5X0.8 6.61

36980410 4 1/8” 6.50

36980610 6 1/8” 6.75

36980613 6 1/4” 8.10

36980810 8 1/8” 8.46

36980813 8 1/4” 8.54

36981013 10 1/4” 13.38

36981217 12 3/8” 16.26

36981421 14 1/2” 21.69

A

B

316 Stainless Steel
Fittings

Section 10
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Male Stud Run Tee
 

Parker Legris - LF3600 Industrial and Food Applications - BSPT Thread

Part No. Tube O/D (mm) BSPT Male Thread Price
£

36030410 4 1/8” 5.61

36030610 6 1/8” 6.11

36030613 6 1/4” 6.60

36030810 8 1/8” 6.35

36030813 8 1/4” 6.64

36031013 10 1/4” 11.34

36031017 10 3/8” 13.33

36031217 12 3/8” 14.49

36031421 14 1/2” 17.93

Male Stud Run Tee
 

Parker Legris - LF3600 Industrial and Food Applications - BSPP & Metric 
Thread

Part No. Tube O/D (mm) BSPP & Metric Male Thread Price
£

36930419 4 M5X0.8 5.42

36930410 4 1/8” 5.52

36930610 6 1/8” 6.50

36930613 6 1/4” 8.03

36930810 8 1/8” 6.53

36930813 8 1/4” 8.40

36931013 10 1/4” 13.17

36931217 12 3/8” 16.05

36931421 14 1/2” 21.36

Male Stud Standpipe
 

Parker Legris - LF3600 Industrial and Food 
Applications - BSPP Male Thread

Part No. Tube O/D (mm) BSPP Male 
Thread Price £

36310419 4 M5X0.8 2.23

36310410 4 1/8” 2.39

36310413 4 1/4” 2.85

36310610 6 1/8” 2.35

36310613 6 1/4” 3.07

36310810 8 1/8” 2.26

36310813 8 1/4” 2.65

36310817 8 3/8” 3.43

36311013 10 1/4” 3.15

36311017 10 3/8” 4.15

36311021 10 1/2” 5.38

36311217 12 3/8” 5.00

36311221 12 1/2” 5.81

36311421 14 1/2” 5.84

Blanking Plug
 

Parker Legris - LF3600 Industrial and Food 
Applications

Part No. Stem O/D (mm) Price £

36260400 4 0.57

36260600 6 0.72

36260800 8 0.87

36261000 10 1.41

36261200 12 1.78

36261400 14 1.89

Plug-In Barbed Connector
 

Parker Legris - LF3600 Industrial and Food 
Applications

Part No. Stem O/D (mm) Hose I/D (mm) Price £

36220453 4 5 2.00

36220405 4 7 1.91

36220605 6 7 1.85

36220856 8 8.3 1.97

36220808 8 10 1.97

36221056 10 8.3 3.16

36221008 10 8.3 2.77

36221208 12 10 3.23

36221210 12 12 2.72

36221262 12 14.5 3.76

36221462 14 14.5 4.54

36221414 14 16 4.42

Single Banjo
 

Parker Legris - LF3600 Industrial and Food 
Applications - BSPP and Metric Thread

Part No. Tube O/D (mm) BSPP & Metric 
Male Thread Price £

36180419 4 M5X0.8 4.99

36180410 4 1/8” 5.21

36180619 6 M5X0.8 6.42

36180610 6 1/8” 5.52

36180613 6 1/4” 6.56

36180810 8 1/8” 6.18

36180813 8 1/4” 6.62

36181017 10 3/8” 10.14
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Parker Legris Transair 1

Compressed Air Pipe Work System

The Legris Transair Range Provides:
• Clean Air, Optimum Flow Rate = Energy Efficiency
• Low Weight: 7 Times Lighter Than Galvanised Steel
• Suitable Fluids: Compressed Air, Vacuum, Nitrogen, Argon
• Maximum Working Pressure: 16 bar
• Vacuum: 98.7% (13mbar Absolute Pressure)
• Working Temperature: -20°C to + 60°C
• Extruded Pipe: Conforms to EN 755.2, EN755.8 and EN573.3 Standards

3M Rigid Aluminium Pipe
 

Parker Legris Transair

Part No. Tube O/D (mm) Tube I/D (mm) Price £

1003A.17.04.00 16.5 13 16.10

1003A.25.04.00 25 22 20.88

1003A.40.04.00 40 37 31.40

1003A.63.04 63 59 49.39

Pipe To Pipe Connector
 

Parker Legris Transair

Part No. Tube O/D (mm) Price £

6606.17.00 16.5 12.41

6606.25.00 25 15.52

6606.40.00 40 25.64

6606.63.00 63 35.41

90° Elbow
 

Parker Legris Transair

Part No. Tube O/D (mm) Price £

6602.17.00 16.5 13.90

6602.25.00 25 17.46

6602.40.00 40 28.96

6602.63.00 63 40.46

Tool Case
 

Parker Legris Transair

Part No. Description Price £

6698.00.04 16.5-40mm Tool Case 370.53

6698.00.03 16.5-63mm Tool Case 555.78

6M Rigid Aluminium Pipe
 

Parker Legris Transair - Sold in box quantities 
ONLY - Note: Extra Carriage charge will apply. 10 
day delivery. Please call for details. Price is per 
BOX Excluded from free carriage offers

Part No. Tube O/D 
(mm)

Tube I/D 
(mm) Pack Size Price £

1006A.25.04 25 22 6 POA

1006A.40.04 40 37 6 POA

1006A.63.04 63 59 4 POA

Equal Tee
 

Parker Legris Transair

Part No. Tube O/D (mm) Price £

6604.17.00 16.5 17.33

6604.25.00 25 23.30

6604.40.00 40 46.28

6604.63.00 63 64.69

Double Female Ball Valve
 

Parker Legris Transair - Vented

Part No. Tube O/D (mm) Price £

4089.17.00 16.5 40.51

4089.25.00 25 50.58

Fixing Clip For Rigid Pipe
 

Parker Legris Transair

Part No. Tube O/D (mm) Price £

6697.17.00 16.5 1.42

6697.25.00 25 1.67

6697.40.00 40 1.99

6697.63.00 63 2.76

Double Female Ball Valve
 

Parker Legris Transair

Part No. Tube O/D (mm) Price £

4002.40.00 40 62.12

4002.63.00 63 99.76
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1 Port Wall Bracket
 

Parker Legris Transair - BSPP Female Thread

Part No. Tube O/D (mm) BSPP Female 
Thread Price £

6680.17.21 16.5 1/2” 15.95

6680.25.21 25 1/2” 31.95

2 Port Wall Bracket
 

Parker Legris Transair - BSPP Female Thread

Part No. Tube O/D (mm) BSPP Female 
Thread Price £

6681.17.21 16.5 1/2” 21.50

6681.25.21 25 1/2” 22.82

Reducing Tee
 

Parker Legris Transair

Part No. Tube O/D A 
(mm)

Tube O/D B 
(mm) Price £

6604.63.40 63 40 59.63

A
A

B

Flexible Hose
 

Parker Legris Transair

Part No. Tube O/D (mm) Length (M) Price £

1001E.250001 25 0.57 59.49

1001E.250003 25 1.5 74.85

1001E.250004 25 2 84.37

1001E.400002 40 1.15 95.08

1001E.400004 40 2 121.67

1001E.400005 40 3 169.13

Male Stud Fitting
 

Parker Legris Transair - BSPT Male Thread

Part No. Tube O/D (mm) BSPT Male 
Thread Price £

6605.17.13 16.5 1/4” 12.38

6605.17.21 16.5 1/2” 15.28

6605.25.21 25 1/2” 19.55

6605.25.27 25 3/4” 20.38

6605.25.34 25 1” 20.84

6605.40.34 40 1” 32.18

6605.40.42 40 1.1/4” 36.67

6605.40.49 40 1.1/2” 38.10

6605.63.47 63 2” 50.32

6605.63.48 63 2.1/2” 48.24

Reducing Bracket
 

Parker Legris Transair - Quick Assembly

Part No. Tube O/D A 
(mm)

Tube O/D B 
(mm) Price £

6662.25.17 25 16.5 17.72

6662.25.00 25 25 21.74

6662.40.17 40 16.5 22.92

6662.40.25 40 25 27.92

6662.63.25 63 25 35.69

A

B

Mini Bracket
 

Parker Legris Transair - BSPP Female Thread - 
Quick Assembly

Part No. Tube O/D (mm) BSPP Female 
Thread Price £

6661.25.21 25 1/2” 18.62

6661.40.21 40 1/2” 24.85

6661.40.27 40 3/4” 27.86

6662.63.21 63 1/2” 31.50

6662.63.27 63 3/4” 33.02

Vented End Cap
 

Parker Legris Transair

Part No. Tube O/D (mm) Price £

6625.17.00 16.5 15.65

6625.25.00 25 15.65

6625.40.00 40 20.96

6625.63.00 63 28.54

Plug-in Reducer
 

Parker Legris Transair

Part No. Tube O/D A 
(mm)

Tube O/D B 
(mm) Price £

6666.17.25 16.5 25 17.65

6666.25.40 25 40 22.82

6666.40.63 40 63 29.78

B A
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Parker Pneumatics 1

ISO6432 Cylinders & Mountings

P1G Cartridge Cylinders Single Acting Push Type
 

Parker Pneumatics - Single acting, spring return cylinders ideal for applications where space is at a premium. The threaded body makes installation simple. 
Non - lube operation - Corrosion resistant design - Integral mounting - Compact construction - Single acting as standard - Working pressure 2 - 7 bar - Working 
temperature -20°C to +80°C - Supplied complete with 1 rod nut and 2 fixing nuts

Part No. Cyl. Bore mm Rod thread mm Body thread mm Port Size Stroke mm Price
£

P1G-S006SS-0005 6 M3 M10X1.0 M5 5 24.72

P1G-S006SS-0010 6 M3 M10X1.0 M5 10 25.70

P1G-S006SS-0015 6 M3 M10X1.0 M5 15 26.56

P1G-S010SS-0005 10 M4 M15X1.5 M5 5 31.64

P1G-S010SS-0010 10 M4 M15X1.5 M5 10 32.51

P1G-S010SS-0015 10 M4 M15X1.5 M5 15 33.97

P1G-S016SS-0005 16 M5 M22X1.5 M5 5 41.81

P1G-S016SS-0010 16 M5 M22X1.5 M5 10 43.41

P1G-S016SS-0015 16 M5 M22X1.5 M5 15 45.00

We can supply all Parker product ranges. Call the sales office with your requirements

Pneumatics  |  Hydraulics  |  Filtration  |  Instrumentation
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P1A Mini ISO6432 Cylinders Double Acting Buffer Cushioning
 

Parker Pneumatics  - The P1A range of cylinders is intended for use in a wide range of applications. The cylinders are particularly suitable for lighter duties in 
the packaging, food and textile industries. Careful design and high quality manufacture throughout ensure long service life and optimum economy.  Mounting 
dimensions fully in accordance with ISO6432 and CETOP RP52P greatly simplifies Installation and world wide interchangeability. Magnetic piston as standard  
End stroke buffers for long service life - Corrosion resistant design and low weight construction - Working pressure max 10 bar  - Working temperature -20°C to 
+80°C 10-25mm bore - Prelubricated, further lubrication is not normally necessary.  If additional lubrication is introduced it must be continued. Stroke sizes not 
shown can be supplied on a 7 day lead time from the manufacturer. Other Mini ISO 6432 design variants, including Single Acting are also available

Part No. Cyl. Bore mm Stoke mm Port Size Price
£

P1A-S010DS-0010 10 10 M5 46.74

P1A-S010DS-0025 10 25 M5 47.01

P1A-S010DS-0050 10 50 M5 47.44

P1A-S010DS-0100 10 100 M5 48.12

P1A-S012DS-0010 12 10 M5 49.08

P1A-S012DS-0025 12 25 M5 49.36

P1A-S012DS-0050 12 50 M5 49.91

P1A-S012DS-0100 12 100 M5 51.01

P1A-S016DS-0010 16 10 M5 55.27

P1A-S016DS-0025 16 25 M5 55.55

P1A-S016DS-0050 16 50 M5 56.23

P1A-S016DS-0100 16 100 M5 57.47

P1A-S020DS-0010 20 10 1/8” BSPP 60.08

P1A-S020DS-0025 20 25 1/8” BSPP 60.63

P1A-S020DS-0050 20 50 1/8” BSPP 61.45

P1A-S020DS-0080 20 80 1/8” BSPP 62.56

P1A-S020DS-0100 20 100 1/8” BSPP 63.11

P1A-S020DS-0125 20 125 1/8” BSPP 64.07

P1A-S020DS-0160 20 160 1/8” BSPP 65.17

P1A-S020DS-0200 20 200 1/8” BSPP 66.56

P1A-S025DS-0010 25 10 1/8” BSPP 63.66

P1A-S025DS-0025 25 25 1/8” BSPP 64.21

P1A-S025DS-0050 25 50 1/8” BSPP 65.31

P1A-S025DS-0080 25 80 1/8” BSPP 66.41

P1A-S025DS-0100 25 100 1/8” BSPP 67.23

P1A-S025DS-0125 25 125 1/8” BSPP 68.34

P1A-S025DS-0160 25 160 1/8” BSPP 69.71

P1A-S025DS-0200 25 200 1/8” BSPP 71.35

Mini ISO6432 Cylinder 
Mountings Flange-MF8  

Parker Pneumatics

Part No. Cylinder Dia mm Price £

P1A-4CMB 10 2.06

P1A-4DMB 12-16 2.27

P1A-4HMB 20-25 2.48

Mini ISO6432 Cylinder 
Mountings -  Foot-MS3  

Parker Pneumatics

Part No. Cylinder Dia mm Price £

P1A-4CMF 10 2.21

P1A-4DMF 12-16 2.61

P1A-4HMF 20-25 3.17

Mini ISO6432 Cylinder 
Mountings Piston Rod Clevis  

Parker Pneumatics

Part No. Cylinder Dia mm Price £

P1A-4CRC 10 4.95

P1A-4DRC 12-16 5.23

P1A-4HRC 20 7.56

P1A-4JRC 25 9.07
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Reed Sensors & Mountings
 

Parker Pneumatics - Reed Sensors - The sensors are based on proven reed switches, which offer reliable function in many applications. Simple installation, a 
protected position on the cylinder and clear LED indication are important advantages of this range of sensors.

Part No. Description Price
£

P8S-GSSHX 0.27m PUR-cable and 8mm snap-in male connector  Normally open 31.15

9126344341 3m Cable with 8mm round connector 17.16

9126344342 10m Cable with 8mm round connector 20.75

P8S-GSFLX 3m PVC cable without connector 41.55

P8S-TMC01 Sensor mounting required for P1A diameter 10 - 25mm (Not required for P1D) 14.51

Mini ISO6432 Cylinder Mountings Rear Clevis 
Bracket  

Parker Pneumatics

Part No. Cylinder Dia mm Price
£

P1A-4CMT 10 6.88

P1A-4DMT 12-16 7.84

P1A-4HMT 20-25 8.66

Mini ISO6432 Cylinder Mountings Swivel Rod Eye
 

Parker Pneumatics

Part No. Cylinder Dia mm Price
£

P1A-4CRS 10 15.82

P1A-4DRS 12-16 16.64

P1A-4HRS 20 18.83

P1A-4JRS 25 27.91

For a complete range of

Valves see

Section 20

For a range of top quality accessories see section 18



Section

18

Parker Pneumatics1

ISO6431 Cylinders & Mountings 

P1D ISO6431/VDMA Cylinders
 

Parker Pneumatics - The innovative P1D is a future-proof generation of ISO/VDMA cylinders. The cylinders are double-acting, with a new design of air 
cushioning.  The P1D complies with the current ISO6431, ISO15552, VDMA24562 and AFNOR installation  dimensions - Available in 32 to 125mm bores - PUR 
seals for long services life - Drop-in sensors - Corrosion resistant design - Magnetic piston as standard - Lubricated with food grade grease - Working pressure 
Max 10 bar - Seals / Temperature options: Standard -20°C to +80°C - High temperature -10°C to +150°C - Low temperature -40°C to +40°C - Cylinders for low 
pressure - Hydraulic operation 32-125mm - ATEX approval  CE Ex IIGD c T4 120°C - Bores and Stroke sizes not shown are can be supplied on a 7 day lead time 
from the manufacturer - Other ISO 6431/VDMA design variants are also available.

Part No. Cyl. Bore mm Stoke mm Port Size BSPP Price
£

P1D-S032MS-0025 32 25 1/8” 113.04

P1D-S032MS-0050 32 50 1/8” 114.43

P1D-S032MS-0080 32 80 1/8” 116.09

P1D-S032MS-0100 32 100 1/8” 117.20

P1D-S032MS-0125 32 125 1/8” 118.56

P1D-S032MS-0160 32 160 1/8” 120.51

P1D-S032MS-0200 32 200 1/8” 122.72

P1D-S040MS-0025 40 25 1/4” 127.51

P1D-S040MS-0050 40 50 1/4” 129.36

P1D-S040MS-0080 40 80 1/4” 131.56

P1D-S040MS-0100 40 100 1/4” 133.04

P1D-S040MS-0125 40 125 1/4” 134.88

P1D-S040MS-0160 40 160 1/4” 137.47

P1D-S040MS-0200 40 200 1/4” 140.42

P1D-S050MS-0025 50 25 1/4” 146.52

P1D-S050MS-0050 50 50 1/4” 148.90

P1D-S050MS-0080 50 80 1/4” 151.74

P1D-S050MS-0100 50 100 1/4” 153.64

P1D-S050MS-0125 50 125 1/4” 156.02

P1D-S050MS-0160 50 160 1/4” 159.36

P1D-S050MS-0200 50 200 1/4” 163.16

P1D-S063MS-0025 63 25 3/8” 172.39

P1D-S063MS-0050 63 50 3/8” 175.11

P1D-S063MS-0080 63 80 3/8” 178.39

P1D-S063MS-0100 63 100 3/8” 180.57

P1D-S063MS-0125 63 125 3/8” 183.28

P1D-S063MS-0160 63 160 3/8” 187.11

P1D-S063MS-0200 63 200 3/8” 191.48

P1D-S080MS-0025 80 25 3/8” 227.95

P1D-S080MS-0050 80 50 3/8” 231.69

P1D-S080MS-0080 80 80 3/8” 236.21

P1D-S080MS-0100 80 100 3/8” 239.20

P1D-S080MS-0125 80 125 3/8” 242.96

P1D-S080MS-0160 80 160 3/8” 248.23

P1D-S080MS-0200 80 200 3/8” 254.22

P1D-S0100MS-**** 100 Various 1/2” POA

P1D-S0125MS-**** 125 Various 1/2” POA
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P1D ISO6431/VDMA Flange 
MF1/MF2  

Parker Pneumatics - Intended for fixed mounting 
of cylinder. Flange can be fitted to front or rear 
end cover of cylinder - Supplied complete with 
mounting screws for attachment to cylinder.

Part No. Cyl. Dia mm Price £

P1C-4KMB 32 18.43

P1C-4LMB 40 19.39

P1C-4MMB 50 22.96

P1C-4NMB 63 29.84

P1C-4PMB 80 34.23

P1D ISO6431/VDMA Foot 
Bracket MS1  

Parker Pneumatics - Intended for fixed mounting 
of cylinder. Foot bracket can be fitted to front or 
rear end cover of cylinder - Supplied in pairs with 
mounting screws for attachment to cylinder.

Part No. Cyl. Dia mm Price £

P1C-4KMF 32 12.78

P1C-4LMF 40 13.62

P1C-4MMF 50 15.82

P1C-4NMF 63 18.16

P1C-4PMF 80 26.27

P1D ISO6431/VDMA Rear Pivot 
Bracket With Rigid Bearing  

Parker Pneumatics - Intended for flexible 
mounting of cylinder. The pivot bracket can be 
combined with clevis bracket MP2. Bearing : 
Sintered oil-bronze bushing.

Part No. Cyl. Dia mm Price £

P1C-4KMD 32 24.89

P1C-4LMD 40 28.88

P1C-4MMD 50 33.27

P1C-4NMD 63 35.47

P1C-4PMD 80 49.36

P1D ISO6431/VDMA Clevis 
Bracket MP2  

Parker Pneumatics - Intended for flexible 
mounting of cylinder. Clevis bracket  MP2 can 
be combined with clevis bracket MP4 - Supplied 
complete with mounting screws for attachment 
to cylinder.

Part No. Cyl. Dia mm Price £

P1C-4KMT 32 18.83

P1C-4LMT 40 19.94

P1C-4MMT 50 20.05

P1C-4NMT 63 30.94

P1C-4PMT 80 39.60

P1D ISO6431/VDMA Clevis 
Bracket MP4  

Parker Pneumatics - Intended for flexible 
mounting of cylinder. Clevis bracket  MP4 can 
be combined with clevis bracket MP2 - Supplied 
complete with mounting screws for attachment 
to cylinder.

Part No. Cyl. Dia mm Price £

P1C-4KME 32 18.83

P1C-4LME 40 19.94

P1C-4MME 50 20.85

P1C-4NME 63 25.78

P1C-4PME 80 39.60

P1D ISO6431/VDMA Rod Swivel 
Eye  

Parker Pneumatics - Intended for articulated 
mounting of the cylinder - Maintenance-free 
PTFE - Swivel rod eye, nut : galvanised steel - 
Swivel bearing according to DIN 648K : Hardened 
Steel.

Part No. Cyl. Dia mm Price £

P1C-4KRS 32 30.39

P1C-4LRS 40 36.72

P1C-4MRS 50/63 53.90

P1C-4PRS 80 54.88

P1D ISO6431/VDMA Rear Swivel Eye Bracket
 

Parker Pneumatics - Intended for use together with clevis bracket GA - 
Supplied complete with mounting screws for attachment to cylinder.

Part No. Cyl. Dia mm Price
£

P1C-4KMSA 32 44.13

P1C-4LMSA 40 48.95

P1C-4MMSA 50 56.38

P1C-4NMSA 63 65.58

P1C-4PMSA 80 102.97

P1D ISO6431/VDMA Piston Rod Clevis
 

Parker Pneumatics - Intended for articulated mounting of the cylinder - Clevis 
and clip : galvanised steel - Pin : hardened steel - Supplied complete with 
axle.

Part No. Cyl. Dia mm Price
£

P1C-4KRC 32 12.50

P1C-4LRC 40 15.13

P1C-4MRC 50/63 21.59

P1C-4PRC 80 47.57
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P1D ISO6431/VDMA Clevis Bracket GA
 

Parker Pneumatics - Intended for flexible mounting of cylinder. Clevis bracket 
GA can be combined with pivot bracket with swivel bearing, swivel eye 
bracket and swivel rod eye - Supplied complete with mounting screws for 
attachment to cylinder.

Part No. Cyl. Dia mm Price
£

P1C-4KMCA 32 18.83

P1C-4LMCA 40 19.94

P1C-4MMCA 50 34.58

P1C-4NMCA 63 30.94

P1C-4PMCA 80 39.60

P1D ISO6431 / VDMA Cylinder Repair Kits
 

Parker Pneumatics

Part No. Description Price
£

P1D-6KRN 32mm Bore Repair kit 39.09

P1D-6LRN 40mm Bore Repair kit 43.06

P1D-6MRN 50mm Bore Repair kit 45.21

P1D-6NRN 63mm Bore Repair kit 45.97

P1D-6PRN 80mm Bore Repair kit 65.16

P1D-6QRN 100mm Bore Repair kit 75.64

P1D-6RRN 125mm Bore Repair kit 119.68

ISO Cylinder Repair Kits
 

Parker Pneumatics - Fits the Parker Pneumatic ISO Cylinder ranges profile 
(2119), tie rod (2110) and the P1E range. The repair kit contains all the 
necessary seals, magnetic strip and a sachet of grease.

Part No. Description Price
£

32-2110AR 32mm Bore Repair kit 70.66

40-2110AR 40mm Bore Repair kit 77.13

50-2110AR 50mm Bore Repair kit 93.34

63-2110AR 63mm Bore Repair kit 109.06

80-2110AR 80mm Bore Repair kit 124.96

Reed Sensors & Mountings
 

Parker Pneumatics - Reed Sensors - The sensors are based on proven 
reed switches, which offer reliable function in many applications. Simple 
installation, a protected position on the cylinder and clear LED indication are 
important advantages of this range of sensors.

Part No. Description Price
£

P8S-GSSHX 0.27m PUR-cable and 8mm snap-in male connector  
Normally open 31.15

9126344341 3m Cable with 8mm round connector 17.16

9126344342 10m Cable with 8mm round connector 20.75

P8S-GSFLX 3m PVC cable without connector 41.55

P8S-TMC01 Sensor mounting required for P1A diameter 10 - 25mm 
(Not required for P1D) 14.51

Cylinders
See Section 19

For More
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Valve & Manifold Kits

B3 Series 1/8” High performance industrial valves
 

Parker Pneumatics - High performance metal bodied industrial valves with air pilot or solenoid actuation. Featuring the ‘Wear Compensating Seal System’ 
- These valves have integral mounting holes and an inlet exhaust manifold option. Solenoids are sold separately for electrically actuated valves - Working 
pressure: 1.5 to 10 bar - Working temperature: -10°C to +50°C - Port size: 1/8” BSPP - Flow (Qn): 960l/min - B3 Series valves not shown can be supplied on a 7 
day lead time from the manufacturer.

Part No. Type Actuator Return Voltage (if applicable) Price
£

B3U5000XXH 3/2 Air Spring return 44.74

B3P5000XXH 5/2 Air Spring return 48.43

B3M5000XXH 3/2 Air Air 57.36

B345000XXH 5/2 Air Air 66.84

B3R5BXXXXH 3/2 Electric Spring return Less solenoid 39.51

B3J5BXXXXH 3/2 Electric Electric Less solenoid 36.68

B3T5BXXXXH 5/2 Electric Spring return Less solenoid 44.18

B325BXXXXH 5/2 Electric Electric Less solenoid 40.78

B3 Series Inlet Exhaust Manifold Kits
 

Parker Pneumatics - Standard Base without Flow Controls - Each kit contains: 
1x Manifold base - 2x Mounting screws and nuts - 3x Tie rods - 1x Body-to-
base Gasket - 1x Base-to-base Gasket.

Part No. Description Price
£

PS2948F Manifold Base Kit 3/2 30.68

PS2917F Manifold Base Kit 5/2 41.08

B3 Series Inlet Exhaust Manifold End Plate Kits
 

Parker Pneumatics - Standard End Plates may be used with either of the 
above Manifold bases - Each kit contains: 1x right and 1x left End Plate - 3x 
O-rings - 3x Blanking Plugs - 3x Socket Head Cap Screws - 3x Flat Washers - 3x 
Lockwashers.

Part No. Description Price
£

PS2951F Manifold End Plate Kit 3/2 97.24

PS2916F Manifold End Plate Kit 5/2 192.66

For More Pneumatic Valves See Section 21
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B4 Series 1/4” High performance industrial valves
 

Parker Pneumatics - High performance metal bodied industrial valves with air pilot or solenoid actuation. Featuring the ‘Wear Compensating Seal System’ 
- These valves have integral mounting holes and an inlet exhaust manifold option. Solenoids are sold separately for electrically actuated valves - Working 
pressure: 1.5 to 10 bar - Working temperature: -10°C to +50°C - Port size: 1/4” BSPP - Flow (Qn): 1170l/min - B4 Series valves not shown can be supplied on a 7 
day lead time from the manufacturer.

Part No. Type Actuator Return Voltage (if applicable) Price
£

B4U6000XXF 3/2 Air Spring return 51.69

B4M6000XXF 3/2 Air Air 65.56

B4P6000XXF 5/2 Air Spring return 54.29

B446000XXF 5/2 Air Air 70.10

B4R6AXXXXF 3/2 Electric Spring return Less solenoid 48.19

B4J6AXXXXF 3/2 Electric Electric Less solenoid 52.34

B4T6AXXXXF 5/2 Electric Spring return Less solenoid 51.16

B426AXXXXF 5/2 Electric Electric Less solenoid 56.36

B4 Series Inlet Exhaust Manifold End Plate Kits
 

Parker Pneumatics - Standard End Plates may be used with either of the 
above Manifold bases - Each kit contains:  1x right and 1x left End Plate - 3x 
O-rings - 3x Blanking Plugs - 2x Socket Head Cap Screws - 2x Flat Washers - 2x 
Lockwashers.

Part No. Port Size BSPP Description Price
£

PS4551F 3/8” Manifold End Plate Kit 3/2 78.59

PS4516F 3/8” Manifold End Plate Kit 5/2 78.89

B4 Series Inlet Exhaust Manifold Kits
 

Parker Pneumatics - Standard Base without Flow Controls - Each kit contains: 
1x Manifold base - 2x Mounting screws and nuts - 2x tie rods - 1x Body-to-
base Gasket - 1x Base-to-base Gasket.

Part No. Description Price
£

PS4548F Manifold Base Kit 3/2 103.48

PS4517F Manifold Base Kit 5/2 36.12

B3 & B4 Series Solenoid 15mm NC standard
 

Parker Pneumatics - Override, yellow, locking flush - Other Solenoid 
Operators are available on a 7 day lead time from the manufacturer.

Part No. Voltage Price
£

P2E-KV32B2 12VDC 46.68

P2E-KV32C2 24VDC 46.68

P2E-KV32D2 48VDC 46.68

P2E-KV31C2 24VAC 50Hz 46.68

P2E-KV31F2 115VAC 50Hz 46.68

P2E-KV31J2 230VAC 50hZ 46.68

B3 & B4 Series Solenoid Connectors / Cable plugs
 

Parker Pneumatics - EN175301-803 - 15mm Form C/ISO15217 - Other 
Connectors / Plugs are available on a 7 day lead time from the manufacturer.

Part No. Description Price
£

P8C-D Standard IP65 without flying lead 6.71

P8C-D26C With LED and protection 24V AC/DC 14.73

P8C-D21E With LED and protection 110AC 19.41
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ISO5599-1 Valves

PL2 Viking Xtreme 1/2” Metal spool valves - Body Ported
 

Parker Pneumatics - The Viking Xtreme valves range is robust, Versatile and combines high performance - Compact installation dimensions. Large flow 
Capacity, short change-over times and low Change-over pressure are important Characteristics of this valve range. Solenoids are sold separately for electrically 
actuated valves - Working pressure: 12 bar - Working temperature: -10°C to +50°C - Flow (Qmax):  78.0 l/sec - 1/2” BSPP - PL2 Viking Xtreme valves not listed 
can be supplied on a 7 day lead time from the manufacturer.

Part No. Type Actuator Return Voltage (if applicable) Price
£

P2LDX514PP 5/2 Air pilot Air Pilot 121.52

P2LDX514PS 5/2 Air pilot Spring return 107.05

P2LDX514EENXXX 5/2 Electric Electric Less solenoid 109.14

P2LDX514ESNXXX 5/2 Electric Spring return Less solenoid 111.91

ISOMAX ISO5599-1 Solenoid Operated Ceramic 
Slide Valves ISO 1 & 2  

Parker Pneumatics - 5/2 Valves fitted with CNOMO operator without coil 
- Ceramic slide valves for maximum operational life. Solenoid or air pilot 
operated with a wide choice of bases. Solenoids are sold separately for 
electrically actuated valves - Working pressure: -0.9 to 12 bar - Working 
temperature: -10°C to +60°C - Flow (Qmax): DX1 1680 l/min - DX2 3640 l/
min - Flow (Qn): DX1 1150 l/min - DX2 2330 l/min - ATEX approval: CE Ex IIGD 
c 85°C.

Part No. ISO Size Actuator Return Voltage (if 
applicable)

Price
£

DX1-621-BN 1 - 43mm Electric Spring return Less solenoid 92.93

DX2-621-BN 2 - 56mm Electric Spring return Less solenoid 120.62

DX1-606-BN 1 - 43mm Electric Electric Less solenoid 171.60

DX2-606-BN 2 - 56mm Electric Electric Less solenoid 133.12

ISOMAX ISO5599-1 Pneumatic Operated Ceramic 
Slide Valves ISO 1 & 2  

Parker Pneumatics - 5/2 Valves without valve spool override - Ceramic slide 
valves for maximum operational life. Air pilot operated with a wide choice 
of bases - Working pressure: -0.9 to 12 bar - Working temperature: -10°C to 
+60°C - Flow (Qmax):  DX1 1680 l/min   DX2 3640 l/min - Flow (Qn): DX1 1150 
l/min   DX2 2330 l/min - ATEX approval: CE Ex IIGD c 85°C - ISOMAX Valves 
not listed can be supplied on a 7 day lead time from the manufacturer.

Part No. ISO Size Actuator Return Price
£

DX1-421-60 1 - 43mm Air signal Spring return 65.77

DX2-421-60 2 - 56mm Air signal Spring return 92.39

DX1-406-60 1 - 43mm Air signal Air signal 72.35

DX2-406-60 2 - 56mm Air signal Air signal 101.63
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ISO5599-1 1 & 2 Side Ported Manifold & End - ISO 1 & 2
 

Parker Pneumatics

Part No. Description Ported Port Size ISO Size Price
£

P2N-EM512MD Manifold Side 1/4” BSPP 1 - 43mm 46.12

P2N-FM513MD Manifold Side 3/8” BSPP 2 - 56mm 46.90

P2N-EM513ES End - Connecting kit Side 3/8” BSPP 1 - 43mm 32.59

P2N-FM514ES End - Connecting kit Side 1/2” BSPP 2 - 56mm 52.89

ISO 5599-1 Single Subbase Side And Bottom Ported - ISO 1 & 2
 

Parker Pneumatics

Part No. Ported Port Size ISO Size Price
£

PL1-1/4-70 Side 1/4” BSPP 1 - 43mm 53.56

P2N-HS514SS Side 1/2” BSPP 2 - 56mm 45.27

PD1-1/4-70 Bottom 1/4” BSPP 1 - 43mm 25.89

PD2-3/8-70 Bottom 3/8” BSPP 2 - 56mm 32.66

ISO5599-1 Solenoid Coils (CNOMO) - ISO 1 & 2
 

Parker Pneumatics

Part No. Description Price
£

P2FCA445 12V DC 17.58

P2FCA449 24V DC 27.58

P2FCA440 12V 50/60Hz AC 17.58

P2FCA442 24V 50/60Hz AC 17.58

P2FCA453 110V 50Hz AC 17.58

P2FCA457 230V 50Hz AC 17.58

Solenoid Connectors
 

Parker Pneumatics

Part No. Description Price
£

3EV290V10 30mm Standard IP65 without flying lead 2.83

3EV290V20-24 30mm with LED and protection 24V AC/DC 19.09
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B43 / B53 Valves

B43 / B53 Metal Spool Valves Push Button 
Operated - Body Ported  

Parker Pneumatics - B43 1/8” BSPP and B53 1/4” BSPP body ported spool 
Valves with excellent reliability. Viton seals as standard provide long service 
life even in arduous Conditions - B43 1/8” BSPP port - B53 1/4” BSPP port 
- Stainless steel spool - 3/2 &  5/2 versions - Viton body seals as standard 
- Integral mounting holes - Working pressure: Vacuum - 10 bar - Working 
temperature: -10°C to +80°C - Flow (Qmax): 43 series 510 l/m - 53 series 
1740 l/min - B43 & B53 Valves not listed can be supplied on a 7 day lead time 
from the manufacturer.

Part No. Type Actuator Return BSPP Price
£

B43003BXS 3/2 Button - black Spring return 1/8” 87.48

B53003HXS 3/2 Button - black Spring return 1/4” 141.56

B43003HXS 3/2 Button - black Button 1/8” 105.01

B53003HX 3/2 Button - black Button 1/4” 139.46

B43004BXS 5/2 Button - black Spring return 1/8” 85.84

B53004HXS 5/2 Button - black Spring return 1/4” 151.44

B43004HXS 5/2 Button - black Button 1/8” 113.84

B53004HX 5/2 Button - black Button 1/4” 151.44

B43 / B53 Metal Spool Valves Mechanically 
Operated Valves Body Ported  

Parker Pneumatics

Part No. Type Actuator Return BSPP Price
£

B43003CS 3/2 Plunger Spring return 1/8” 75.64

B53003CS 3/2 Plunger Spring return 1/4” 116.69

B43003RS 3/2 Roller Lever Spring return 1/8” 98.85

B53003RS 3/2 Roller Spring return 1/4” 125.53

B43003RTS 3/2 One way Roller 
trip Spring return 1/8” 164.34

B43 / B53 Metal Spool Valves Manually Operated 
Valves Body Ported  

Parker Pneumatics

Part No. Type Actuator Return BSPP Price
£

B43003ES 3/2 Palm lever Spring return 1/8” 94.56

B43003LS 3/2 Lock down lever Spring return 1/8” 98.10

B43004LS 5/2 Lock down lever Spring return 1/8” 98.71

B53003LS 3/2 Lever Spring return 1/4” 150.99

B53003LT 3/2 Lever Lever 1/4” 152.04

B53004LS 5/2 Lever Spring return 1/4” 162.66

B53004LT 5/2 Lever Lever 1/4” 164.46

B43 / B53 Metal Spool Valves Single Pedal 
Operated Body Ported  

Parker Pneumatics

Part No. Type Actuator Return BSPP Price
£

B43003FS 3/2 Foot pedal Spring return 1/8” 143.80

B53003FS 3/2 Foot pedal Spring return 1/4” 196.67

B53003G 3/2 Foot pedal Foot pedal 1/4” 199.97

B43004FS 5/2 Foot pedal Spring return 1/8” 151.59

B53004FS 5/2 Foot pedal Spring return 1/4” 199.07

B53004G 5/2 Foot pedal Foot pedal 1/4” 210.16

B53 Metal Spool Valves Panel Mounting Kit
 

Parker Pneumatics

Part No. Description Price
£

M53004L-10A B53 Series panel mounting kit 21.25
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PXB Valves

PXB Push Button Valves Latching Push Buttons 
4mm Push In  

Parker Pneumatics - NC = Normally closed

Part No. Flow l/min Description Price
£

PXB-B4131BT4 240 Red - Latching - with 1 NC 
valve 79.88

PXB Push Button Valves Spring Return Push 
Buttons 4mm Push In  

Parker Pneumatics - PXB control and process duty 22mm. PXB valves are 
designed to fit the standard electrical 22mm knock out, they can provide 
dual pneumatic and electrical output signals. A variety of button and switch 
actuators are available. Facia mounted operation - 3/2 NO or NC - Dual 
pneumatic and electrical output signal - Working pressure: 1 to 10 bar - 
Working temperature: -15°C to +60°C - ATEX approval: CE Ex II 3 GD - Flow 
(Qmax): 240 l/min - Flow (Qn): 120 l/min - Connections: 4mm - PXB variants 
not shown are available on a 7 day lead time from the manufacturer.

Part No. Flow l/min Description Price
£

PXB-B4131BA2 240 Black with 1 NC valve 55.01

PXB-B4131BA4 240 Red with 1 NC valve 55.01

PXB-B4131BA3 240 Green with 1 NC valve 55.01

PXB Push Button Valves Selector Switches 4mm 
Push In  

Parker Pneumatics - NC = Normally closed

Part No. Flow l/min Description Price
£

PXB-B4131BD2 240 Black - 2 positions - with 1 
NC valve 61.45

PXB Push Button Valves Mushroom Head Push 
Button 4mm Push In  

Parker Pneumatics - NC = Normally closed

Part No. Flow l/min Description Price
£

PXB-B4131BC2 240 Black - Spring return -  with 
1 NC valve 66.37

PXB Push Button Valves Components
 

Parker Pneumatics - All PXB-B4 valves can be connected either as normally 
closed 3/2 valve (NC) or normally open 3/2 valve (NO) as required, by 
connecting the primary air supply to port 1 or port 3. Mounting block can 
take multiple switch valves and contact blocks.

Part No. Description Price
£

PXB-B4931 Switch valve - Flow 240 l/min NO/NC 42.10

ZBE-101 Electrical contact block Normally Open (NO) 6.01

ZBE-102 Electrical contact block Normally Closed (NC) 6.01

ZB4-BZ009 Mounting block 4.16

ZB4-BA2 Spring return push button - Flush - Black 7.53

ZB4-BA3 Spring return push button - Flush - Green 9.35

ZB4-BA4 Spring return push button - Flush -  Red 9.63

ZB4-BC2 Mushroom head - 40mm spring return - Black 18.60

ZB4-BC3 Mushroom head - 40mm spring return - Green 18.60

ZB4-BC4 Mushroom head - 40mm spring return - Red 18.60

ZB4-BD2 Black handle - Standard - 2 positions fixed 14.29

ZB4-BD3 Black handle - Standard - 3 positions fixed 14.29

Tubes & Hoses Section 16
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Valves, Relays & Counters

PXC Limit Valves
 

Parker Pneumatics - Compact 3/2 normally closed metal bodied valves 
with push-in air connections. Designed for the process duty cycle with high 
durability. Ideal for the process or packaging industry. High durability - Very 
good repeat accuracy - Design for process duty cycle - Push-in connection 
- Versatile and easily maintained - Miniature size - Working pressure: 3 to 8 
bar - Working temperature: -15°C to +60°C - PXC Limit Valves not shown can 
be supplied from the manufacturer on a 7 day lead time.

Part No. Flow (l/min) Bore Diameter 
mm Actuator Return Price

£

PXC-M111 60 1.5 Steel plunger Spring return 39.48

PXC-M121 85 1.5 Plastic roller Spring return 46.72

PXC-M131 85 2.5 Steel roller Spring return 48.84

PXC-M521 250 2.5 Plastic roller Spring return 46.72

PXC-M601A110 250 2.5 Steel plunger Spring return 53.95

PXC-M601A102 250 2.5 Steel roller 
plunger Spring return 56.37

PXC-M601A103 250 2.5 90° Steel roller 
plunger Spring return 56.52

PXV Visual Indicators
 

Parker Pneumatics

Part No. Colour actuated Colour unactuated Price
£

PXV-F131 Green Black 36.43

PXV-F141 Red Black 36.43

PXV-F151 Yellow Black 36.43

PXV-F161 Blue Black 36.43

PXV-F111 White Black 36.43

PXV-F1314 Green Red 36.43

Time Delay Relays
 

Parker Pneumatics - To be mounted on 3 port subbase - Logic Sequencer, 
Elements,  Relays & Time Delay  Relays not shown can be supplied from the 
manufacturer on a 7 day lead time.

Part No. Function Timing Price
£

PRT-A10 Output after timed period 0.1 to 30 secs 169.80

PRT-B10 Output after timed period 10 to 180 secs 169.80

PRT-C10 Output during timed period 0.1 to 30 secs 169.80

PRT-D10 Output during timed period 10 to 180 secs 169.80

Subbase - Logic Elements & Relays
 

Parker Pneumatics - 3 port subbase - Other Subbases can be supplied from 
the manufacturer on a 7 day lead time.

Part No. Description Price
£

PZU-A12 3 Port common input 30.74

Impulse Counters
 

Parker Pneumatics - Flush mounting -  Pneumatic or manual reset - Impulse 
counters not shown can be supplied from the manufacturer on a 7 day lead 
time.

Part No. Description Price
£

PCT-B11 Flush mounting totalising counter 247.68
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Relays, Valves & Control Units

Shuttle Valve
 

Parker Pneumatics - Allow two separate signals to be applied to the air pilot.  
0.6 bar differential, Viton seals as standard - Working pressure: 1.3 to 17 bar 
- Working temperature: -10°C to +80°C.

Part No. Port Size Price
£

M33005 M5 35.04

B43005B 1/8” BSPP 32.19

B53005A 1/4” BSPP 38.48

Two Hand Control Units
 

Parker Pneumatics - Ergonomically designed units to provide protection 
against accidental operation of machines. Completely sealed units 
prevent tampering and comply with latest European safety standards. 
Ergonomic design - Robust polymer enclosure (metal also available) - Meets 
requirements for protection against accidental operation and tampering - 
Conforms to EN574 and EN954-1 requirements - Working pressure: 3 to 8 
bar - Working temperature: -5°C to +60°C - Other Hand Control Units not 
shown can be supplied from the manufacturer on a 7 day lead time.

Part No. Description Price
£

PXP-A11 Control module only 358.16

PXP-C111 Complete unit - Polymer enclosure 667.14

P4Q Quick Exhaust Valve
 

Parker Pneumatics - Increases piston speeds, super sensitive diaphragm - 
May be used as a differential shuttle valve - Working pressure: 0.2 to 10 bar 
- Working temperature: -10°C to +80°C - High Temperature Exhaust Valves 
and Non Return valves not shown can be supplied from the manufacturer on 
a 7 day lead time.

Part No. Port Size Price
£

P4Q-BA12 1/4” BSPP 33.55

P4Q-BA13 3/8” BSPP 33.55

P4Q-CA14 1/2” BSPP 49.97

P4Q-CA16 3/4” BSPP 49.97

3340BR 1/4” & 3/8” Repair kit 5.00

3340CR 1/2” & 3/4” Repair kit 10.29

Pressure Switches
 

Parker Pneumatics - Full range of Parker Accessories can be supplied from 
the manufacturer on a 7 day lead time.

Part No. Description Price
£

PS1-P1081 1 Changeover contact 5 A/250V Pneu. 4mm. Fixed operating 
threshold <1.3 bar 64.28

PS1-P1091 1 Changeover contact 5 A/250V Pneu. 4mm. Adjustable operating 
threshold 2 to 5 bar 79.37

For a wide selection of

Pressure Gauges

See Section 23
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Schrader Couplers

Schrader Quick Acting Couplers Standard Series - 
Check Units  

Parker Pneumatics  - Quick acting couplers (check units) allow airtools 
or other portable equipment to be connected at convenient points. 
Interchangeable with Series 35 - CEJN 310 & Rectus 25 - Single hand 
operation - High flow with minimum pressure drop.  Working pressure: 0 - 
30bar - Working temperature: -10°C to +80°C - Flow (Qmax): Standard 1416 
l/min - Heavy Duty: 3120 l/min - Intercheck 35, Mini Series and other Parker 
couplers can be supplied on a 7 day lead time from the manufacturer.

Part No. Old Reference Connection Price
£

8952DL-12 OSCF04 1/4” BSPP Female 24.27

9793D-12 OSCM04 1/4” BSPT Male 24.96

9792D-12 OSCM06 3/8” BSPT Female 24.96

Schrader Quick Acting Couplers Heavy Duty Series - 
Check Units  

Parker Pneumatics  - Quick acting couplers (check units) allow airtools 
or other portable equipment to be connected at convenient points.  
Interchangeable with Series 35 - CEJN 310 & Rectus 25 - Single hand 
operation - High flow with minimum pressure drop.   Working pressure: 0 - 
30bar - Working temperature: -10°C to +80°C - Flow (Qmax): Standard 1416 
l/min - Heavy Duty 3120 l/min - Intercheck 35, Mini Series and other Parker 
couplers can be supplied on a 7 day lead time from the manufacturer.

Part No. Old Reference Connection Price
£

1054EL-12 OSCF04H 1/4” BSPP Female 43.56

1095EL-12 OSCF06H 3/8” BSPP Female 44.25

1461EL-12 OSCF08H 1/2” BSPP Female 44.25

1462EL-12 n/a 3/4” BSPP Female 49.79

Schrader Quick Acting Couplers Standard Series - 
Adaptors  

Parker Pneumatics

Part No. Connection Price
£

8051B-11 1/8” BSPT Male 5.34

8050B-11 1/4” BSPT Male 4.42

2047B 1/8” BSPP Female 7.65

8278L-11 1/4” BSPP Female 4.29

8787-11 1/4” 6mm Hosetail 4.29

9750-11 5/16” 8mm Hosetail 4.29

8788-11 3/8” 10mm Hosetail 4.29

9031 1/4” BSPP Non-whip 14.14

Schrader Quick Acting Couplers Heavy Duty Series 
- Adaptors  

Parker Pneumatics

Part No. Connection Price
£

8624B-11 1/4” BSPT Male 6.30

9739-11 3/8” BSPT Male 6.30

8807-11 1/2” BSPT  Male 6.30

1462B-11 3/4” BSPP  Female 7.43

1261L-11 1/4” BSPP Female 6.30

1096B-11 3/8” BSPP Female 6.30

1097-11 3/8”10mm Hosetail 6.30

1098-11 1/2” 12mm Hosetail 6.30

For More 
Couplers

See Section 2
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C9000 Safety Couplers

9405U Safety Coupler Male Body 
BSPT  

Parker Legris - C9000 ISO B8 - Safety Couplers Are 
Interchangeable With CEJN 430 - Rectus 30 - US 
MIL.C4109 - C 9000 advanced quick acting safety 
couplers - flow: 2400 NI/min (85 cfm) passage : 
8 mm

Part No. BSPT Male Price £

9405U0813 1/4” 37.56

9405U0817 3/8” 37.56

9405U0821 1/2” 32.95

9414U Safety Coupler Female 
Body BSPP  

Parker Legris - C9000 ISO B8 - Safety Couplers Are 
Interchangeable With: CEJN 430 - Rectus 30 - US 
MIL.C4109 - C 9000 advanced quick acting safety 
couplers - flow: 2400 NI/min (85 cfm) - passage 
: 8 mm

Part No. BSPP Female Price £

9414U0813 1/4” 32.31

9414U0817 3/8” 32.31

9414U0821 1/2” 35.34

9421U Safety Coupler Hosetail 
Body  

Parker Legris - C9000 ISO B8 - Safety Couplers Are 
Interchangeable With: CEJN 430 - Rectus 30 - US 
MIL.C4109 - C 9000 advanced quick acting safety 
couplers - flow: 2400 NI/min (85 cfm) - passage 
: 8 mm

Part No. Hose ID (mm) Price £

9421U0808 8 32.35

9421U0810 10 32.35

9421U0813 13 32.35

9405A Safety Coupler Male Body 
BSPT  

Parker Legris - C9000 ARO - Interchange Safety 
Couplers Are Interchangeable With: ARO210 
- CEJN 300 - Orion 44510 - Parker 50 - Rectus 14 - 
22 - C 9000 advanced quick acting safety couplers 
- flow: 1250 NI/min (44 cfm) - Passage : 5.5 mm

Part No. BSPT Male Price £

9405A0613 1/4” 31.46

9405A0617 3/8” 31.46

9405A0621 1/2” 31.76

9414A Safety Coupler Female 
Body BSPP  

Parker Legris - C9000 ARO - Interchange Safety 
Couplers Are Interchangeable With: ARO210 
- CEJN 300 - Orion 44510 - Parker 50 - Rectus 14 - 
22 - C 9000 advanced quick acting safety couplers 
- flow: 1250 NI/min (44 cfm) - Passage : 5.5 mm

Part No. BSPP Female Price £

9414A0613 1/4” 27.26

9414A0617 3/8” 27.26

9414A0621 1/2” 32.82

9421A Safety Coupler Hosetail 
Body  

Parker Legris - C9000 ARO - Interchange Safety 
Couplers Are Interchangeable With: ARO210 
- CEJN 300 - Orion 44510 - Parker 50 - Rectus 14 - 
22 - C 9000 advanced quick acting safety couplers 
- flow: 1250 NI/min (44 cfm) - Passage : 5.5 mm

Part No. Hose ID (mm) Price £

9421A0606 6 30.10

9421A0608 8 30.10

9421A0610 10 30.10

For More 
Couplers

See Section 2
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Miniature Metal Series 20 Couplers

Parker Legris - Miniature Metal Quick Acting Couplers - Series 20 Flow: 165 NI/min (5.8 cfm) Passage : 2.7 mm - Interchangeable with Rectus 
20 - The smallest of the range, these miniature couplers are excellent for use where space is restricted. Optimum flow and light sealing, easy 
manageability and compatibility with a variety of hoses make them particularly well adapted for the following types of application: medical 

and dental industries, instrumentation & laboratories.

9201 Miniature Coupler Male 
Body, BSPP & Metric  

With Shut-Off
Part No. Male Thread Price £

92012019 M5 x 0.8 10.93

92012010 1/8” BSPP 10.58

9214 Miniature Coupler Female 
Body, BSPP & Metric  

With Shut-Off
Part No. Female Thread Price £

92142019 M5 x 0.8 10.93

92142010 1/8” BSPP 9.97

9226 Miniature Coupler Barbed 
Body Panel Mountable  

With Shut-Off
Part No. Hose ID (mm) Price £

92262003 3 13.47

92262004 4 13.84

9287 Miniature Probe Male 
Thread BSPP & Metric  

With Shut-Off
Part No. Male Thread Price £

92872019 M5 x 0.8 10.75

92872010 1/8” BSPP 9.09

9087 Miniature Probe Male 
Thread BSPP & Metric  

Without Shut-Off
Part No. Male Thread Price £

90872019 M5 x 0.8 3.33

90872010 1/8” BSPP 3.73

9286 Miniature Probe Female 
Thread BSPP & Metric  

With Shut-Off
Part No. Female Thread Price £

92862019 M5 x 0.8 10.77

92862010 1/8” BSPP 10.63

9086 Miniature Probe Female 
Thread BSPP & Metric  

Without Shut-Off
Part No. Female Thread Price £

90862019 M5 x 0.8 3.54

90862010 1/8” BSPP 3.98

9285 Miniature Probe Probe 
with Barbed Fitting  

With Shut-Off
Part No. Hose ID (mm) Price £

92852003 3 10.59

92852004 4 11.09

92852005 5 11.49

9085 Probe with Barbed Fitting
 

Without Shut-Off
Part No. Hose ID (mm) Price £

90852003 3 2.34

90852004 4 2.35

90852005 5 2.63

9095 Probe with Barbed Fitting 
Panel Mountable  

Without Shut-Off
Part No. Hose ID (mm) Price £

90952003 3 4.04

90952004 4 4.18
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Series 21 Metal Couplers

Parker Legris - Metal Quick Acting Couplers - Series 21 - Flow: 560 NI/min (19 cfm) - Passage : 5 mm - Interchangeable with Rectus 21 - 
Where space is a premium, series 21 couplers ensure the user a very high flow. The wide variety of probes allow these couplers many 
options where space is restricted. For example : equipment for very small pneumatic tools, control machines, measuring or regulatory 

devices, pneumatic automation equipment.

9201 Coupler Male Body BSPP
 

With Shut-Off
Part No. BSPP Male Price £

92012110 1/8” 9.15

92012113 1/4” 10.26

9214 Coupler Female Body BSPP
 

With Shut-Off
Part No. BSPP Female Price £

92142110 1/8” 9.27

92142113 1/4” 10.14

9223 Coupler Barbed Body
 

With Shut-Off
Part No. Hose ID (mm) Price £

92232104 4 10.76

92232106 6 11.64

92232108 8 12.55

9226 Coupler Barbed Body Panel 
Mountable  

With Shut-Off
Part No. Hose ID (mm) Price £

92262104 4 18.11

92262106 6 18.84

92262108 8 17.10

9287 Probe Male Thread BSPP 
& Metric  

With Shut-Off
Part No. BSPP Male Price £

92872110 1/8” 12.26

92872113 1/4” 12.83

9087 Probe Male Thread BSPP 
& Metric  

Without Shut-Off
Part No. BSPP Male Price £

90872110 1/8” 2.47

90872113 1/4” 2.86

9286 Probe Female Thread BSPP
 

With Shut-Off
Part No. BSPP Female Price £

92862110 1/8” 10.82

92862113 1/4” 12.18

9086 Probe Female Thread BSPP
 

Without Shut-Off
Part No. BSPP Female Price £

90862110 1/8” 2.98

90862113 1/4” 3.07

9285 Probe Barbed Fitting
 

With Shut-Off
Part No. Hose ID (mm) Price £

92852104 4 14.85

92852106 6 15.25

92852108 8 16.59

9085 Probe Barbed Fitting
 

Without Shut-Off
Part No. Hose ID (mm) Price £

90852104 4 2.20

90852106 6 2.47

90852108 8 2.70

9095 Probe Barbed Fitting Panel 
Mountable  

Without Shut-Off
Part No. Hose ID (mm) Price £

90952104 4 6.01

90952106 6 4.89

90952108 8 5.25
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Series 23 Metal Couplers

Series 23 - 9293 Probe Female Thread Anti Whiplash
 

Metal quick acting couplers - Flow: 1250 NI/min (44 cfm) - Passage : 5.5 mm - series 23

Part No. BSPP Female Price
£

92932313 1/4” 5.85

Series 25 Metal Couplers

Parker Legris - Metal Quick Acting Couplers - Series 25 - Interchangeable with Rectus 25 26 - CEJN320 - Flow: 1700 NI/min (60 cfm) - Passage 
: 7.4 mm - Manufactured from robust materials (steel O ring), series 25 couplers are perfectly suitable to equip medium size pneumatic tools, 
mains supply outlets and various small machines. - The optimisation of flow due to Ultra-Flo technology give this range : very high flow, very 

small pressure loss and, therefore, an energy saving cost. The extensive variety of probes allows the user numerous applications.

9287 Coupler Male Thread BSPP
 

with shut-off

Part No. BSPP Male Price £

92872513 1/4” 9.09

92872517 3/8” 9.48

9286 Coupler Female Thread 
BSPP  

with shut-off

Part No. BSPP Female Price £

92862513 1/4” 9.43

9285 Probe Barbed Fitting
 

with shut-off

Part No. Hose ID (mm) Price £

92852506 6 12.61

92852508 8 13.40

92852510 10 13.59

For

Compression
Fittings
See Section 6



Section

34

Couplers
See Section 2
For More
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Series 20 Stainless Steel Couplers

Parker Legris - Stainless Steel Quick Acting Couplers - Series 20 - Single shut-off flow: 165 NI/min - Double shut-off flow: 130 NI/min - 
Passage: 2.7 mm - Specification : Bodies and probes - stainless steel AISI 316L - FKM seals Working pressure : 35 bar - Working temperature : 

-15°C to +200°C Vacuum capability: 86% vacuum. -  Advantages : Compact robust low pressure loss.

9201 Stainless Coupler Male 
Body BSPP & Metric  

With shut-off

Part No. Male Thread Price £

9201X2019 M5 74.82

9201X2010 1/8” BSPP 77.81

9214 Stainless Coupler Female 
Body BSPP & Metric  

With shut-off

Part No. Female Thread Price £

9214X2019 M5 74.82

9214X2010 1/8” BSPP 77.81

9287 Stainless Probe Male 
Thread BSPP & Metric  

With shut-off

Part No. Male Thread Price £

9287X2019 M5 70.02

9287X2010 1/8” BSPP 72.99

9087 Stainless Probe Male 
Thread BSPP & Metric  

Without shut-off

Part No. Male Thread Price £

9087X2019 M5 15.21

9087X2010 1/8” BSPP 15.23

9286 Stainless Probe Female 
Thread BSPP & Metric  

With shut-off

Part No. Female Thread Price £

9286X2019 M5 58.52

9286X2010 1/8” BSPP 61.00

9086 Stainless Probe Female 
Thread BSPP & Metric  

Without shut-off

Part No. Female Thread Price £

9086X2019 M5 15.21

9086X2010 1/8” BSPP 14.78
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Series 21 Stainless Steel Couplers

Parker Legris - Stainless Steel Quick Acting Couplers - Series 21 - Single shut-off flow: 560 NI/min - Double shut-off flow: 310 NI/min - 
Passage: 5 mm - Specification : Bodies and probes - stainless steel AISI 316L - FKM seals Working pressure : 35 bar - Working temperature : 

-15°C to +200°C Vacuum capability: 86% vacuum. -  Advantages : - Compact robust low pressure loss

9201 Stainless Coupler Male 
Body BSPP  

With shut-off

Part No. BSPP Male Price £

9201X2110 1/8” 63.10

9201X2113 1/4” 63.10

9214 Stainless Coupler Female 
Body BSPP  

With shut-off

Part No. BSPP Female Price £

9214X2110 1/8” 63.10

9214X2113 1/4” 63.10

9287 Stainless Probe Male 
Thread BSPP  

With shut-off

Part No. BSPP Male Price £

9287X2110 1/8” 45.72

9287X2113 1/4” 45.72

9087 Stainless Probe Male 
Thread BSPP  

Without shut-off

Part No. BSPP Male Price £

9087X2110 1/8” 13.47

9087X2113 1/4” 13.47

9286 Stainless Probe Female 
Thread BSPP  

With shut-off

Part No. BSPP Female Price £

9286X2110 1/8” 54.49

9286X2113 1/4” 54.49

9086 Stainless Probe Female 
Thread BSPP  

Without shut-off

Part No. BSPP Female Price £

9086X2110 1/8” 13.47

9086X2113 1/4” 13.47

316 Stainless Steel
Fittings

Section 10



Section

36

Parker Legris1

Series 25 Stainless Steel Couplers

Parker Legris - Stainless Steel Quick Acting Couplers - Series 25 - Single shut-off flow: 1800 NI/min - Double shut-off flow: 710 NI/min - 
Passage: 7.4 mm - Specification : Bodies and probes - stainless steel AISI 316L - FKM seals Working pressure : 35 bar - Working temperature : 

-15°C to +200°C Vacuum capability: 86% vacuum. - Advantages : Compact - robust low pressure loss.

9201 Stainless Coupler Male 
Body BSPP  

With shut-off

Part No. BSPP Male Price £

9201X2513 1/4” 137.60

9201X2517 3/8” 137.60

9201X2521 1/2” 146.14

9214 Stainless Coupler Female 
Body BSPP  

With shut-off

Part No. BSPP Female Price £

9214X2513 1/4” 137.60

9214X2517 3/8” 137.60

9214X2521 1/2” 146.14

9287 Stainless Probe Male 
Thread BSPP  

With shut-off

Part No. BSPP Male Price £

9287X2513 1/4” 63.80

9287X2517 3/8” 63.80

9287X2521 1/2” 76.90

9087 Stainless Probe Male 
Thread BSPP  

Without shut-off

Part No. BSPP Male Price £

9087X2513 1/4” 12.85

9087X2517 3/8” 12.85

9087X2521 1/2” 19.61

9286 Stainless Probe Female 
Thread BSPP  

With shut-off

Part No. BSPP Female Price £

9286X2513 1/4” 63.80

9286X2517 3/8” 63.80

9286X2521 1/2” 76.90

9086 Stainless Probe Female 
Thread BSPP  

Without shut-off

Part No. BSPP Female Price £

9086X2513 1/4” 12.85

9086X2517 3/8” 12.85

9086X2521 1/2” 19.61

316 Compression 
Fittings Section 9



Section

37

Parker 1

Series 27 Stainless Steel Couplers

Parker Legris - Stainless Steel Quick Acting Couplers - Series 27 - Single shut-off flow: 3500 NI/min - Double shut-off flow: 900 NI/min - 
Passage: 10 mm - Specification : Bodies and probes - stainless steel AISI 316L FKM seals Working pressure : 35 bar - Working temperature : 

-15°C to +200°C Vacuum capability: 86% vacuum. - Advantages : Compact - robust low pressure loss.

9201 Stainless Coupler Male 
Body BSPP  

With shut-off

Part No. BSPP Male Price £

9201X2717 3/8” 217.00

9201X2721 1/2” 216.97

9201X2727 3/4” 221.90

9214 Stainless Coupler Female 
Body BSPP  

With shut-off

Part No. BSPP Female Price £

9214X2717 3/8” 217.00

9214X2721 1/2” 216.97

9214X2727 3/4” 221.90

9287 Stainless Probe Male 
Thread BSPP  

With shut-off

Part No. BSPP Male Price £

9287X2717 3/8” 103.81

9287X2721 1/2” 113.14

9287X2727 3/4” 117.40

9087 Stainless Probe Male 
Thread BSPP  

Without shut-off

Part No. BSPP Male Price £

9087X2717 3/8” 25.48

9087X2721 1/2” 25.48

9087X2727 3/4” 32.87

9286 Stainless Probe Female 
Thread BSPP  

With shut-off

Part No. BSPP Female Price £

9286X2717 3/8” 103.81

9286X2721 1/2” 113.14

9286X2727 3/4” 117.40

9086 Stainless Probe Female 
Thread BSPP  

Without shut-off

Part No. BSPP Female Price £

9086X2717 3/8” 25.48

9086X2721 1/2” 25.48

9086X2727 3/4” 32.87

Cam & Groove & Bauer

Section 3



Section

38

Parker1

Parker® Nylon Tubing

Parker® Close Tolerance Semi-Rigid Nylon Tubing - 
25M Rolls - Clear  

Offers excellent resistance to pressure and temperature combined with 
good chemical compatibility. Available in 4 colours for easy identification of 
circuits.

Part No. Tube OD (MM) Tube ID (MM) Bend Radius (mm) Price
£

1025P030018 3 1.8 8 13.78

1025P0400 4 2 25 13.07

1025P040027 4 2.7 30 10.56

1025P050033 5 3.3 25 19.62

1025P0600 6 4 35 16.90

1025P0800 8 6 55 23.09

1025P100075 10 7.5 75 42.25

1025P1000 10 8 90 30.47

1025P120009 12 9 75 59.66

1025P1200 12 10 90 40.38

1025P140011 14 11 100 73.05

1025P1400 14 12 120 47.90

1025P160013 16 13 120 97.14

Parker® Close Tolerance Semi-Rigid Nylon Tubing - 
25M Rolls - Black  

Offers excellent resistance to pressure and temperature combined with 
good chemical compatibility. Available in 4 colours for easy identification of 
circuits.

Part No. Tube OD (MM) Tube ID (MM) Bend Radius (mm) Price
£

1025P0401 4 2 25 13.07

1025P040127 4 2.7 30 10.56

1025P050133 5 3.3 25 19.62

1025P0601 6 4 35 16.90

1025P0801 8 6 55 23.09

1025P100175 10 7.5 75 42.25

1025P1001 10 8 90 30.47

1025P120109 12 9 75 59.66

1025P1201 12 10 90 40.38

1025P140111 14 11 100 73.05

1025P1401 14 12 120 47.90

Parker® Close Tolerance Semi-Rigid Nylon Tubing - 
25M Rolls - Green  

Offers excellent resistance to pressure and temperature combined with 
good chemical compatibility. Available in 4 colours for easy identification of 
circuits.

Part No. Tube OD (MM) Tube ID (MM) Bend Radius (mm) Price
£

1025P0402 4 2 25 13.07

1025P040227 4 2.7 30 10.56

1025P0602 6 4 35 16.90

1025P0802 8 6 55 23.09

1025P1002 10 8 90 30.47

Parker® Close Tolerance Semi-Rigid Nylon Tubing - 
25M Rolls - Red  

Offers excellent resistance to pressure and temperature combined with 
good chemical compatibility. Available in 4 colours for easy identification of 
circuits.

Part No. Tube OD (MM) Tube ID (MM) Bend Radius (mm) Price
£

1025P0403 4 2 25 13.07

1025P040327 4 2.7 30 10.56

1025P0603 6 4 35 16.90

1025P0803 8 6 55 23.09

1025P1003 10 8 90 29.30

For More 
Tubes & Hoses
See Section 16



Section

39

Parker 1

Parker® Close Tolerance Semi-Rigid Nylon Tubing-
25M Rolls - Blue  

Offers excellent resistance to pressure and temperature combined with 
good chemical compatibility. Available in 4 colours for easy identification of 
circuits.

Part No. Tube OD (MM) Tube ID (MM) Bend Radius (mm) Price
£

1025P030418 3 1.8 8 12.04

1025P0404 4 2 25 11.43

1025P040427 4 2.7 30 9.23

1025P050433 5 3.3 25 17.15

1025P0604 6 4 35 14.77

1025P0804 8 6 55 20.19

1025P100475 10 7.5 75 36.93

1025P1004 10 8 90 26.64

1025P120409 12 9 75 52.15

1025P1204 12 10 90 35.30

1025P140411 14 11 100 63.85

1025P1404 14 12 120 41.87

Parker® Close Tolerance Semi-Rigid Nylon Tubing-
25M Rolls - Yellow  

Offers excellent resistance to pressure and temperature combined with 
good chemical compatibility. Available in 4 colours for easy identification of 
circuits.

Part No. Tube OD (MM) Tube ID (MM) Bend Radius (mm) Price
£

1025P0405 4 2 25 11.43

1025P040527 4 2.7 30 9.23

1025P0605 6 4 35 14.77

1025P0805 8 6 55 20.19

1025P1005 10 8 90 26.64

Parker® Close Tolerance Semi-Rigid Nylon Tubing-25M Rolls - Grey
 

Offers excellent resistance to pressure and temperature combined with good chemical compatibility. Available in 4 colours for easy identification of circuits.

Part No. Tube OD (MM) Tube ID (MM) Bend Radius (mm) Price
£

1025P0406 4 2 25 11.43

1025P040627 4 2.7 30 9.23

1025P0606 6 4 35 14.77

1025P0806 8 6 55 20.19

1025P1006 10 8 90 25.95

Close Tolerence Semi-Rigid Nylon Multitube
 

Parker Legris - 10 Meter Coils - Parker Legris semi-rigid nylon multitube is suited to pneumatic circuits submitted to external aggression. Its PVC sheath is 
resistant to abrasion, spark projections, caustic fluids, oils, alcohol etc. The special design sheath and spiral assembly ensure a small bend radius for compact 
and flexible cabling. For fast identification of circuits, tubes are numbered from 1 to 12 and 6.

Part No. Tube O/D (mm) Tube I/D (mm) PVC Sheath O/D 
(mm)

Minimum Bend 
Radius @20°C (mm) No. of Tubes Length (M) Tube O/D (mm) Price

£

1010P0400M04 4 2.7 13.5 35 4 10 4 41.47

1010P0400M07 4 2.7 16 45 7 10 4 79.90

1010P0600M04 6 4 18.5 55 4 10 6 89.48

1010P0600M07 6 4 22 60 7 10 6 108.89

1010P0800M02 8 6 19.2 45 2 10 8 47.01
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Parker® Polyurethane Tubing

Parker® Flexible Polyurethane Tubing - 25 M Rolls - 
Black  

Legris polyurethane tubing provides excellent flexibility and allows compact 
cabling where a small bend radius is required. It has a shore hardness of 
52°D and conforms to NF E49-101 standard. Use with LF3000 - LF3600 and 
LF3800 push in fittings - brass and stainless steel compression fittings and 
some adaptors on pneumatic systems.

Part No. Tube OD (MM) Tube ID (MM) Bend Radius (mm) Price
£

1025U030118 3 1.8 8 9.38

1025U0401 4 2.5 10 10.34

1025U0501 5 3 13 12.99

1025U0601 6 4 15 14.75

1025U0801 8 5.5 20 22.65

1025U1001 10 7 25 36.13

1025U1201 12 8 35 57.81

1025U140195 14 9.5 45 87.45

Parker® Flexible Polyurethane Tubing - 25 M Rolls - 
Green  

Legris polyurethane tubing provides excellent flexibility and allows compact 
cabling where a small bend radius is required. It has a shore hardness of 
52°D and conforms to NF E49-101 standard. Use with LF3000 - LF3600 and 
LF3800 push in fittings - brass and stainless steel compression fittings and 
some adaptors on pneumatic systems.

Part No. Tube OD (MM) Tube ID (MM) Bend Radius (mm) Price
£

1025U0402 4 2.5 10 10.34

1025U0602 6 4 15 14.75

1025U0802 8 5.5 20 22.65

1025U1002 10 7 25 36.13

1025U1202 12 8 35 57.81

Parker® Flexible Polyurethane Tubing - 25 M Rolls 
- Red  

Legris polyurethane tubing provides excellent flexibility and allows compact 
cabling where a small bend radius is required. It has a shore hardness of 
52°D and conforms to NF E49-101 standard. Use with LF3000 - LF3600 and 
LF3800 push in fittings - brass and stainless steel compression fittings and 
some adaptors on pneumatic systems.

Part No. Tube OD (MM) Tube ID (MM) Bend Radius (mm) Price
£

1025U0403 4 2.5 10 10.34

1025U0603 6 4 15 14.75

1025U0803 8 5.5 20 22.65

Parker® Flexible Polyurethane Tubing - 25 M Rolls 
- Blue  

Legris polyurethane tubing provides excellent flexibility and allows compact 
cabling where a small bend radius is required. It has a shore hardness of 
52°D and conforms to NF E49-101 standard. Use with LF3000 - LF3600 and 
LF3800 push in fittings - brass and stainless steel compression fittings and 
some adaptors on pneumatic systems.

Part No. Tube OD (MM) Tube ID (MM) Bend Radius (mm) Price
£

1025U0404 4 2.5 10 10.34

1025U0504 5 3 13 12.99

1025U0604 6 4 15 14.75

1025U0804 8 5.5 20 22.65

1025U1004 10 7 25 36.13

1025U1204 12 8 35 57.81

1025U140495 14 9.5 45 87.45

For More 
Tubes & Hoses
See Section 16
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Parker® Flexible Polyurethane Tubing - 25 M Rolls - 
Yellow  

Legris polyurethane tubing provides excellent flexibility and allows compact 
cabling where a small bend radius is required. It has a shore hardness of 
52°D and conforms to NF E49-101 standard. Use with LF3000 - LF3600 and 
LF3800 push in fittings - brass and stainless steel compression fittings and 
some adaptors on pneumatic systems.

Part No. Tube OD (MM) Tube ID (MM) Bend Radius (mm) Price
£

1025U0405 4 2.5 10 10.34

1025U0605 6 4 15 14.75

1025U0805 8 5.5 20 22.65

1025U1005 10 7 25 36.13

1025U1205 12 8 35 57.81

Parker® Flexible Polyurethane Tubing - 25 M Rolls - 
Grey  

Legris polyurethane tubing provides excellent flexibility and allows compact 
cabling where a small bend radius is required. It has a shore hardness of 
52°D and conforms to NF E49-101 standard. Use with LF3000 - LF3600 and 
LF3800 push in fittings - brass and stainless steel compression fittings and 
some adaptors on pneumatic systems.

Part No. Tube OD (MM) Tube ID (MM) Bend Radius (mm) Price
£

1025U0406 4 2.5 10 10.34

1025U0606 6 4 15 14.75

1025U0806 8 5.5 20 22.65

1025U1006 10 7 25 36.13

1025U1206 12 8 35 57.81

Parker® Blowguns

Parker® Progressive Control 
Blowgun - Lower Connection  

Combines progressive action and ergonomic 
design. This blowgun is designed with a 
lower body air supply connection point and a 
removable angled tube nozzle (short) providing 
a powerful and progressive air jet. It is an ideal 
choice where access is restricted since the 
nozzle can be rotated through 360°. - Technical: 
maximum working pressure:  10 bar - 1 MPa - 
145 psi - working temperature  -15 to 50 °C - 5 to 
122 °F - 258 to 323 °K - ‘O’-rings nitrile - trigger: 
bi-material - nozzle: nickel-plated brass - body: 
bi-material

Part No. Connection Price £

6526613 Upper G1/4 15.04

Parker® Progressive Control 
Blowgun - Upper Connection  

Combines progressive action and ergonomic 
design. This blowgun is designed with an 
upper body air supply connection point and a 
removable angled tube nozzle (short) providing 
a powerful and progressive air jet. It is an ideal 
choice where access is restricted since the 
nozzle can be rotated through 360°. - Technical: 
maximum working pressure:  10 bar - 1 MPa - 
145 psi - working temperature  -15 to 50 °C - 5 to 
122 °F - 258 to 323 °K - ‘O’-rings nitrile - trigger: 
bi-material - nozzle: nickel-plated brass - body: 
bi-material

Part No. Connection Price £

6556613 Lower G1/4 15.04

Parker® Safety Blowgun
 

Combines dynamic progressive action - safety 
and ergonomic design. This blowgun ensures the 
safety of the operator and machinery thanks to 
an integrated pressure regulator that gives active 
protection for the user. - Technical: maximum 
working pressure  10 bar - 1 MPa - 145 psi - 
working temperature  -15 to 50 °C - 5 to 122 
°F - 258 to 323 °K - body: bi-material - nozzle: 
nickel-plated brass - trigger: bi-material - ‘O’-
rings: nitrile

Part No. Connection Price £

6540013 Lower G1/4 29.85

For more Blowguns see section 18
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Parker® Blowgun Nozzles

Parker® Standard Nozzle
 

Multi-purpose - powerful and responsive air jet. - maximum working 
pressure: 10 bar - 1 Mpa - 145 psi - working temperature:  -15 to 50 °C - 5 to 
122 °F - 258 to 323 °K - body: nickel-plated brass

Part No. Spread of Air 
Cone Male Thread Flow Rate NL/ 

min.
Noise Level 

(dBA)
Price

£

6900100 23° M12X1.25 350 86 3.07

Parker® Angled Tube Nozzle (long)
 

Powerful and responsive air jet. Useful where access is restricted. 360° 
rotational. - Technical: maximum working pressure: 10 bar - 1 Mpa - 145 
psi - working temperature  -15 to 50 °C - 5 to 122 °F - 258 to 323 °K - body: 
nickel-plated brass

Part No. Spread of Air 
Cone Male Thread Flow Rate NL/ 

min.
Noise Level 

(dBA)
Price

£

6900500 21° M12X1.25 330 82 10.01

Parker® Straight Tube Nozzle (long)
 

Powerful and responsive air jet. Useful where access is restricted. - maximum 
working pressure: 10 bar - 1 Mpa - 145 psi - working temperature  -15 to 50 
°C - 5 to 122 °F - 258 to 323 °K - body: nickel-plated brass

Part No. Spread of Air 
Cone Male Thread Flow Rate NL/ 

min.
Noise Level 

(dBA)
Price

£

6900300 21° M12X1.25 365 82 9.41

Parker® Coanda effect Nozzle
 

Very silent - precise air jet. Energy saving. Secure. - maximum working 
pressure: 10 bar - 1 Mpa - 145 psi - working temperature  -15 to 50 °C - 5 to 
122 °F - 258 to 323 °K - body: nickel-plated brass

Part No. Spread of Air 
Cone Male Thread Flow Rate NL/ 

min.
Noise Level 

(dBA)
Price

£

6900800 20° M12X1.25 240 73 5.68

Parker® Air Screen Nozzle
 

Optimum security for the user - No risk of overpressure when nozzle is 
blocked.

Part No. Spread of Air 
Cone Male Thread Flow Rate NL/ 

min.
Noise Level 

(dBA)
Price

£

6900900 24° - 140° M12X1.25 650 80 11.10

Parker® Booster Nozzle
 

Especially suited for use with large areas thanks to its large air flow. Offers 
energy savings by venturi method of increasing air flow. - Technical: 
maximum working pressure: 10 bar - 1 MPa - 145 psi - working temperature: 
-15 to 50 °C - 5 to 122 °F - 258 to 323 °K - body: nickel-plated bras

Part No. Spread of Air 
Cone Male Thread Flow Rate NL/ 

min.
Noise Level 

(dBA)
Price

£

6901000 28° M12X1.25 335 99 5.97

For more Blowguns see section 18
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Parker® P31, P32 & P33 Series Standard Filters
 

The comprehensive Global Air preparation System is available in 3 body sizes with either BSPP or Optional NPT to accommodate thread type requirements. 
Full featured filters, regulators, filter/regulators and lubricators are available with a wide range of standard options to meet air preparation needs. Individual 
units can easily be assembled into various combinations, utilising modular lightweight body connectors. - Space saving optional integral gauge P31 only. 
Manifold style regulators available. OSHA compliant shut-off valves. Soft Start & Dump Valves. Electronic Proportional Regulator available. - Flow P31 Series: 
12 dm3/s, P32 Series: 38 dm3/s, P33 Series: 48 dm3/s - Plastic bowl W.P 10 bar max - Metal bowl 17 bar max - Working temperature Plastic bowl 0°C to +52°C 
- Working temperature Metal bowl 0°C to +65.5°C - Standard filters not shown can be supplied from the manufacturer on a 7 day lead time

Part No. Series Port Description Price
£

P31FA12EGMN P31 G1/4 P31 Filter - manual drain - 5 micron element 
Poly bowl with guard 28.50

P31FA12EGBN P31 G1/4 P31 Filter - pulse drain - 5 micron element 
Poly bowl with guard 33.68

P32FA14EGMN P32 G1/2 P32  Filter - manual drain - 5 micron element - 
Poly bowl with guard 47.29

P32FA14EGAN P32 G1/2 P32 Filter - auto drain - 5 micron element - 
Poly bowl with guard 73.20

P33FA16EGAN P33 G3/4 P33  Filter - auto drain - 5 micron element - 
Poly bowl with guard 90.43

Parker® P31, P32 & P33 Series Regulators
 

The comprehensive Global Air preparation System is available in 3 body sizes with either BSPP or Optional NPT to accommodate thread type requirements. 
Full featured filters, regulators, filter/regulators and lubricators are available with a wide range of standard options to meet air preparation needs. Individual 
units can easily be assembled into various combinations, utilising modular lightweight body connectors. - Space saving optional integral gauge P31 only. 
Manifold style regulators available. OSHA compliant shut-off valves. Soft Start & Dump Valves. Electronic Proportional Regulator available. - Flow P31 Series: 
30dm3/s, P32 Series: 67 dm3/s, P33 Series:  100 dm3/s - Plastic bowl W.P 10 bar max - Metal bowl 17 bar max - Working temperature Plastic bowl 0°C to 
+52°C - Working temperature Metal bowl 0°C to +65.5°C - Standard filters not shown can be supplied from the manufacturer on a 7 day lead time

Part No. Series Port Description Price
£

P31RA12BNNP P31 G1/4 P31 Regulator - 8 bar - relieving 31.33

P32RA14BNLP P32 G1/2 P32 Regulator - 4bar - relieving 49.23

P32RA14BNNP P32 G1/2 P32 Regulator - 8 bar - relieving 50.47

P32RA14BNHP P32 G1/2 P32 Regulator -17 bar - relieving 50.47

P33RA16BNNP P33 G3/4 P33 Regulator - 8 bar - relieving 67.73

We currently still stock Parkers previous range 
of P3H/P3K/P3M Series Filters, Regulators & 
Lubricators.

Please call sales for details
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Parker® P31, P32 & P33 Series Lubricators
 

The comprehensive Global Air preparation System is available in 3 body sizes with either BSPP or Optional NPT to accommodate thread type requirements. 
Full featured filters, regulators, filter/regulators and lubricators are available with a wide range of standard options to meet air preparation needs. Individual 
units can easily be assembled into various combinations, utilising modular lightweight body connectors. - Space saving optional integral gauge P31 only. 
Manifold style regulators available. OSHA compliant shut-off valves. Soft Start & Dump Valves. Electronic Proportional Regulator available. - Flow P31 Series: 
13 dm3/s, P32 Series: 47 dm3/s, P33 Series:  68 dm3/s - Plastic bowl W.P 10 bar max - Metal bowl 17 bar max - Working temperature Plastic bowl 0°C to +52°C 
- Working temperature Metal bowl 0°C to +65.5°C - Standard filters not shown can be supplied from the manufacturer on a 7 day lead time

Part No. Series Port Description Price
£

P31LA12LGNN P31 G1/4 P31 Lubricator Poly bowl with guard 31.10

P32LA14LGNN P32 G1/2 P32 Lubricator - Poly bowl with guard 55.07

P33LA16LGNN P33 G3/4 P33 Lubricator - Poly bowl with guard 75.14

Parker® P31, P32 & P33 Series Filter Regulators
 

The comprehensive Global Air preparation System is available in 3 body sizes with either BSPP or Optional NPT to accommodate thread type requirements. 
Full featured filters, regulators, filter/regulators and lubricators are available with a wide range of standard options to meet air preparation needs. Individual 
units can easily be assembled into various combinations, utilising modular lightweight body connectors. - Space saving optional integral gauge P31 only. 
Manifold style regulators available. OSHA compliant shut-off valves. Soft Start & Dump Valves. Electronic Proportional Regulator available. - Flow P31 Series: 
14 dm3/s, P32 Series: 64 dm3/s, P33 Series:  98 dm3/s - Plastic bowl W.P 10 bar max - Metal bowl 17 bar max - Working temperature Plastic bowl 0°C to +52°C 
- Working temperature Metal bowl 0°C to +65.5°C - Standard filters not shown can be supplied from the manufacturer on a 7 day lead time

Part No. Series Port Description Price
£

P31EA12EGBBNNP P31 G1/4 P31 Filter/reg - 8 bar - relieving - pulse drain 
Poly bowl with guard 53.13

P32EA14EGMBNNP P32 G1/2 P32 Filter/reg - 8 bar - relieving - manual drain 
- Poly bowl with guard 75.14

P32EA14EGABNNP P32 G1/2 P32 Filter/reg - 8 bar - relieving - auto drain - 
Poly bowl with guard 101.05

P33EA16EGABNGP P33 G3/4 P33 Filter/reg - 8 bar - relieving - auto drain + 
gauge - Poly bowl with guard 125.15

For More
Air Preparation & Control

See Section 22
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Parker® P31, P32 & P33 Series Shut-Off Valves
 

Parker® P31, P32 & P33 Series Shut-Off Valves

Part No. Series Port Description Price
£

P31VA12LSAN P31 G1/4 P31 Shut Off  3/2 valve with lockable facility 
(flow from left to right) 32.38

P32VA14LSAN P32 G1/2 P32 Shut Off  3/2 valve with lockable facility 
(flow from left to right) 45.97

P33VA16LSAN P33 G3/4 P33 Shut Off  3/2 valve with lockable facility 
(flow from left to right) 47.33

Parker® P31, P32 & P33 Series Manifold Block
 

Parker® P31, P32 & P33 Series Manifold Block

Part No. Series Port Description Price
£

P31MA12022N P31 G1/4 P31 Manifold Block. 2 air  take off  ports 16.20

P33MA16024N P32 / P33 G1/2 P32 Manifold Block. 2 air  take off  ports 19.93

Parker® P31, P32 & P33 Series Popular Combinations
 

The comprehensive Global Air preparation System is available in 3 body sizes with either BSPP or Optional NPT to accommodate thread type requirements. 
Full featured filters, regulators, filter/regulators and lubricators are available with a wide range of standard options to meet air preparation needs. Individual 
units can easily be assembled into various combinations, utilising modular lightweight body connectors. - Space saving optional integral gauge P31 only. 
Manifold style regulators available. OSHA compliant shut-off valves. Soft Start & Dump Valves. Electronic Proportional Regulator available. - Standard filters not 
shown can be supplied from the manufacturer on a 7 day lead time.

Part No. Series Port Description Flow (dm3/s) Price
£

P31YN12GEBNTW P31 G1/4 P31 Slide valve + Filter/Reg + pulse drain + Poly bowl with guard 14 100.28

P31YA12GEBNTLNW P31 G1/4 P31 Slide valve + Filter/Reg + Lubricator + pulse drain + Poly bowl with guard 13 137.03

P32YN14GEANGW P32 G1/2 P32 Slide valve + Filter/Reg + auto drain + Poly bowl with guard 64 181.38

P32YA14GEANGLNW P32 G1/2 P32 Slide valve + Filter/Reg + Lubricator + auto drain + Poly bowl with guard 47 232.33

P33YN16GEANGW P33 G3/4 P33 Slide valve + Filter/Reg + auto drain + Poly bowl with guard 98 181.38

P33YA16GEANGLNW P33 G3/4 P33 Slide valve + Filter/Reg + Lubricator + auto drain + Poly bowl with guard 68 267.33
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Parker® P31, P32 & P33 Series Accessories
 

Parker® P31, P32 & P33 Series Accessories

Part No. Fits Description Price
£

P31KA00CB P31 Body Connector with O ring 4.37

P32KA00MT P31 Wall T-Bracket with Body Connector 14.04

P31KA00MW P31 Wall C-Bracket (Fits to filter and lubricator body) 5.75

P31KA00MR P31 Wall Angle Bracket (Fits to regulator or filter regulator body) 5.75

P31KA00MM P31 Panel Mount Nut (Aluminium) 3.48

P31KA00MP P31 Panel Mount Nut (Plastic) 1.75

P31KA00ESE P31 5 Micron Element Kit 4.37

P31KA00RB P31 Regulator - Relieving Repair Kit 8.72

K4511SCR11B P31 Square Flush mounting Gauge Kit 0 - 10 Bar 13.02

P32KA00MR P32 Wall Angle Bracket (Connects regulator or filter/regulator) 7.66

P32KA00ML P32 Wall L-Bracket (Fits to filter or lubricator body) 7.66

P32KA00MM P32 Panel Mount Nut (Aluminium) 6.48

P32KA00MP P32 Panel Mount Nut (Plastic) 2.25

P32KA00ESE P32 5 Micron Element Kit 8.60

P32KA00RB P32 Regulator - Relieving Repair Kit 14.95

P33KA00MR P33 Wall Angle Bracket (Connects regulator or filter/regulator) 10.22

P33KA00ML P33 Wall L-Bracket (Fits to filter or lubricator body) 12.76

P33KA00MM P33 Panel Mount Nut (Aluminium) 7.47

P33KA00MP P33 Panel Mount Nut (Plastic) 2.73

P33KA00ESE P33 5 Micron Element Kit 11.22

P33KA00RB P33 Regulator - Relieving Repair Kit 14.95

P32KA00CB P32/P33 Body Connector with O ring 10.22

P32KA00MB P32/P33 Wall T-Bracket (Fits to body connector or port block) 7.66

P32KA00DA P32/P33 Auto Drain Kit 31.15

P01913 G1/4 Pressure Switch 139.00

P3H, P3K & P3M Series Element Service Kit
 

Parker Pneumatics - Sintered polypropylene - Service Kits not shown can be 
supplied from the manufacturer on a 7 day lead time.

Part No. Series Price
£

P3KKA00ESE P3K Micron element kit 10.58

P3MKA00ESE P3M Micron element kit 20.75

P3H, P3K & P3M Series Filter Regulator & 
Regulator Service Kits  

Parker Pneumatics  Regulator Service Kits not shown can be supplied from 
the manufacturer on a 7 day lead time

Part No. Series Description Price
£

P3HKA00RR P3H Diaphragm kit (relieving) 10.13

P3KKA00RR P3K Diaphragm kit (relieving) 13.65

P3MKA00RR P3M Diaphragm kit (relieving) 22.55

T-Bracket With 
Body Connector C-Bracket Angle Bracket L-Bracket Body

Connector

We currently still stock Parkers previous range 
of P3H/P3K/P3M Series Filters, Regulators & 
Lubricators.

Please call sales for details


