
Section

1

Pumps & Compressors 25

Piston Compressor Range

Redline Economy - Direct Drive
 

The ABAC range of direct drive air compressors represent the most popular - durable - efficient and reliable product in it’s sector. Designed to offer the user 
with smaller compressed air applications the ideal air compressor for semi-professional and ‘do-it-yourself’ use.

Part No. Capacity (cfm) Capacity (lt/min) Tank (L) Pressure (Bar) Pressure (Psi) Motor (HP) Motor (kW) Volt Price
£

00A3BB404/091 8 230 6 8 116 2 1.5 230 210.00

00A6BB404/360 8 230 6 8 116 2 1.5 230 145.00

0003CC404/C 8 230 24 8 116 2 1.5 230 185.00

0003DV404/C 8 230 50 8 116 2 1.5 230 235.00

Blueline Professional - Direct Drive
 

The ABAC range of direct drive air compressors represent the most popular - durable - efficient and reliable product in this sector. Designed to offer the user 
with smaller compressed air applications the ideal air compressor for semi-professional and ‘do-it-yourself’ use.

Part No. Capacity (cfm) Capacity (lt/min) Tank (L) Pressure (Bar) Pressure (Psi) Motor (HP) Motor (kW) Volt Price
£

0003CC404/1 8.1 230 24 8 116 2 1.5 230 225.00

0003DV424 8.1 230 50 8 116 2 1.5 230 325.00

008213914 8.1 230 6 8 116 2 1.5 230 300.00

006SCC404 8.5 240 24 8 116 2 1.5 230 216.00

006SDC404 8.5 240 50 8 116 2 1.5 230 335.00

001NCC504/086 10.6 300 24 10 145 3 2.2 230 254.00

001NDV504/087 10.6 300 50 10 145 3 2.2 230 325.00

008213883 10.6 300 10 10 145 3 2.2 230 499.00

Tubes & Hoses
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Abac Tradeline - 110 Volt
 

ABAC’s Tradeline 110 range offers professional on-site air power for increased performance and productivity.

Part No. Capacity cfm Capacity lt/min Tank L Pressure bar Pressure psi Motor HP Motor kW Volt Price
£

00C3CC504 8.8 250 24 8 116 2.5 1.9 110 275.00

001MDV4E4 8.5 240 50 10 145 2 1.5 110 289.00

008213891 8.8 250 6 8 116 2.5 1.9 110 345.00

0028KV404 9 255 60 10 145 2 1.5 110 595.00

Redline Economy - Belt Driven
 

At the heart of every ABAC reciprocating air compressor is a genuine ABAC pump unit. A world proven design offering superb quality and guaranteed reliability 
with the added assurance of the unrivalled back up and support provided by one of world’s largest manufacturers of air compressors.

Part No. Capacity cfm Capacity lt/min Tank L Pressure bar Pressure psi Motor HP Motor kW Volt Price
£

002RFV4H4 12 340 100 9 130 3 2.2 230 510.00

002RFV404 12 340 100 9 130 3 2.2 230 573.00

0028HW526 14 400 150 9 130 3 2.2 230 640.00

0028LW526 14 400 200 9 130 3 2.2 230 800.00

0049LW725 22 625 200 9 130 5.5 4 230 1063.00
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Submersible Pumps

MEGA PP PLASTIC SUBMERSIBLE PUMP - TYPE Q2501 - IP68
 

FOR CLEAN WATER ONLY. IMPELLER MADE OF REINFORCED NYLON PA-GF 30 - Features: COLOUR: DARK BLUE - VOLTAGE & FREQUENCY : 230 V/50 HZ RATED 
POWER : 250 W - MAX. PUMP FLOW : 5000 L/H - MAX. HEIGHT : 6 METRES - FLOATING PARTICLE SIZE : MAX. 0.5 MM OD - CONNECTION : 1.1/4” FEMALE 
THREAD - SUPPLIED WITH UK PLUG & 10 MTR CABLE READY FOR INSTALLATION BY A QUALIFIED ELECTRICIAN

Part No. Description Price
£

930064 WITHOUT FLOAT SWITCH 64.18

930068 WITH FLOAT SWITCH 68.15

Blueline Professional - Belt Driven
 

Every unit in the ABAC range of air compressors is designed to offer the user a reliable - robust and efficient source of compressed air. Standard safety 
equipment includes thermal/overload protection - high quality electric motor and air receivers to European standards CE87/404 or BSEN286. Full 
documentation is provided with each machine.

Part No. Capacity (cfm) Capacity (lt/min) Tank (L) Pressure (Bar) Pressure (Psi) Motor (HP) Motor (kW) Volt Price
£

002RDS426 9 255 50 10 145 2 1.5 230 545.00

002RFS426 9 255 100 10 145 2 1.5 230 555.00

002RFS4A5 9 255 100 10 145 2 1.5 400 605.00

0028KV504 12 330 60 10 145 3 2.2 230 514.00

0028FW506/1 12 330 100 10 145 3 2.2 230 625.00

008115140/340 15 430 150 10 145 3 2.2 230 1454.00

008115140/339 15 430 150 10 145 3 2.2 400 1454.00

0036HS526 15 430 150 10 145 3 2.2 230 649.00

0036HS586 15 430 150 10 145 3 2.2 400 649.00

0036LV526 15 430 200 10 145 3 2.2 230 890.00

0037LV585 15 430 200 10 145 3 2.2 400 890.00

0049LW685 18 510 200 10 145 3.5 2.7 230 960.00

0049LW625 19 500 200 10 145 4 3 400 995.00

0053LW725 24 690 200 10 145 5.5 4 400 999.00

0062NS825 30 840 270 11 160 7.5 5.5 400 1373.00

0036XW526 30 860 270 10 145 2 X 3 2 X 2.2 230 2450.00

0070NS928 41 1150 270 11 160 10 7.5 400 2300.00
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MEGA PP PLASTIC SUBMERSIBLE PUMP - TYPE Q750 - IP68
 

FOR DIRTY WATER. IMPELLER MADE OF REINFORCED NYLON PA-GF30 - COLOUR : DARK BLUE - VOLTAGE & FREQUENCY : 230 V/50HZ RATED POWER : 750 W - 
MAX. PUMP FLOW : 13000 L/H - MAX. HEIGHT : 9 METRES - FLOATING PARTICLE SIZE : MAX. 3.5 MM OD - CONNECTION : 1.1/2”FEMALE THREAD - SUPPLIED 
WITH UK PLUG & 10 MTR CABLE & FLOAT SWITCH. READY FOR INSTALLATION BY A QUALIFIED ELECTRICIAN

Part No. Description Price
£

930069 WITH FLOAT SWITCH 89.16

MEGA STAINLESS STEEL SUBMERSIBLE PUMP - TYPE Q750B54R - IP68
 

FOR DIRTY WATER. IMPELLER MADE OF REINFORCED NYLON PA-GF30 - VOLTAGE & FREQUENCY : 230 V/50 HZ RATED POWER : 750 W - MAX. PUMP FLOW : 
12500 L/H - MAX. HEIGHT : 8.5 METRES - FLOATING PARTICLE SIZE : MAX. 3.5 MM OD - CONNECTION : 1.1/2” FEMALE THREAD - SUPPLIED WITH UK PLUG & 10 
MTR CABLE & FLOAT SWITCH. READY FOR INSTALLATION BY A QUALIFIED ELECTRICIAN

Part No. Description Price
£

930070 WITH FLOAT SWITCH 157.57

Diaphragm Pumps
Selection Guide

PTFE: Used for chemical applications  -  SANTOPRENE: For water based and abrasive applications  -  HYTREL & NITRILE: For oil based products

Ingersoll-Rand® ARO 3/8” Polypropylene Air Operated Diaphragm Pump
 

3/8” Models, Polypropylene Construction, Max Operating Pressure 6.9 Bar, Max Flow Rate 40 Ltrs/Min

Part No. Description Balls & Diaphragms Price
£

PD03P-BRS-PTT 3/8” Pump PTFE 500.25

PD03P-BRS-PAA 3/8” Pump Santoprene 391.00

PD03P-BRS-PCC 3/8” Pump Hytrel 396.75
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Ingersoll-Rand® ARO 1/2” Polypropylene Air Operated Diaphragm Pump
 

1/2” Models, Polypropylene Construction, Max Operating Pressure 6.9 Bar, Max Flow Rate 54 Ltrs/Min

Part No. Description Balls & Diaphragms Price
£

PD05P-BRS-PTT-B 1/2” Pump PTFE 707.25

PD05P-BRS-PAA-B 1/2” Pump Santoprene 529.00

PD05P-BRS-PGG-B 1/2” Pump Nitrile 563.50

Ingersoll-Rand® ARO 1/2” Stainless Steel Air Operated Diaphragm Pump
 

1/2” Model Stainless Steel Wetted Parts,Max Operating Pressure 6.9 Bar, Max Flow Rate 45 Ltrs/Min

Part No. Description Balls & Diaphragms Price
£

PD05R-ASS-STT-B 1/2” Pump PTFE 1555.00

PD05R-ASS-SAA-B 1.2” Pump Santoprene 1288.00

PD05R-ASS-SCC-B 1/2” Pump Hytrel 1429.45

Ingersoll-Rand® ARO 3/4” Polypropylene Air Operated Diaphragm Pump
 

3/4” Models, Polypropylene Construction, Max Operating Pressure 6.9 Bar, Max Flow Rate 56 Ltrs/Min

Part No. Description Balls & Diaphragms Price
£

PD07P-BPS-PTT 3/4” Pump PTFE 713.00

PD07P-BPS-PAA 3/4” Pump Santoprene 612.00

PD07P-BPS-PCC 3/4” Pump Hytrel 649.00

Huge range available - Call sales with your requirements



Section

6

Pumps & Compressors25

Ingersoll-Rand® ARO 3/4” Aluminium Air Operated Diaphragm Pump
 

3/4” Models, Aluminium Construction, Max Operating pressure 6.9 Bar, Max Flow rate 51 Ltrs/Min

Part No. Description Balls & Diaphragms Price
£

PD07R-BAS-FTT 3/4” Pump PTFE 908.50

PD07R-BAS-FAA 3/4” Pump Santoprene 736.00

PD07R-BAS-FCC 3/4” Pump Hytrel 730.25

Drum Pumps

Jessberger® Electric Operated Drum Pump
 

Air and Electric Drum pumps are suitable for a wide variety of applications, 
from chemical transfer, filling and dispensing operations. They are available 
with various options of motor size and power. Pump tubes are offered in 
Polyproplyene and Stainless steel, the pump tubes are offered in a range of 
sizes designed to suit your container size - Also Available in 110v - Max Flow 
Rate is dependant on Viscosity*

Part No. Voltage Watts Max Flow 
Rate Weight I.P Price

£

JP-180 240v 600 150 Ltrs/Min* 3.6kg 24 497.44

JP-280 240v 825 200 Ltrs/Min* 3.85kg 24 662.16

Jessberger® Air Operated Drum Pump
 

Air and Electric Drum pumps are suitable for a wide variety of applications, 
from chemical transfer, filling and dispensing operations. They are available 
with various options of motor size and power. Pump tubes are offered in 
Polyproplyene and Stainless steel, the pump tubes are offered in a range of 
sizes designed to suit your container size - ATEX approved Air Motor with 
Silencer and Ball valve for speed control - Max Flow Rate is dependant on 
Viscosity*

Part No. RPM Max Flow Rate Weight Price
£

JP-AIR1 10000 90 Ltrs/Min* 1.4kg 602.44

Jessberger® 1000m Polypropylene pump tube
 

Polypropylene pump tubes also available in 700/1200/1500 & 1800mm 
lengths

Part No. Type Length (m) Price
£

POLY-1000 POLYPROP 1000mm 342.56

Jessberger® 1000m Stainless steel pump tube
 

Stainless steel pump tubes also available in 700mm & 1200mm lengths

Part No. Type Length (m) Price
£

STAINLESS-1000 ST/STEEL 1000mm 756.00


