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Quick Brass Compression Fittings 7

• Brass Nickel Plated Finish
The Working pressure and temperatures depends on which type of tube is used.  In general, the values are: 
Working Temperature: -18°C to +100°C, Maximum Pressure: 15bar (220 psi)

Stud
 

Brass Nickel Plated Finish. The Working pressure 
and temperatures depends on which type of 
tube is used. In general, the values are: Working 
Temperature: -18°C to +100°C Maximum 
Pressure: 15bar (220 psi) BSPT Male Thread

Part No. Tube O/D & I/D 
(mm)

BSPT Male 
Thread Price £

QMS04/02 4-2.7 1/8” 0.92

QMS05/02 5-3 1/8” 0.97

QMS06/02 6-4 1/8” 0.88

QMS06/04 6-4 1/4” 1.01

QMS06/06 6-4 3/8” 1.41

QMS08/02 8-6 1/8” 1.01

QMS08/04 8-6 1/4” 1.14

QMS08/06 8-6 3/8” 1.36

QMS08/08 8-6 1/2” 1.94

QMS10/02 10-8 1/8” 1.28

QMS10/04 10-8 1/4” 1.32

QMS10/06 10-8 3/8” 1.63

QMS10/08 10-8 1/2” 2.16

QMS12/06 12-10 3/8” 1.76

QMS12/08 12-10 1/2” 2.29

QMS15/08 15-12.5 1/2” 2.73

Male Stud
 

Brass Nickel Plated Finish. The Working pressure 
and temperatures depends on which type of 
tube is used. In general, the values are: Working 
Temperature: -18°C to +100°C Maximum 
Pressure: 15bar (220 psi) BSPP Male Thread

Part No. Tube O/D - I/D 
(mm)

BSPP Male 
Thread Price £

QMSP04/M5 4-2.7 M5 1.25

QMSP04/M6 4-2.7 M6 0.92

QMSP04/02 4-2.7 1/8” 1.16

QMSP05/M5 5-3 M5 1.30

QMSP05/M6 5-3 M6 0.96

QMSP05/02 5-3 1/8” 1.21

QMSP06/M5 6-4 M5 1.30

QMSP06/M6 6-4 M6 1.40

QMSP06/02 6-4 1/8” 1.08

QMSP06/04 6-4 1/4” 1.37

QMSP06/06 6-4 3/8” 1.58

QMSP06/08 6-4 1/2” 2.33

QMSP08/02 8-6 1/8” 1.21

QMSP08/04 8-6 1/4” 1.50

QMSP08/06 8-6 3/8” 1.75

QMSP10/02 10-8 1/8” 1.50

QMSP10/04 10-8 1/4” 1.75

QMSP10/06 10-8 3/8” 1.91

QMSP10/08 10-8 1/2” 2.62

QMSP12/06 12-10 3/8” 2.33

QMSP12/08 12-10 1/2” 3.16

Swivel Stud
 

Brass Nickel Plated Finish. The Working pressure 
and temperatures depends on which type of 
tube is used. In general, the values are: Working 
Temperature: -18°C to +100°C Maximum 
Pressure: 15bar (220 psi) BSPT Male Thread

Part No. Tube O/D & I/D 
(mm)

BSPT Male 
Thread Price £

QSMS06/02 6-4 1/8” 1.83

QSMS06/04 6-4 1/4” 2.30

QSMS08/02 8-6 1/8” 2.25

QSMS08/04 8-6 1/4” 2.35

QSMS10/04 10-8 1/4” 2.75

QSMS12/06 12-10 3/8” 3.28

Stud Spring Guard
 

Brass Nickel Plated Finish. The Working pressure 
and temperatures depends on which type of 
tube is used. In general, the values are: Working 
Temperature: -18°C to +100°C Maximum 
Pressure: 15bar (220 psi) BSPT Male Thread

Part No. Tube O/D & I/D 
(mm)

BSPT Male 
Thread Price £

QMSG06/02 6-4 1/8” 1.67

QMSG06/04 6-4 1/4” 1.80

QMSG08/02 8-6 1/8” 1.76

QMSG08/04 8-6 1/4” 1.80

QMSG08/06 8-6 3/8” 2.07

QMSG08/08 8-6 1/2” 2.68

QMSG10/02 10-8 1/8” 2.07

QMSG10/04 10-8 1/4” 2.07

QMSG10/06 10-8 3/8” 2.46

QMSG10/08 10-8 1/2” 2.99

QMSG12/06 12-10 3/8” 2.73

QMSG12/08 12-10 1/2” 3.30

Swivel Male Stud Elbow
 

Brass Nickel Plated Finish. The Working pressure 
and temperatures depends on which type of 
tube is used. In general, the values are: Working 
Temperature: -18°C to +100°C Maximum 
Pressure: 15bar (220 psi) BSPP Male Thread

Part No. Tube O/D - I/D 
(mm)

BSPP Male 
Thread Price £

QSMSLP06/02 6-4 1/8” 2.62

QSMSLP06/04 6-4 1/4” 3.00

QSMSLP08/02 8-6 1/8” 2.83

QSMSLP08/04 8-6 1/4” 3.12

QSMSLP10/04 10-8 1/4” 3.54

Swivel Male Stud
 

Brass Nickel Plated Finish. The Working pressure 
and temperatures depends on which type of 
tube is used. In general, the values are: Working 
Temperature: -18°C to +100°C Maximum 
Pressure: 15bar (220 psi) BSPP Male Thread

Part No. Tube O/D & I/D 
(mm)

BSPP Male 
Thread Price £

QSMSP06/02 6-4 1/8” 2.33

QSMSP06/04 6-4 1/4” 2.54

QSMSP08/02 8-6 1/8” 2.50

QSMSP08/04 8-6 1/4” 2.79

QSMSP10/04 10-8 1/4” 4.12

Tubes & Hoses
Section 16
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Swivel Stud Elbow
 

Brass Nickel Plated Finish. The Working pressure 
and temperatures depends on which type of 
tube is used. In general, the values are: Working 
Temperature: -18°C to +100°C Maximum 
Pressure: 15bar (220 psi) BSPT Male Thread

Part No. Tube O/D & I/D 
(mm)

BSPT Male 
Thread Price £

QSMSL06/02 6-4 1/8” 2.50

QSMSL06/04 6-4 1/4” 2.75

QSMSL08/02 8-6 1/8” 2.60

QSMSL08/04 8-6 1/4” 2.75

QSMSL10/04 10-8 1/4” 3.25

Male Stud Elbow
 

Brass Nickel Plated Finish. The Working pressure 
and temperatures depends on which type of 
tube is used. In general, the values are: Working 
Temperature: -18°C to +100°C Maximum 
Pressure: 15bar (220 psi) BSPT Male Thread

Part No. Tube O/D & I/D 
(mm)

BSPT Male 
Thread Price £

QML04/02 4-2.7 1/8” 1.55

QML05/02 5-3 1/8” 1.20

QML06/02 6-4 1/8” 1.24

QML06/04 6-4 1/4” 1.28

QML06/06 6-4 3/8” 1.65

QML08/02 8-6 1/8” 1.32

QML08/04 8-6 1/4” 1.40

QML08/06 8-6 3/8” 1.64

QML08/08 8-6 1/2” 2.85

QML10/02 10-8 1/8” 1.68

QML10/04 10-8 1/4” 1.72

QML10/06 10-8 3/8” 2.16

QML10/08 10-8 1/2” 2.76

QML12/06 12-10 3/8” 2.32

QML12/08 12-10 1/2” 3.20

QML15/08 15-12.5 1/2” 3.28

Female Stud
 

Brass Nickel Plated Finish. The Working pressure 
and temperatures depends on which type of 
tube is used. In general, the values are: Working 
Temperature: -18°C to +100°C Maximum 
Pressure: 15bar (220 psi) BSPP Male Thread

Part No. Tube O/D & I/D 
(mm)

BSPP Female 
Thread Price £

QFS06/02 6-4 1/8” 1.01

QFS06/04 6-4 1/4” 1.32

QFS06/06 6-4 3/8” 1.94

QFS08/02 8-6 1/8” 1.14

QFS08/04 8-6 1/4” 1.36

QFS08/06 8-6 3/8” 1.85

QFS08/08 8-6 1/2” 2.20

QFS10/04 10-8 1/4” 1.54

QFS10/06 10-8 3/8” 2.16

QFS10/08 10-8 1/2” 2.60

QFS12/06 12-10 3/8” 3.04

Straight Connector
 

Brass Nickel Plated Finish. The Working pressure 
and temperatures depends on which type of 
tube is used. In general, the values are: Working 
Temperature: -18°C to +100°C Maximum 
Pressure: 15bar (220 psi), Equal & Unequal

Part No. Tube O/D (A) 
(mm)

Tube O/D (B) 
(mm) Price £

QEC04/04 4-2.7 4-2.7 1.65

QEC05/05 5-3 5-3 1.70

QEC06/05 6-4 5-3 1.99

QEC06/06 6-4 6-4 1.88

QEC08/06 8-6 6-4 1.60

QEC08/08 8-6 8-6 1.65

QEC10/06 10-8 6-4 2.25

QEC10/08 10-8 8-6 2.25

QEC10/10 10-8 10-8 2.12

QEC12/12 12-10 12-10 3.51

QEC15/15 15-12.5 15-12.5 4.99

Equal Tee
 

Brass Nickel Plated Finish. The Working pressure 
and temperatures depends on which type of 
tube is used. In general, the values are: Working 
Temperature: -18°C to +100°C Maximum 
Pressure: 15bar (220 psi)

Part No. Tube O/D & I/D (mm) Price £

QT04 4-2.7 2.44

QT05 5-3 2.04

QT06 6-4 2.12

QT08 8-6 2.32

QT10 10-8 3.08

QT12 12-10 4.40

QT15 15-12.5 6.20

Equal Elbow
 

Brass Nickel Plated Finish. The Working pressure 
and temperatures depends on which type of 
tube is used. In general, the values are: Working 
Temperature: -18°C to +100°C Maximum 
Pressure: 15bar (220 psi)

Part No. Tube O/D & I/D (mm) Price £

QL04/04 4-2.7 2.24

QL05/05 5-3 1.64

QL06/06 6-4 1.64

QL08/08 8-6 1.85

QL10/10 10-8 2.40

QL12/12 12-10 3.19

QL15/15 15/12.5 4.75

A B

Clamps & Clips Section 17
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Equal Cross
 

Brass Nickel Plated Finish. The Working pressure 
and temperatures depends on which type of 
tube is used. In general, the values are: Working 
Temperature: -18°C to +100°C Maximum 
Pressure: 15bar (220 psi)

Part No. Tube O/D & I/D (mm) Price £

QX05 5-3 3.53

QX06 6-4 3.54

QX08 8-6 3.98

QX10 10-8 5.25

QX12 12-10 7.15

QX15 15/12.5 11.00

Bulk Head Connector
 

Brass Nickel Plated Finish. The Working pressure and temperatures depends on which type of tube is 
used. In general, the values are: Working Temperature: -18°C to +100°C Maximum Pressure: 15bar (220 
psi), Equal & Unequal

Part No. Tube O/D & I/D A (mm) Tube O/D & I/D B (mm) Metric \Male Thread Price £

QBH04/04 4-2.7 4-2.7 M6 X 0.50 2.60

QBH05/05 5-3 5-3 M7 X 0.75 2.60

QBH06/05 6-4 5-3 M10 X 1.0 2.60

QBH06/06 6-4 6-4 M10 X 1.0 2.60

QBH08/06 8-6 6-4 M12 X 1.0 3.10

QBH08/08 8-6 8-6 M12 X 1.0 3.10

QBH10/06 10-8 6-4 M14 X 1.0 3.40

QBH10/08 10-8 8-6 M14 X 1.0 3.40

QBH10/10 10-8 10-8 M14 X 1.0 3.20

QBH12/12 12-10 12-10 M16 X 1.0 3.76

QBH15/15 15-12.5 15-12.5 M20 x 1.0 6.20

Swivel Stud Tee
 

Brass Nickel Plated Finish. The Working pressure 
and temperatures depends on which type of 
tube is used. In general, the values are: Working 
Temperature: -18°C to +100°C Maximum 
Pressure: 15bar (220 psi) BSPT Male Thread 
Centre Leg

Part No. Tube O/D & I/D 
(mm)

BSPT Male 
Thread Price £

QSMT06/02 6-4 1/8” 3.22

QSMT06/04 6-4 1/4” 3.36

QSMT08/02 8-6 1/8” 3.22

QSMT08/04 8-6 1/4” 3.52

QSMT10/04 10-8 1/4” 4.37

Single Banjo Body
 

Brass Nickel Plated Finish. The Working pressure 
and temperatures depends on which type of 
tube is used. In general, the values are: Working 
Temperature: -18°C to +100°C Maximum 
Pressure: 15bar (220 psi), To Suit Metric & 
Imperial Thread

Part No. Tube O/D & I/D 
(mm)

To Suit Banjo 
Bolt Thread Price £

QSBJ04/M5 4/2.7 M5 0.92

QSBJ04/M6 4/2.7 M6 1.28

QSBJ05/M5 5-3 M5 1.04

QSBJ06/M5 6-4 M5 1.08

QSBJ06/M6 6-4 M6 1.28

QSBJ04/02 4/2.7 1/8” 1.48

QSBJ05/02 5-3 1/8” 1.40

QSBJ06/02 6-4 1/8” 1.60

QSBJ06/04 6-4 1/4” 1.64

QSBJ06/06 6-4 3/8” 1.96

QSBJ08/02 8-6 1/8” 1.64

QSBJ08/04 8-6 1/4” 1.64

QSBJ08/06 8-6 3/8” 2.00

QSBJ08/08 8-6 1/2” 2.60

QSBJ10/02 10-8 1/8” 1.68

QSBJ10/04 10-8 1/4” 1.76

QSBJ10/06 10-8 3/8” 2.28

QSBJ10/08 10-8 1/2” 2.48

QSBJ12/06 12-10 3/8” 3.00

QSBJ12/08 12-10 1/2” 3.30

QSBJ15/08 15/12.5 1/2” 3.28

Single Banjo Bolt
 

Brass Nickel Plated Finish. The Working pressure 
and temperatures depends on which type of 
tube is used. In general, the values are: Working 
Temperature: -18°C to +100°C Maximum 
Pressure: 15bar (220 psi) Metric & BSPT Male 
Thread

Part No. BSPT Male Thread Price £

QSBBM5 M5 0.76

QSBBM6 M6 0.88

QSBB02 1/8” 0.92

QSBB04 1/4” 1.20

QSBB06 3/8” 1.60

QSBB08 1/2” 2.74

A B

Nylon
Fittings

Section 14
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Quick Fit Flow Regulator - Manual
 

For Cylinders. Brass Nickel Plated Finish. The Working pressure and 
temperatures depends on which type of tube is used. In general, the values 
are: Working Temperature: -18°C to +100°C Maximum Pressure: 15bar (220 
psi) BSPP Male Thread

Part No. Tube O/D - I/D (mm) BSPP Male Thread Price
£

QSCL04/02 4-2.7 1/8” 8.90

QSCL06/02 6-4 1/8” 8.90

QSCL06/04 6-4 1/4” 9.96

QSCL08/02 8-6 1/8” 8.90

QSCL08/04 8-6 1/4” 9.96

QSCL10/04 10-8 1/4” 10.29

Locking Nut
 

Brass Nickel Plated Finish. The Working pressure and temperatures 
depends on which type of tube is used. In general, the values are: Working 
Temperature: -18°C to +100°C Maximum Pressure: 15bar (220 psi) Metric 
Female Thread

Part No. Tube O/D & I/D (mm) Metric Thread Price
£

QLN04/M6 4-2.7 M6 X 0.50 0.80

QLN05/M7 5-3 M7 X 0.75 0.28

QLN06/M8 6-4 M8 X 0.75 0.28

QLN06/M10 6-4 M10 X 1.0 0.28

QLN08/M12 8-6 M12 X 1.0 0.28

QLN10/M14 10-8 M14 X 1.0 0.48

QLN12/M16 12-10 M16 X 1.0 0.64

QLN15/M20 15/12.5 M20 x 1.0 0.79

Brass
Compression

Fittings
Section 6


