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Brass Valves

Mini Ball Valve e Brass

— |

—

Brass Valves - Female BSPP x Female BSPP -

Polished Chrome Finish - Temperature Range:

-10°C to +90°C - PN16

Mini Ball Valve e Brass

oy | e—
Brass Valves - Male BSPP x Female BSPP -

Polished Chrome Finish - Temperature Range:
-10°C to +90°C - PN16

Screw Driver Mini Ball Valve

Brass Valves - Female BSPP x Female BSPP -
Polished Chrome Finish - Temperature Range:
-10°C to +90°C - PN16

Part No. Size Price £ Part No. Price £ ‘ Part No. Size Price £
VM02 1/8” 1.89 VMMF02 1/8” 1.80 VMSD02 1/8” 232
VMo4 1/4” 1.99 VMMF04 1/4” 235 VMSD04 1/4” 2.32
VMO06 3/8” 1.92 VMMF06 3/8” 1.92 VMSD06 3/8” 233
VM08 1/2” 2.65 VMMFO08 1/2” 235 VMSD08 1/2” 2.59
vMm12 3/4” 2.79 VMMF12 3/4” 2.85 VMSD12 3/4” 2.97

Screw Driver Mini Ball Valve

Brass Valves - Male BSPP x Female BSPP -

Polished Chrome Finish - Temperature Range:

-10°C to +90°C - PN16

Brass Valves - Female BSPP x Female BSPP - Nickel
Plated Body - Full Bore - Red PVC Coated Steel
Lever - Temperature Range: -20°C to +110°C

- PN40 1/4” to 1/2” - PN32 3/4” to 1” - PN25

Lever Handle Ball Valve

Brass Valves - Male BSPP x Female BSPP - Nickel
Plated Body - Full Bore - Red PVC Coated Steel
Lever - Temperature Range: -20°C to +110°C
-PN40 1/4” to 1/2” - PN32 3/4” to 1” - PN25

Part No. Size Price £
1.1/4” t0 2.1/2” - PN16 3" to 4” 1.1/4” t0 2.1/2”
VMMFSD02 1/8” 235
VMMFSD04 1;4,, 235 Part No. Size Price £ Part No. Size Price £
VMMFSD06 3/8” 245 vLo4 1/4” 3.50 VLMF04 1/4” 3.75
VMMFSD08 1/2” 2.66 VLO6 3/8” 3.25 VLMF06 3/8” 4.25
VMMFSD12 3/4” 3.25 VvL08 1/2” 3.89 VLMF08 1/2” 4.96
viLi2 3/4” 5.95 VLMF12 3/4” 6.91
VL16 1” 8.95 VLMF16 1” 9.82
viL20 1.1/4” 13.18 VLMF20 1.1/4” 15.98
vi24 1.1/2” 19.15 VLMF24 1.1/2” 23.30
vL32 2" 30.25 VLMF32 2” 35.47
viao 2.1/2” 65.55
viag 3” 115.00
viL64 4” 158.26

A new feature of this catalogue is that many of our customers

sometimes need product to be consistent in design and

dimensions.

May we suggest that you use the products from 21/4 onwards
or where you see the BOC logo on the right. Full data sheets for
these products are available on request.

7 BOC

A Member of The Linde Group

Section

i



Section

21

Valves-Ball, Slide, Check, NRV etc

T Handle Ball Valve

Brass Valves - Female BSPP x Female BSPP - Nickel
Plated Body - Screwed BSPP Female - Full Bore - T
Handle - Temperature Range: -20°C to +110°C -
PN 40 1/4” to 1/2” - PN32 3/4” to 1”

T Handle Ball Valve

Brass Valves - Male BSPT x Female BSPP - Nickel
Plated Body - Full Bore - T Handle - Temperature
Range: -20°C to +110°C - PN 40 1/4” to 1/2” -
PN323/4” to 1”

Gas - Ball Valve

Brass Valves - Female BSPP x Female BSPP - GAS
APPROVED EN 331:1995 - Nickel Plated Body

- Steel Lever Handle - Gas Temperature Range:
-20°C to +70°C - Temperature Range: -20°C to
+150°C - PN64 1/4” to 1/2” - PN40 3/4” t0 2.1/2”

Part No. Size Price £ Part No. Size Price £
_ - PN323”-PN254”
vT04 1/4” 2.97 VTMF04 1/4” 3.61
" ” Part No. Size Price £
VT06 3/8 3.26 VTMFO06 3/8 3.91
VT08 1/2" 3.60 VTMF08 1/2” 3.64 VLG04 1/4” 3.04
VT12 3/4” 4.44 VTMF12 3/4” 5.50 VLG06 3/8” 3.66
VT16 1” 6.21 VTMF16 1” 7.82 VLGOS 1/2" 3.37
VLG12 3/4” 491
VLG16 1” 6.33
VLG20 1.1/4” 11.80
VLG24 1.1/2" 17.86
Gas - Ball Valve Gas - Ball Valve V632 2 2eed
VLG40 2.1/2" 56.85
VLG48 3” 90.62
f Y- VIG64 % 160.31

Brass Valves - Male BSPT x Female BSPP - GAS
APPROVED EN 331:1995 - Nickel Plated Body -
Steel Lever Handle - Temperature Range: -20°C to
+150°C - PN 64 1/4” to 1/2” - PN40 3/4” t0 2.1/2"
- PN323” PN254”

Brass Valves - Female BSPP x Female BSPP - GAS
APPROVED EN 331:1995 - Nickel Plated Body -
Full Bore - T Handle - Gas Temperature Range:
-20°C to +70°C - Temperature Range: -20°C to
+150°C - PN64 1/4” to 1/2” - PN40 3/4” t0 2.1/2”

Part No. Size Price £ Part No. Size Price £
VLMFG08 1/2” 5.21 VTG04 1/4” 3.15
VLMFG12 3/4” 7.62 VTGO6 3/8” 3.15
VLMFG16 1” 10.80 VTGO08 1/2” 3.93
VLMFG20 1.1/4” 19.25 VTG12 3/4” 6.33
VLMFG24 1.1/2” 23.51 VTG16 1” 9.20
VLMFG32 2” 35.13

Brass Valves - Male BSPT x Female BSPP - GAS
APPROVED EN 331:1995 - Nickel Plated Body -
Full Bore - T Handle - Gas Temperature Range:
-20°C to +70°C - Fluid Temperature: -20°C to
+150°C - PN64 1/4” to 1/2” - PN40 3/4” to 1”

Part No. Size Price £
VTMFG08 1/2” 6.30
VTMFG12 3/4” 9.23
VTMFG16 1” 14.98

For

Fittings

Compression -

see Section 6
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T Handle Ball Valve With Lock Vented Valve Locking Lever Ball Valve

Brass Valves - Female BSPP x Female BSPP - GAS Brass Valves - Female BSPP x Female BSPP - Brass Valves - Female BSPP x Female BSPP -
APPROVED - Nickel Plated Body - Full Bore - T Nickel Plated Body - Full Bore - Lever Operated Nickel Plated Body - Full Bore - Lever Operated -
Handle - Built In Lockable Device - Temperature - Temperature Range: 0°C to +80°C - PN40 Temperature Range: -20°C to +110°C - PN40
Range: -20°C to +150°C - PN40 ) ) ; )
Part No. Size Price £ Part No. Size Price £
e, Stas Files 3 VLVENT04 18" 11.53 VLLOCKO04 1/a” 7.65
VTGLOCK08 1/2” 28.52 VLVENT06 3/8” 13.80 VLLOCKO6 3/8” 7.33
VTGLOCK12 3/a” 29.25 VLVENT08 1/2” 13.80 VLLOCKO8 1/2" 3.80
VTGLOCK16 1 43.45 VLVENT12 3/a” 17.42 VLLOCK12 3/a” 5.43
VLVENT16 1" 24.00 VLLOCK16 1 8.61
VLVENT20 1.1/4” 33.53 VLLOCK20 1.1/4” 13.22
VLVENT24 1.1/2” 55.56 VLLOCK24 1.1/2” 18.20
VLVENT32 2 78.70 VLLOCK32 2" 27.86

Locking & Vented Ball Valve Mini Ball Valve Mini Ball Valve

Brass Valves - Female BSPP x Female BSPP - Nickel Brass Valves - BSPP Female x BSPP Female - Brass Valves - Nickel Plated Brass - Gas Approved
Plated Body - Screwed BSPP Female - Full Bore - Nickel Plated Brass - Gas Approved - Temperature - Temperature Range: -20°C to +80°C - Working
Locking Lever (Brass) Range: -20°C to +80°C - Working Pressure: 285psi Pressure: 285psi

Part No. Price £ Part No. Thread Price £ Part No. Tube O/D (mm)
VLLOVENO4 1/4” 14.63 6300/02 1/8” 5.58 6450/06 6 5.70
VLLOVENO6 3/8” 14.63 6300/04 1/4” 5.78 6450/08 8 5.85
VLLOVENO8 1/2” 15.08 6300/06 3/8” 6.00 6450/10 10 6.18
VLLOVEN12 3/4” 20.55 6300/08 1/2” 7.61 6450/12 12 6.33
VLLOVEN16 1”7 25.51 6450/15 15 8.29

Mini Ball'Valve

Brass Valves - BSPT Male x BSPP Female Thread - Nickel Plated Brass - Tube to Tube - Gas Approved - Temperature Range: -20°C to +80°C - Working Pressure:
285psi

Part No. BSPT Male Thread BSPP Female Thread Pri:ce
6310/02 1/8” 1/8” 5.35
6310/04 1/4” 1/4” 5.59
6310/06 3/8” 3/8” 5.78
6310/08 1/2” 1/2" 7.96
6310/12 3/4” 3/4” 10.40
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Brass Swing Check Valve - Metal [l Brass Swing Check Valve - Metal

Brass Gate Valve .
v Seat Disc

A BOC

A s of T Linds

¥ BOC A BOC

st of e Linds Gomp st of e Linds Gomp

TO BS 5154 - PN20 SCREWED BSPT FEMALE - SCREWED BSP FEMALE - METAL TO METAL SEATS. SCREWED BSP FEMALE - OPENING PRESSURE

CAST HANDWHEEL - TEMP RANGE -20°C TO + TEMP RANGE -10°C TO + 100°C. PRESSURE 3/8” 0.02 PSI - VITON GASKET - AISI 304 METAL DISC -

120°C -3”PN16 TEMP RANGE -10°C TO + 150°C - PRESSURE 1/2”-

_ . . . 1” 35 BAR. 1.1/4”-2” 25 BAR. 2.1/2”-4” 16 BAR

Part No. Size Price £ Part No. Size. Price £
BE2015-04 1/4” 5.19 BE2250-06 3/8” 7.35 garilo: S13 e
BE2015-06 3/8" 5.23 BE2250-08 1/2” 9.54 BE2285-08 1/2" 8.15
BE2015-08 1/2” 3.78 BE2250-12 3/4” 11.54 BE2285-12 3/4” 10.81
BE2015-12 3/4” 9.23 BE2250-16 1” 16.85 BE2285-16 1” 13.88
BE2015-16 1” 12.19 BE2250-20 1.1/4” 24.62 BE2285-20 1.1/4” 20.92
BE2015-20 1.1/4” 18.69 BE2250-24 1.1/2” 28.12 BE2285-24 1.1/2" 27.00
BE2015-24 1.1/2” 24.35 BE2250-32 2" 40.92 BE2285-32 2" 37.23
BE2015-32 2" 38.12 BE2250-40 2.1/2" 62.62 BE2285-40 2.1/2" 101.23
BE2015-40 2.1/2" 72.00 BE2250-48 3” 84.04 BE2285-48 3” 137.65
BE2015-48 3” 100.96 BE2285-64 g 202.42
BE2015-64 a” 153.85

Brass Ball Valve - Standard Brass Ball Valve - Standard Brass Ball Valve - Standard

Pattern Pattern Pattern

## BOC P ## BOC
A o o Tl L Gy A o o Tl L Gy
i

A BOC
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NICKEL PLATED BODY - SCREWED BSP FEMALE - NICKEL PLATED BODY - SCREWED BSP FEMALE - NICKEL PLATED BODY - SCREWED BSP MALE/
FULL BORE BUTTERFLY HANDLE - TEMP RANGE FULL BORE RED PVC COATED STEEL LEVER - TEMP FEMALE - FULL BORE PVC°COATED STEEL LEVER -
-20°C TO + 110°C - 1/4”-1/2” PN40. 3/4”-1” PN32 RANGE -20°C TO + 110°C - 1/4”-1/2” PN40. 3/4"- 1/4”-1/2” PN40. 3/4”-1" PN32. 1.1/4”-2" PN25.
. ) 1” PN32.1.1/4”-2.1/2” PN25. 3”-4” PN16. ) .
Part No. Size Price £ Part No. Size Price £
BE4101-04 e 4.46 PR o, o3 icee BE4331-04 14 4.85
BE4101-06 3/8” 4.46 BE4100-04 1/4” 4.73 BE4331-06 3/8” 4.85
BE4101-08 1/2” 5.96 BE4100-06 3/8” 4.73 BE4331-08 1/2” 5.69
BE4101-12 3/4” 6.85 BE4100-08 1/2” 5.15 BE4331-12 3/4” 9.31
BE4101-16 1”7 7.08 BE4100-12 3/4” 8.19 BE4331-16 1” 13.81
BE4100-16 1”7 12.77 BE4331-20 1.1/4” 20.92
BE4100-20 1.1/4” 19.15 BE4331-24 1.1/2” 33.15
BE4100-24 1.1/2” 28.85 BE4331-32 27 46.69
BE4100-32 2 43.69
BE4175-40 2.1/2” 100.00
BE4175-48 3”7 163.04
BE4175-64 4" 270.04

Push-In Fittings

See
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Brass Ball Valve - EN331 British

Gas Approved

F 0 BOC
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WRAS

NICKEL PLATED BRASS BODY - SCREWED BSP
FEMALE - FULL BORE - YELLOW PVC COATED
STEEL LEVER.TEMP -20°C TO + 110C-1/2” PN40-
3/4”-1" PN32-1 1/4” - 2 1/2” PN25-3" - 4” PN16

Brass Ball'Valve -'EN331 British

Gas Approved
& BOC
l’.t’

NICKEL PLATED BODY - GNP16/WNP40 -
SCREWED BSP FEMALE - GAS TEMPERATURE
-20°C + 70°C - FLUID TEMPERATURE -20°C+ 120C
- FULL BORE - LEVER OPERATION - 1/4”-1/2"

Brass Ball Valve - EN331 British
Gas Approved

A BOC

A e of T Linds G

NICKEL PLATED BODY - GNP16/WNP40 -
SCREWED BSP FEMALE - GAS TEMP -20°C TO +
70°C - FLUID TEMP -20°C TO + 150°C - FULL BORE
- BUTTERFLY HANDLE - 1/4” - 1/2” PN64 - 3/4”-1"

— s S PN64-3/4”-2 1/2” PN40-3” PN32 - 4” PN25 PN40.

BE4181-08 1/2” 6.38 Part No. Size Price £ ‘ Part No. Size Price £
BE4181-12 3/4” 10.08 BE7160-04 1/4” 6.35 BE7164-04 1/4” 6.69
BE4181-16 17 14.85 BE7160-06 3/8” 6.46 BE7164-06 3/8” 6.69
BE4181-20 1.1/4” 24.62 BE7160-08 1/2” 7.46 BE7164-08 1/2” 7.46
BE4181-24 1.1/2” 34.54 BE7160-12 3/4” 10.42 BE7164-12 3/4” 11.19
BE4181-32 2" 51.69 BE7160-16 1” 16.31 BE7164-16 1” 17.04
BE4181-40 2.1/2” 100.00 BE7160-20 11/4” 30.00
BE4181-48 3” 165.38 BE7160-24 11/2” 38.58
BE4181-64 4” 288.46 BE7160-32 2” 56.88

BE7160-40 21/2” 156.62

BE7160-48 3” 215.85

BE7160-64 4" 386.96

Brass Ball Valve - EN331 British

Gas Approved

A BOC

A e of T Linds Gy

WRAS

NICKEL PLATED BODY - GNP16/WNP40 -
SCREWED BSP MALE/FEMALE - GAS TEMP -20°C
TO + 70°C - FLUID TEMP -20°C TO + 150°C - FULL

Brass Ball Valve - EN331 British

Gas Approved
7. 80C i WRAS 2

NICKEL PLATED BODY - GNP16/WNP40 -
SCREWED BSP MALE/FEMALE - GAS TEMP -20°C
TO +70°C - FLUID TEMP -20°C TO + 150°C - FULL

BORE - LEVER OPPERATED - 1/4” - 1/2” PN64- BORE - BUTTERFLY HANDLE-1/4"-1/2" PN64-3/4"-
3/4” -2.1/2” PN40-3” - PN32-4” - PN25. 1” PN40.
Part No. Size Price £ Part No.
BE7220-08 1/2” 8.92 BE7224-04 1/4” 6.46
BE7220-12 3/4” 13.08 BE7224-06 3/8” 6.46
BE7220-16 1” 19.65 BE7224-08 1/2" 8.27
BE7220-20 1.1/4” 33.38 BE7224-12 3/4” 11.69
BE7220-24 1.1/2” 43.38 BE7224-16 1” 17.58
BE7220-32 2" 66.88
BE7220-40 2.1/2” 161.88
BE7220-48 3” 237.12
BE7220-64 g 272.77

Brass Ball Valve - Compression

Ends

A BOC

A e of T Linds Gy

WRAS

COPPER TO COPPER ENDS - NICKEL PLATED BRASS
BODY - FULL BORE - BLUE PVC COATED STEEL
LEVER - TEMPERATURE RANGE -20°C - +110°C.

Part No. Size Price £
BE2441-15 15MM 10.58
BE2441-22 22MM 16.42
BE2441-28 28MM 22.92

Tubes & Hoses

See

Section1 & 16

Section

i
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Brass Ball Valve - Compression

Ends CR Brass Double Check Valve CR Brass Hose Bibtap
& BOC sevsoc  GB 27.8¢ =4~ WRAS
il o

Hu

e, |
N WRAS . WRAS._g e

- Bt
COPPER TO COPPER ENDS - NICKEL PLATED COMPRESSION ENDS CR Brass Hose Bibtap
BRASS BODY - FULL BORE - BLUE PVC COATED : : ; :
Part No. Size. Price £ Part No. Size Price £
BUTTERFLY HANDLE - TEMPERATURE RANGE
-20°C - +110°C. BE2452-15 15MM 13.46 BE2453-08 1/2” 10.38
BE2452-22 22MM 21.54 BE2453-12 3/4” 21.54
Part No. Size Price £ BE2452-28 28MM 44.62
BE2447-15 15MM 10.58
BE2447-22 22MM 16.42
BE2447-28 28MM 22.92

Brass Pressure Reducing Valve'- /B i Reli
CR Brass Hose Bibtap ] ucing Valv Brass/Bronze Spring Safety Relief

Union Ends Valve
#r soc o™ WRAS . & BOC ## - BOC
A b of The Linds Grmup L “ .11::" A b of The Linds Grmup A b of The Linds Grmup
@
fﬁ Qﬂ:
C/W DOUBLE CHECK VALVE BSP FEMALE UNION ENDS WITH GAUGE PORTS - SCREWED BSP FEMALE - PTFE SEAT - UP TO
— s . MAX INLET 25 BAR - MAX OUTLET 1-6 BAR - MAX 12 BAR-180°C - CERTIFIED & CALIBRATED ON
TEMERATURE 80°C REQUEST
BE2453CV-08 1/2" 21.92

Part No. Price £ Part No. Price £
BE1021-08 1/2" 4831 BE1017-08 1/2" 49.38
BE1021-12 3/4” 76.69 BE1017-12 3/4” 61.54
— - - — BE1021-16 1" 82.38 BE1017-16 1 78.15
Brass/ Bronze Sprlng Safety L E BE1021-20 1.1/4” 156.85 BE1017-20 1.1/4” 108.50
BE1021-24 1.1/2” 175.08 BE1017-24 1.1/2” 138.04
Valve BE1021-32 2 281.96 BE1017-32 2 220.65
- BE1017-40 2.1/2” 442.12

A BOC BE1017-48 3” 730.77

bt o T Lin G

SCREWED BSP FEMALE - METAL SEAT - CAP TOP
- UP TO 12 BAR-180°C - CERTIFIED & CALIBRATED o BOC
ON REQUEST At el e |
Part No. Size Price £ I
BE1018-08 1/2” 59.12 1
BE1018-12 3/a” 78.54
BE1018-16 17 101.23
BE1018-20 1.1/4” 145.35
BE1018-24 1.1/2” 172.46 SCREWED BSP FEMALE - PTFE SEAT - WITH TEST LEVER - UP TO 12 BAR-180°C - CERTIFIED & CALIBRATED
BE1018-32 2” 253.04 ON REQUEST
BE1018-40 2.1/2” 576.50 —— - —
BE1018-48 3” 629.54
BE1017L-08 1/2” 49.38
BE1017L-12 3/4” 61.54
BE1017L-16 1” 78.15
BE1017L-20 1.1/4” 108.50
BE1017L-24 1.1/2" 138.04
BE1017L-32 2" 220.65
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Brass Ball Valve with Hose Union Brass Mini Ball Valve Brass Mini Ball Valve

A BOC

st of e Linds Gomp

## BOC WRAS ##  BOC

st of e Linds Gomp st of e Linds Gomp

WRAS, ;s

Nickel plated body - Lever operated - Brass Mini Ball Valve - Gas Approved Polished Chrome Plated Finish - PN16 - BSP
Temperature range -20°c +110°c Compression Mini 3 Polished Chrome Plated Male/Female. Reduced Bore - Butterfly Handle -
Finish - PN16 - BSP Female/Female. Reduced Temperature Range -102C +90°C
ar 0. rice
Bore - Butterfly Handle - Temperature Range ) )
BE5600-08 1/2” 9.00 _109(: +902C Part No. Size Price £
BE5600-12 3/a” 14.15 BE4003-02 1/8” 4.46
Part No. Size Price £ ”
BE5600-16 1 19.58 ‘ BE4003-04 1/4 4.46
BE4002-02 1/8” 4.46 BE4003-06 3/8” 4.46
BE4002-04 1/4” 4.46 BE4003-08 1/2” 4.81
BE4002-06 3/8” 4.46 BE4003-12 3/a” 5.38
BE4002-08 1/2” 481

BE4002-12 3/4” 5.38

Brass Mini Ball Valve

SFF BOC

N P

Brass Ball Valve - Standard

B Mini Ball Val
rass Mini Ball Valve Pattern

4 l""‘"’iﬁ.ﬁ;ﬁ i BOC

A bkt ot T L G

A BOC

it o T Lin G

WRA %ﬁ;ﬁ

Polished Chrome Plated Finish - PN16 - BSP
Female/Female. Reduced Bore - with Screwdriver
Slot - Temperature Range -102C +902C

Part No. Size Price £

BE4004.02 e 246 Polished Chrome Plated Fi.nish - PN16.- BSP Male/ Nickel Plated Body - Screwed BSP Male/Female.

p——— e e Female. Reduced Bore - with Screwdriver Slot - Full Bore - Butterfly Handle - Temperature Range

Temperature Range -102C +902C -202C +1109C - 1/4” -1/2” PN40 - 3/4” - 1” PN32

BE4004-06 3/8” 4.46

BE4004-08 1/2” 4.73 Part No. Size Price £ Part No. Size Price £

BE4004-12 3/4” 5.38 BE4005-02 1/8” 4.46 BE4334-04 1/4” 6.31
BE4005-04 14" 4.46 BE4334-06 3/8” 631
BE4005-06 3/8” 4.46 BE4334-08 1/2” 6.69
BE4005-08 1/2” 473 BE4334-12 3/a” 8.65
BE4005-12 3/4” 5.38 BE4334-16 1 12.62

Brass Ball Valve - Vented

Brass Ball Valve - With Built In Locking Device

F¥ BOC WMQ; 553

T BOC it o T Lin G

st of e Linds Gomp

Nickel Plated Body - PN12 - Screwed BSP Female | .%
- Full Bore - Lever Operated - Temperature Range
02C +802C
Part No. Size Price £
BE2351-04 1/4” 24.42 Nickel Plated Body - PN40 - Screwed BSP Female - Full Bore - Temperature Range -202C +1502C - British
BE2351-06 3/8” 29.31 Gas Approved
BE2351-08 1/2 27.12 part No. Price £
BE2351-12 3/4” 36.31
BE7514-08 1/2” 47.77
BE2351-16 1 49.85
BE2351-20 1.1/4” 78.85 BE7514-12 3/4 54.88
BE7514-16 1” 66.69
BE2351-24 1.1/2” 116.62
BE2351-32 2 173.19
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Brass Ball Valve - Vented With
Locking Lever

Brass Ball Valve - With Locking
Lever

A BOC

it o T Lin G

A BOC

it o T Lin G

Nickel Plated Body - Screwed BSP Female - Full
Bore - PADLOCK NOT INCLUDED

Nickel Plated Body - Screwed BSP Female - Full
Bore - Yellow Lever - PADLOCK NOT INCLUDED

Brass Spring Check Valve - Acetal
Disc

A BOC

it o T Lin G

Screwed BSP Female - Opening Pressure 1 Psi
- NBR Gasket Temperature Range -102C +110°C -
Pressure 1/4” -1” 16 Bar-11/4” -2” 10Bar-2

Part No. Size Price £ Part No. Size Price £ 1/2” _ar 8 Bar
BE2312-08 1/2" 7.15 BE2353-04 1/4” 23.00
BE2312-12 3/a” 1023 BE2353-06 3/8” 21.85 bartiNo: S13 PiiEe
BE2312-16 1” 16.23 BE2353-08 1/2” 21.85 BE2280-04 1/4” 6.35
BE2312-20 1.1/4” 24.92 BE2353-12 3/4” 31.85 BE2280-06 3/8” 6.35
BE2312-24 1.1/2” 34.31 BE2353-16 1” 41.08 BE2280-08 1/2” 5.38
BE2312-32 2" 52.50 BE2280-12 3/4” 6.92
BE2312-40 21/2" 124.00 BE2280-16 1” 8.85
BE2312-48 3”7 187.77 BE2280-20 1.1/4” 12.69
BE2313-64 4 303.69 BE2280-24 1.1/2" 18.46
BE2280-32 2" 26.54
BE2280-40 2.1/2" 63.38
Brass Ball'Valve Compression Brass Ball Valve Compression :Z::Z:Z Z 17;188

A BOC

it o T Lin G

A BOC
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Copper to Copper Ends - Nickel Plated Brass
Body - Full Bore. RED PVC Coated Steel Lever -
Temperature Range -202C +110°C

Copper to Copper Ends - Nickel Plated Brass Body
- Full Bore. RED Butterfly Handle - Temperature
Range -20°C +1102C

Brass Ball Valve Three Way T Port

A BOC

A s of T Linds

Part No. Size Price £ Part No. Price £
Nickel PI B - PN40 - Screwed BSP Femal
BE2440-15 15MM 10.58 BE2446-15 15MM 10.58 cke ated Ody 0 - Scre Ed s emale
- Reduced Bore - Lever Operated - T-Port -
BE2440-22 22MM 16.42 BE2446-22 22MM 16.42
Temperature Range -102C +120°C
BE2440-28 28MM 22.92 BE2446-28 28MM 22.92
Part No. Size Price £
BE5310T-04 1/4” 40.38
BES310T-06 3/8” 4038
BE5310T-08 1/2” 40.38
Brass Ball Valve Three Way L Port /
BE5310T-12 3/4” 45.38
BE5310T-16 g 78.85
BE5310T-20 1.1/4” 109.62
A BOC
A bt o i Ll g BE5310T-24 1.1/2” 204.88
BE5310T-32 2 278.85
Nickel Plated Body - PN40 - Screwed BSP Female - Reduced Bore - Lever Operated - L-Port - Temperature
Range -102C +120°C
Part No. Price £
BE5311L-04 1/4” 40.38 - N
BE5311L-06 3/8” 40.38

BE5311L-08 1/2” 40.38

BE5311L-12 3/4” 45.38

BE5311L-16 1” 78.85

BE5311L-20 1.1/4” 109.62

BE5311L-24 1.1/2” 204.88

BE5311L-32 2" 278.85

Legris
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Valves-Ball, Slide, Check, NRV etc

Slide Valve - On/Off Type Hand Slide Valve Non Return Valve
.h
\
E
Brass Valves - Female BSPP x Female BSPP Brass Valves - Male BSPT x Female BSPP - Vented Brass Valves - Female BSPP x Female BSPP - Brass
- Aluminium Sleeve - Chrome Nickel Plated - Medium: Air - Operating Pressure Range: Nickel Plated Body - Ring NBR - Temperature
Stem - Free Exhaust To Atmosphere - Maximum 0-9.9kgf/sq.cm - Temperature Range: -5°C to Range: -18°C to +70°C - Pressure Range: Min:
Pressure: 10bar - Temperature Range: -18°C to +60°C 0.2bar Max: 8bar
+70°C ) ) ) )
Part No. Size Price £ Part No. Size Price £
e (e ikie s VMFSL04 14 1017 VN5M M5 417
VSLIDEO2 1/8” 8.94 VMFSLO6 3/8” 11.57 VNO02 1/8” 3.88
VSLIDEO4 1/4” 10.49 VMFSLO8 1/2” 21.92 VNO04 1/4” 4.80
VSLIDEO6 3/8” 13.16 VMFSL12 3/4” 25.46 VNO6 3/8” 10.46
VSLIDEO8 1/2” 15.94 VNO8 1/2” 10.76

fAIGNEP IAIGNEP

Non Return Valve Check Valve Mesh Filter

Brass Valves - Male BSPT x Female BSPP - Brass Brass Valves - Spring Action - Brass Finish - Brass Valves - Suitable For Check Valves - Stainless
Nickel Plated Body - Ring NBR - Temperature Temperature Range: -10°C to +120°C - Cracking Steel - Temperature Range: -10°C to +120°C

Range: -18°C to +70°C - Pressure Range: Min: Pressure: 0.5psi - PN16
0.2bar Max: 8bar

Part No. Size Price £
Part No. Price £

'Brass Fittings arein Section 8

s © A

. o ﬁ“- ’

VCFMO06 3/8” 2.22
Part No. Size Price £ vcoa 1/4” 4.54 VCFMO8 172" 2.45
VNMF5M M5 4.29 VCo6 3/8” 4.54 VCFM12 3/4” 2.98
VNMF02 1/8” 4.09 vCcos 1/2” 4.61 VCFM16 1” 3.47
VNMF04 1/4” 5.04 VvC12 3/4” 4.98 VCFM20 1.1/4” 4.37
VNMF06 3/8” 10.99 VCi6 1”7 5.40 VCFM24 1.1/2” 5.09
VNMFO08 1/2” 11.27 VC20 1.1/4” 8.38 VCFM32 2" 6.76
vca4 1.1/2” 12.74
VvC32 2" 18.40
vcao 2.1/2” 41.55
gmmEP vcas 3” 55.96
VCe4 4" 93.76
\
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57 | Valves-Ball, Slide, Check, NRV etc

Swing Check Valve Y Strainer Quick Exhaust Valve

Brass Valves - Female BSPP x Female BSPP - Brass Brass Valves - Stainless Steel Mesh - Mesh Size Brass Valves - Nickel Plated Body - Fluids:
Finish - Metal To Metal Seats - Temperature 1.5mm - Temperature Range: -10°C to +120°C - Compressed Air - Working Pressure: 0.3 to 10bar
Range: -10°C to +100°C PN16 - Temperature Range: -18°C to +70°C
Part No. Size Price £ Part No. Size Price £ Part No. Size Price £
VSC06 3/8” 3.99 Vs04 14" 5.75 VQE5SM M5 4.15
vscos 1/2” 4.82 Vs06 3/8” 5.75 VQE02 1/8” 5.55
vsc12 3/4” 6.07 V508 1/2” 3.75 VQE04 1/4” 6.82
VsC16 1 9.05 vs12 3/a” 5.13 VQEO6 3/8” 8.04
VsC20 1.1/4” 13.37 V516 1 7.45 VQE08 1/2” 11.52
vsc24 1.1/2” 14.85 vs20 1.1/4” 15.54 VQE12 3/4” 15.80
VsC32 2’ 21.54 vs24 1.1/2” 20.23
vs32 2 35.94

Quick Exhaust Valve Seal Bronze Globe Valve
I z 'I
Brass Valves - Material: NBR Brass Valves - Female BSPT x Female BSPT - Brass Brass Valves - PN16, Screwed BSP Female - PTFE
— P Finish - Temperature Range:-20°C to +100°C - Disc Seat - Temperature: up to 200°C
PN20 )
VQESMS5 M5 1.30 Part No. BSPP Female Thread Price £
VQES02 1/8” 139 Ceut ke, TriEe VBGLOG 3/8” 20.25
VQES04 1/4” 171 VGAO4 14" 2.45 VBGLOS 1/2" 17.09
VQES06 3/8” 2.07 VGAOG 3/8” 3.25 VBGL12 3/a” 19.70
VQES08 1/2” 2.54 VGA08 1/2” 3.25 VBGL16 1 25.03
VQES12 3/4” 3.05 VGA12 3/4” 4.95 VBGL20 1.1/4” 36.33
VQES16 1 13.42 VGA16 1 6.95 VBGL24 1.1/2” 51.79
VGA20 1.1/4” 9.95 VBGL32 2’ 65.54
VGA24 1.1/2" 13.02
VGA32 2 19.99
VGA40 2.1/2" 39.00
VGA48 3 59.95
VGAG4 rg 84.95

Malleable Iron
Fittings

Section 11




Valves-Ball, Slide, Check, NRV etc

Bronze Globe Valve

=
.

Brass Valves - Conforms to BS 5154 - PN32
Series B/NM - Non Metallic Renewable Disc -
BSPT Female Thread - Suitable for Heating and
Ventilation Applications - Maximum Pressure:
14bar @ 198°C and 32bar @ 100°C

Compression Ball Valve

Brass Valves - Nickel Plated Body - Compression
Ends - Copper To Copper Ends - Red PVC Coated
Lever Handle - Full Bore - Temperature Range:
-20°C to +110°C

Compression Ball Valve

Brass Valves - Tube To Tube - Nickel Plated Body -
Compression Ends - Copper To Copper Ends - Red

‘T’ Handle - Full Bore - Temperature Range: -20°C
to +110°C

Spring Loaded Safety Relief Valve

Brass Valves - Male BSPT - Spring Ranges To Cover
0 - 16bar Available - Calibrated On Request With
Manual Testing £8.50 per valve (nett) - 2 - 3 Day
Delivery - Note : Other Sizes also Available

Relief Pressure

Part No. Size (bar) Price £
VPR02/0-2 1/8” 02 12.80
VPR02/2-8 1/8” 2-8 12.80
VPR02/8-12 1/8” 8-12 12.80
VPR04/0-2 1/4” 02 12.80
VPR04/2-8 1/4” 2-8 12.80
VPR04/8-12 1/4” 8-12 12.80

VPR04/12-16 1/4” 12-16 12.80
VPR06/0-8 3/8” 0-8 20.06
VPR06/8-12 3/8” 8-12 20.06

VPR06/12-18 3/8” 12-16 20.06
VPR08/0-8 1/2” 0-8 27.37
VPR08/8-12 1/2” 8-12 27.37

VPR08/12-18 1/2“ 12-18 27.37

Brass Valves - T Port - Reduced Bore - Lever
Operated - Nickel Plated body - Temperature
Range:-10°C to +120°C - PN40 - Female BSPP x
Female BSPP

Part No. BSPP Female Thread Price £ VLCOM15 15 5.34 VTCOM15 15 534
VGLHO04 1/4” 36.95 VLCOM22 22 7.75 VvTcom22 22 6.88
VGLHO06 3/8” 44.90 vLcOM28 28 9.88 vTcomas 28 9.99
VGLHO08 1/2” 30.95

VGLH12 3/4” 43.45

VGLH16 1”7 61.91

VGLH20 11/4” 2163 Three Way Ball Valve - T Three Way Ball Valve - L
VGLH24 1.1/2” 126.67

VGLH32 27 200.46

Brass Valves - L Port - Reduced Bore - Lever
Operated - Nickel Plated body - Temperature
Range:-10°C to +120°C - PN40 - Female BSPP x
Female BSPP

Part No. Size Price £ Part No. Size Price £
VTPO4 1/4” 21.95 VLPO4 1/4” 20.76
VTPO6 3/8” 21.95 VLPO6 3/8” 20.76
VTPO8 1/2” 21.95 VLPO8 1/2” 20.76
VTP12 3/4” 31.49 VLP12 3/4” 31.49
VTP16 1” 44.73 VLP16 1” 44.73
VTP20 1.1/4” 62.64 VLP20 11/4” 62.64
VTP24 1.1/2” 105.33 VLP24 11/2” 105.66
VTP32 2" 146.36 VLP32 2" 146.36

Panel Mount Ball Valve

Brass Valves - BSPP Female Thread - Seat:
Graphite Rilsan - O’ Ring: Nitrile - Lever Operated
- Rated Pressure: 20bar

Self Closing Lever Ball Valve-
Bronze

—

PN16 - Screwed BSP Female - PTFE Disc - Stainless
Steel Spring - Temperature Range : Up to 200°C

Part No. Size Price £

Part No. BSPP Female Thread Price £ BE1003-08 12 100.38
4460410 1/8” 28.19 BE1003-12 3/4” 149.58
4460713 1/4” 26.95 BE1003-16 1” 182.46
4461017 3/8” 3218 BE1003-20 1.1/4” 303.73
4461321 1/2” 33.50 BE1003-24 1.1/2” 339.96
BE1003-32 2” 602.19

11
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Bronze Body Globe Valve -
Flanged

A BOC

st of e Linds Gomp

AVAILABLE PN6 - PN10 - PN16 - ASA150 - BS10
D/E - FLANGED ENDS - GRAPHITE SEATS/SEALS
- CAST HANDLE - ALSO AVAILABLE UNDRILLED.
PRICES BELOW APPLY TO PN16 DRILLED

Bronze Body Gate Valve -
Flanged

A BOC

st of e Linds Gomp

AVAILABLE PN6 - PN10 - PN16 - ASA150 - BS10
D/E - NON RISING STEM - CAST HANDLE - ALSO
AVAILABLE UNDRILLED.PRICES BELOW APPLY TO
PN16 DRILLED

Bronze LG2 Body Globe Valve -
PN32

A BOC

st of e Linds Gomp

INTEGRAL SEAT - NON-METALIC DISC - BSP
FEMALE BS21 - CAST HANDWHEEL - MAXIMUM
14 BAR @ 198°C- 32 BAR @ 100°C

Part No. Size Price £
Part No. Size Price £ Part No. Size Price £ ‘ BE1530-04 1/a” 18.23
BE1051-08 1/2” 112.81 BE1151-08 1/2” 112.81 BE1530-06 3/8” 18.23
BE1051-12 3/4” 155.54 BE1151-12 3/4” 123.08 BE1530-08 1/2” 21.04
BE1051-16 1”7 189.73 BE1151-16 1” 143.46 BE1530-12 3/4” 32.38
BE1051-20 1.1/4” 278.62 BE1151-20 1.1/4” 203.42 BE1530-16 1” 53.42
BE1051-24 1.1/2” 323.08 BE1151-24 1.1/2” 259.85 BE1530-20 1.1/4” 76.85
BE1051-32 2" 420.50 BE1151-32 2" 336.77 BE1530-24 1.1/2” 106.88
BE1051-40 2.1/2” 641.04 BE1151-40 2.1/2” 540.15 BE1530-32 2” 168.42
BE1051-48 3” 800.00 BE1151-48 3” 656.42
BE1051-64 4” 1528.19 BE1151-64 4" 1148.73

Bronze LG2 Gate Valve - PN20

A BOC

it o T Lin G

PN20 - SCREWED BSP FEMALE - CAST
HANDWHEEL - TEMPERATURE RATING -20°C -
+100°C @ 20 BAR - +180°C @ 9 BAR.

Bronze Gate Valve Lockshield

5

A BOC
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PN20 - SCREWED BSP FEMALE - TEMPERATURE
RATING -20°C - +100°C @ 20 BAR - +180°C @ 9
BAR.

Lugged And Tapped Butterfly

Valve - EPDM Liner

A BOC

it o T Lin G

EPOXY COATED DUCTILE IRON BODY - STAINLESS
STEEL 316 DISC - 1ISO5211 TOP - MAX PRESSURE
16 BAR - TO FIT FLANGES - PN16 - TEMPERATURE
RANGE -10°C TO +120°C

Part No. Size Price £ Part No. Price £
BE1520-08 1/2 1335 BE1520L5-08 12" 1335 Bange: RS Prie
BE1520-12 3/4” 19.04 BE1520LS-12 3/4” 19.04 BE9912-32 2" 89.23
BE1520-16 1” 24.31 BE1520LS-16 1”7 24.31 BE9912-40 2.1/2” 105.00
BE1520-20 1.1/4” 31.58 BE1520LS-20 1.1/4” 31.58 BE9912-48 3” 116.19
BE1520-24 1.1/2” 48.58 BE1520LS-24 1.1/2” 48.58 BE9912-64 4" 161.54
BE1520-32 2”7 70.85 BE1520LS-32 27 70.85 BE9912-80 5” 211.54
BE1520-40 2.1/2” 132.81 BE9912-96 6” 248.08
BE1520-48 3” 196.77
BE1520:60 33562 Keys For

Lockshield

Valves Are

For

=R
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Wafer Pattern Butterfly Valve -

Butterfly Valve

EPDM Liner

A BOC

st of e Linds Gomp

EPOXY COATED DUCTILE IRON BODY - STAINLESS
STEEL 316 DISC - 1SO5211 TOP - MAX PRESSURE
16 BAR - TO FIT FLANGES - PN10/16 -
TEMPERATURE RANGE -10°C TO +120°C

Brass Valves - Wafer Pattern - Epoxy Coated
Ductile Iron Body - Stainless Steel 316 Disc -
Stainless Steel 420 Shaft - EPDM Liner - Lever

Operated (Bare Shaft or Gear Box 10” & 12”)
-1SO 5211 Top For Direct Mount Actuation -

Butterfly Valve

Brass Valves - Lugged And Tapped - Epoxy Coated
Ductile Iron Body - Stainless Steel 316 Disc -
Stainless Steel 420 Shaft - EPDM Liner - Lever
Operated (Bare Shaft or Gear Box 10” & 12”) - ISO
5211 Top For Direct Mount Actuation - PN16

Part No. Size Price £
Temperature Range: -10°C to +100°C - PN16 Drillings (PN10 available on 8”) - Temperature
BE9911-32 il 6346 | | Rated - To Suit PN6, 10 & 16 Range: -10°C to +100°C - PN16 Rated
BE9911-40 2.1/2" 75.00
BE9911-48 3" 86.54 Part No. Size Price £ Part No. Size Price £
BE9911-64 & 126.92 VWPB32 2 37.04 VLTB32 2 48.99
BE9911-80 5 175.38 VWPB40 2.1/2" 4417 VLTB40 2.1/2" 54.58
BE9911-96 6 221.15 VWPB48 3" 46.94 VLTB48 3" 61.87
VWPB64 4 64.44 VLTB64 4 86.39
VWPBS0 5" 94.63 VLTB30 5" 112.38
VWPBI6 6" 115.43 VLTB96 6" 124.51

Needle Valves

Needle Valve e Brass

Needle Valves - BSPP Female Ends - Forged

Brass Body - Brass/Stainless Steel - 304 Spindle -
Integral Bonnet - Stainless Steel Packing Washers
- 6000 psi @ 100°C

Needle Valve - Stainless

Needle Valves - Stainless Steel - Metric O/D

Compression Ends - Twin Ferrule - Tee Handle -
6000 psi @ 100°C

Needle Valve - Stainless

Needle Valves - Stainless Steel 316 - BSPP Female
Ends - Positive Shut Off - Bar Stock AISI 316,

PTFE - Graphoil Packing - Tee Handle - 6000psi

@ 100°C

Part No. Size Price £
VNE02 1/8” 16.65
VNEO4 1/4” 16.68
VNEO6 3/8” 18.26
VNE08 1/2” 24.34

Part No. Tube O/D (mm) Price £
SSVNEMCOMO6 6 55.54 FEGE0Ye Gz RricetE
SSVNEMCOMOS 8 56.30 SSVNEO4 1/ 31.27
SSVNEMCOM10 10 62.58 SSVNEOG 3/8 36.45
SSVNEMCOM12 12 68.90 SSVNEOS 12" 47.39
SSVNE12 3/a” 86.10
SSVNE16 1 129.60

see Section 10 rr Stainless Fittings

Section
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. Stainless Steel Needle Valve -
Needle Valve - Stainless Brass Needle Valve - BSPP.

BSPP

A BOC

A bkt ot T L G

A BOC

e of The Linde Grmg

Needle Valves - Stainless Steel - 6000 psi @ 100°C BSPP Female/Female - Forged Brass Body - Brass/ BSPP Female/Female Ends - Positive Shut Off -

- Imperial O/D Compression Ends - Twin Ferrule Stainless Steel 304 Spindle - Integral Bonnet Body Bar Stock A479-316 - PTFE/Graphoil Packing
- Tee Handle - Stainless Steel Packing Washers - 1800psi @ - Tee Handle - 6000psi @ 1002C
) 100°C : .

Part No. Tube O/D Price £ Part No. Size Price £
SSVNEICOMO4 12 62.55 Pasdble, 513 icee BES720-04 14" 50.19
SSVNEICOMO06 3/8” 62.58 BE8701-02 1/8” 23.85 BE8720-06 3/8” 66.31
SSVNEICOMO08 1/2" 68.90 BE8701-04 1/4” 23.85 BES720-08 1/2" 85.88
BE8701-06 3/8” 2831 BE§720-12 3/a” 130.23

BE8701-08 1/2” 36.50 BE8720-16 1 194.23

Carbon Steel Needle Valve - Double Acting

Carbon Steel Needle Valve - Single Acting

] ]
\ -

Hydraulic Valves - Uni-directional (Controlled Flow one way -DIN / 1SO 228) Hydraulic Valves - Bi-directional (Controlled Flow both ways-DIN/ISO 228) -

- Flow Control With Reverse Flow - 350bar Rated - Materials: Body: Steel Flow Control & Shut Off - 350bar Rated - Materials: Body: Steel 9SMn28K

9SMn28K - Stem: Steel - Stem Seal: Nitrile - Temperature Range: -10°C to - Stem: Steel - Stem Seal: Nitrile - Temperature Range: -10°C to +100°C -

+100°C - Control Knob: Nylon Control Knob: Nylon
Part No. BSPP Female Thread Pressure (bar) Pr;ce Part No. BSPP Female Thread Pressure (bar) Prtizce
HVNEU04 1/4” 350 34.11 HVNEB04 1/4” 350 28.26
HVNEU06 3/8” 350 39.34 HVNEBO6 3/8” 350 31.54
HVNEU08 1/2” 350 52.36 HVNEB08 1/2” 350 40.70
HVNEU12 3/4” 350 84.96 HVNEB12 3/4” 350 61.67
HVNEU16 17 350 151.07 HVNEB16 1 350 117.43

Stainless Valves

Mini Ball Valve Stainless Mini Ball Valve e Stainless

Stainless Steel Valves - Female BSPP x Female BSPP Stainless Steel Valves - BSPT Male x Female BSPP
Part No. Part No.
SSVMO04 1/4” 22.71 SSVMMF04 1/8” 22.71
SSVMO06 3/8” 22.71 SSVMMFO06 3/8” 22.71

SSVMO08 1/2” 24.11 SSVMMFO08 1/2” 25.23
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One Piece Ball Valve

Stainless Steel Valves - Female BSPP x Female BSPP - Reduced Bore - Body
And Ball: ASTM A351 CF8M - 15% RPTFE Seats And Seals - Anti Blowout Stem
- Lever Device Stainless Steel 304 - Stem And Gland Nut: Stainless Steel 316

- Locking Lever Handle - Working Pressure: 1/4-1.1/4 = 1000psi, 1.1/2”-2" =
800psi - Temperature Range: -50°C to +230°C

Two Piece Ball Valve

Stainless Steel Valves - Female BSPP x Female BSPP - Full Bore - Body And
Ball: ASTM A351 CF8M - 15% RPTFE Seats And Seals - Anti Blowout Stem -
Lever Device Stainless Steel 304 - Stem And Gland Nut: Stainless Steel 316
- Locking Lever Handle - Working Pressure: 1/4-1.1/4 = 1000psi, 1.1/2”-2" =
800psi - Temperature Range: -50°C to +230°C

Part No. Size Brice Part No. Brice
£ £
Ssvi104 1/4” 7.80 SSV204 1/4” 11.45
SSV106 3/8” 8.49 SSV206 3/8” 11.45
SSV108 1/2” 9.31 SSV208 1/2” 12.05
SSsvi112 3/4” 12.42 SSV212 3/4” 15.14
SSV116 1” 15.14 SSV216 1” 21.12
SSV120 1.1/4” 21.95 SSV220 1.1/4” 28.43
Ssvi24 1.1/2” 27.19 SsvV224 1.1/2” 41.60
SSV132 2" 34.15 SSV232 2" 65.23

Three Piece Ball Valve

Stainless Steel Valves - Female BSPP x Female BSPP - Full Bore - Body And
Ball: ASTM A351 CF8M - 15% RPTFE Seats And Seals - Anti Blowout Stem

- Lever Device Stainless Steel 304 - Stem And Gland Nut: Stainless Steel 316 -
Locking Lever Handle - Working Pressure: 1/4” to 4” = 1000psi - Temperature
Range: -50°C to +230°C

T Handle Ball Valve

Stainless Steel Valves - Female BSPP x Female BSPP - Reduced Bore - Body
& Ball: ASTM A351 CF8M - Stem & Gland Nut: Stainless Steel 316 - 15%
RPTFE Seats + Seals - Anti Blowout Stem - Lever Device: Stainless Steel

304 - Temperature Range: -150°C to +230°C - Working Pressure: 1/4” to 1” -
1000psi

Part No. Size Pr;:ce Part No. Size Préce
SSV304 1/4” 16.80 SSVT104 1/4” 11.45
SSV306 3/8” 16.80 SSVT106 3/8” 11.45
SSV308 1/2” 17.34 SSVT108 1/2” 12.05
SSv312 3/4” 22.55 SSVT112 3/4” 15.14
SSV316 1” 29.98 SSVT116 1” 21.12
SSV320 1.1/4” 34.99
SsV324 1.1/2” 58.90
SSV332 2" 62.42
SSV340 2.1/2” 159.68
SSV348 3” 245.52
SSV364 g 414.44

Hydraulic Adaptors are in Section 5

Section
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Spring Check Valve

Stainless Steel Valves - Female BSPP x Female
BSPP - Stainless Steel 304 Body - Stainless Steel
302 Spring - Viton Seal - Temperature Range:
-10°C to +180°C - Pressure Range: 0.03 to 16bar

Swing Check Valve

Stainless Steel Valves - Female BSPP x Female
BSPP - Class 200 - Body, Cap & Disc:ASTM A351
CF8M - Disc Retaining Nut: Stainless Steel

316 - Working Pressure: 200psi - Maximum
Temperature: 230°C

Y Strainer

Stainless Steel Valves - Female BSPP x Female
BSPP - Generally Fitted With 1mm Stainless Steel
316 Screen - Teflon Cap Gasket - Rated PN40 -
Body & End Cap: ASTM A351 CF8M - Maximum
Temperature: 230°C

Part No. Size Price £
SSVC04 1/a” 19.20 Part No. Size Price £ ‘ Part No. Size Price £
SSVC06 3/8” 19.20 SSVSCo4 1/4” 24.30 SSVS08 1/2” 19.09
SSvCo8 1/2” 19.20 SSVSC06 3/8” 24.30 SSVs12 3/4” 23.22
Ssvc12 3/a” 26.60 SSVSC08 1/2" 24.30 SSVS16 1” 32.79
SSVC16 17 30.75 SSVSC12 3/4” 31.99 SSVS20 1.1/4” 44.19
SSVC20 11/4” 41.64 SSVSC16 1”7 35.01 SSVs24 1.1/2” 51.60
ssvcaa 11/2” 56.67 SSVSC20 1.1/4” 55.62 SSVS32 2” 88.73
SSVC32 2" 99.24 Ssvsc24 1.1/2” 61.97

SSVSC32 2" 77.52

Three Way L Port Ball Valve

Stainless Steel Valves - Female BSPP x Female
BSPP - Reduced Bore - Body And Ball: ASTM A351
CF8M - 15% RPTFE Seats And Seals - Anti Blowout
Stem - Lever Device Stainless Steel 304 - Stem
And Gland Nut: Stainless Steel 316 - Locking
Lever Handle - L Port - ISO Direct Mounting -
Working Pressure: 800psi - Temperature Range:

Three Way T Port Ball Valve

Stainless Steel Valves - Female BSPP x Female
BSPP - Reduced Bore - Body And Ball: ASTM A351
CF8M - 15% RPTFE Seats And Seals - Anti Blowout
Stem - Lever Device Stainless Steel 304 - Locking
Lever Handle - Stem And Gland Nut: Stainless
Steel 316 - T Port - ISO Direct Mounting - Working
Pressure: 800psi - Temperature Range: -50°C to

Gate Valve

MI

Stainless Steel Valves - Female BSPP x Female
BSPP - Body, Bonnet & Wedge ASTM A351 CF8M -
Screw & Gland: Stainless Steel 316 - Inside Screw
- Wedge Type - Non Rising Stem - Handwheel
Operated - Class 600 - Maximum Temperature:
230°C - Maximum Pressure: 200psi

50°C to +230°C +230°C Part No. Size Price £
Part No. Size Price £ Part No. Size Price £ :::2::: Z:n zz::
SSVLPO4 1/4” 48.34 SSVTPO4 1/4” 48.34 SSVGA12 3/4” 39.81
SSVLPO6 3/8” 48.34 SSVTPO6 3/8” 4834 SSVGA16 1” 48.88
SSVLPO8 1/2” 51.28 SSVTPOS 1/2” 51.28 SSVGA20 1.1/4” 66.83
SSVLP12 3/4” 65.94 SSVTP12 3/4” 68.29 SSVGA24 11/2” 92.25
SSVLP16 1” 88.21 SSVTP16 1”7 86.21 SSVGA32 27 111.78
SSVLP20 1.1/4” 103.44 SSVTP20 1.1/4” 119.80
SSVLP24 1.1/2” 162.33 SSVTP24 1.1/2” 159.28
SSVLP32 2" 277.20 SSVTP32 2" 277.20

A new feature of this catalogue is that many of our customers

sometimes need product to be consistent in design and

dimensions.

May we suggest that you use the products from 21/4 onwards
or where you see the BOC logo on the right. Full data sheets for
these products are available on request.

)7 BOC

A Member of The Linde Group
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Y-Type Strainer

A BOC
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PN16 SCREWED BSP FEMALE - STAINLESS STEEL
MESH - TEMP RANGE -10°C TO + 120°C

Stainless Steel Ball Valve - One-

Piece

A BOC

e —
e g - B
- P s
SCREWED BSP ENDS - REDUCED BORE - BODY
+ BALL ATSM A351 CF8M - STEM + GLAND NUT
STAINLESS STEEL 316 - PTFE SEATS & SEALS -

Stainless 'Steel Ball' Valve - Two-

Piece

A BOC
e ol T L Gy
SCREWED BSP ENDS - FULL BORE - BODY +
BALL ATSM A351 CF8M - STEM + GLAND NUT
STAINLESS STEEL 316 - PTFE SEATS & SEALS -

Ferthie: >t @858 | ANTI-BLOWOUT STEM - LEVER + LOCKING DEVICE | | ANTI-BLOWOUT STEM - LEVER + LOCKING DEVICE
BE2500-04 i .27 STAINLESS STEEL 304 - RATED 1000 PSI. STAINLESS STEEL 304-RATED 1000 PSI.
BE2500-06 3/8” 7.27
BE2500-08 172" 2.88 Part No. Size Price £ Part No. Size Price £
BE2500-12 3/4” 7.58 BE6100-04 1/4” 8.85 BE6200-04 1/4” 14.65
BE2500-16 1” 10.81 BE6100-06 3/8” 10.19 BE6200-06 3/8” 14.65
BE2500-20 1.1/4” 20.08 BE6100-08 1/2” 12.69 BE6200-08 1/2” 16.46
BE2500-24 1.1/2” 26.15 BE6100-12 3/4” 16.27 BE6200-12 3/4” 22.35
BE2500-32 2" 46.04 BE6100-16 1” 20.73 BE6200-16 1” 32.50
BE2500-40 2.1/2” 91.04 BE6100-20 1.1/4” 28.46 BE6200-20 1.1/4” 47.73
BE2500-48 3” 126.35 BE6100-24 1.1/2” 35.12 BE6200-24 1.1/2” 77.23
BE6100-32 27 52.81 BE6200-32 27 97.62
BE6200-40 2.1/2” 200.00
BE6200-48 3” 272.12
BE6200-64 4" 637.12

Stainless Steel Ball Valve - Two-
Piece - With Spring Close Lever

A BOC
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SCREWED BSP ENDS - FULL BORE - BODY +

BALL ATSM A351 CF8M - STEM + GLAND NUT
STAINLESS STEEL 316 - PTFE SEATS & SEALS -
ANTI-BLOWOUT STEM - LEVER + LOCKING DEVICE
- STAINLESS STEEL 304-RATED 1000 PSI.

Stainless Steel Ball Valve - Two-
Piece Male/Female

A BOC

it o T Lin G

SCREWED BSP ENDS - FULL BORE - BODY +

BALL ATSM A351 CF8M - STEM + GLAND NUT
STAINLESS STEEL 316 - PTFE SEATS & SEALS -
ANTI-BLOWOUT STEM - LEVER + LOCKING DEVICE
- STAINLESS STEEL 304-RATED 1000 PSI.

Price £ ‘

Stainless Steel Ball Valve -
Flanged PN16

A BOC

it o T Lin G

FLANGED PN16-DIN3202 F4 - FULL BORE - BODY
+ BALL ASTM A351 CF8M - STEM + GLAND NUT
STAINLESS STEEL 316 - PTFE SEATS & SEALS -
FIRESAFE DESIGN - ANTI BLOWOUT STEM - RATED
1000PSI - Direct Delivery From Manufacturer
Over 30Kg - please Call for delivery Charges.

Part No. Size Part No. Size
BE6290-08 1/2” 42.69 BE6240-04 e 23.85 Part No. Size Weight (kg) Price £
BE6290-12 3/4” 57.69 BE6240-06 3/8” 23.85 BE6350-08 1/2” 2.6 103.85
BE6290-16 1” 79.23 BE6240-08 1/2” 30.00 BE6350-12 3/4” 3.2 123.08
BE6290-20 1.1/4” 120.00 BE6240-12 3/4” 43.08 BE6350-16 1” 4.5 157.69
BE6290-24 1.1/2” 153.85 BE6240-16 1”7 63.08 BE6350-20 1.1/4” 5.5 234.62
BE6290-32 2" 246.15 BE6240-20 1.1/4” 87.31 BE6350-24 1.1/2” 6.7 265.38
BE6240-24 1.1/2” 106.15 BE6350-32 2" 9.1 334.62
BE6240-32 2" 134.23 BE6350-40 2.1/2” 13 511.54
BE6350-48 3” 16.9 669.23
BE6350-64 4” 18 84231
BE6350-96 6” 53 1873.08

For a wide selection of

Pressure Gauges

see S@ction 23
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Stainless Steel Wafer Pattern Stainless Steel Swing Check Valve

Butterfly Valve - Wafer Type Stainless Steel Mesh Filter

A BOC ©

s o T L. G

A BOC

s o T L. G

TO FIT PN10/PN16/ANSI 150 FLANGES - AISI 316 WAFER TYPE TO FIT PN10 - PN16 - ANSI 150* With Nylon Connection - To suit Brass Spring
BODY & DISC - EPDM BACKED - PTFE LINER - ISO (*DEPENDANT ON SIZE) - EPDM SEAL Check Valve

5211 TOP - SQUARE SHAFT - LEVER OPERATED -
CAST IRON HANDLE - PN10 RATED

Part No. Size Price £ Part No. Price £

BE6820-32 2" 234.62 BE9930V-08 1/2" 3.85

e s s BE6820-40 2.1/2" 265.38 BE9930V-12 3/a” 2.69
BE6911-32 2’ 250.00 BE6820-48 3” 369.23 BE9930V-16 1” 5.46
BE6911-40 2.1/2" 257.69 BE6820-64 ' 496.15 BE9930V-20 1.1/4” 6.88
BE6911-48 3” 323.08 BE6820-80 5” 634.62 BE9930V-24 1.1/2" 8.00
BE6911-64 4" 403.85 BE6820-96 4 734.62 BE9930V-32 2" 10.38
BE6911-80 5" 534.62 BE6820-128 8" 1153.85 BE9930V-40 2.1/2" 19.27
BE6911-96 6" 615.38 BE6820-160 10” 1900.00 BE9930V-48 3” 23.15
BE6911-128 8" 934.62 BE6820-192 12” 2384.62 BE9930V-64 ' 30.08

A BOC

A bkt ot T L G

Stainless Steel Spring Check

Stainless Steel Swing Check Valve[ll Stainless Steel Y-Type Strainer

Valve

P
#s soc ## BOC

7]

Screwed BSP Ends - Body Stainless Steel Screwed BSP Ends - Body - Cap + Disc ASTM A351 Screwed BSP Ends - Body + Cap ASTM A351 CF8M

304 - Spring Stainless Steel 302 - Viton Seal - CF8M - Disc Retaining Nut Stainless Steel 316 - - Fitted Generally with 1mm Stainless Steel 316
Temperature Range -102C + 1802C - Pressure 200 PSI - Max Temperature 1762C Screen - Teflon Cap Gasket - Rated PN40 - Max
Range .03 to 16 Bar g ) ) Temperature 2302C
Part No. Size Price £
Part No. Size Price £ BEG800-08 12 32.65 Part No. Size Price £
BE6850-04 1/4” 39.04 BE6800-12 3/4” 33.42 BE6900-08 1/2” 25.04
BE6850-06 3/8” 39.04 BE6800-16 17 52.35 BE6900-12 3/a” 28.73
BE6850-08 1/2” 39.04 BE6800-20 1.1/4” 75.54 BE6900-16 1”7 47.96
BE6850-12 3/4” 43.50 BE6800-24 1.1/2” 92.65 BE6900-20 1.1/4” 66.08
BE6850-16 1” 56.81 BE6800-32 2" 115.92 BE6900-24 1.1/2” 81.92
BE6850-20 1.1/4” 72.58 BE6900-32 27 116.54
BE6850-24 1.1/2” 85.88
BE6850-32 2" 154.15 A BOC

A bkt ot T L G

Garage

Equipment
Section 24
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Stainless Steel Gate Valve

Stainless Steel Ball Valve Three Way T Port

A BOC

it o T Lin G

Screwed BSP Ends - Body - Bonnet + Wedge ASTM A351 CF8M - Screw +
Gland Stainless Steel 316 - Inside Screw - Wedge Type - 200 PSI - Non-Rising
Stem - Handwheel Operated - Max Temperature 1762C

A BOC

it o T Lin G

Y (%
Screwed BSP Ends - Reduced Bore - Body + Ball ASTM A351 CF8M - Stem +

Gland Nut Stainless Steel 316 - PTFE Seats + Seals - Lever Stainless Steel 304
- Rated 800 Psi - T-Port

Part No. Size Price Part No. Size fice
£ £

BE6600-08 1/2” 42.31 BE6400T-04 1/4” 69.23
BE6600-12 3/4” 50.42 BE6400T-06 3/8” 69.23
BE6600-16 1” 61.31 BE6400T-08 1/2” 78.62
BE6600-20 1.1/4” 80.77 BE6400T-12 3/4” 100.00
BE6600-24 1.1/2” 99.81 BE6400T-16 1” 126.92
BE6600-32 2” 126.19 BE6400T-20 1.1/4” 190.38

BE6400T-24 1.1/2” 24231

BE6400T-32 2" 353.85

Stainless Steel Ball Valve Three Way L Port

Stainless Steel Ball Valve - Three-Piece

A BOC

it o T Lin G

i}, {4‘.,-'
Screwed BSP Ends - Reduced Bore - Body + Ball ASTM A351 CF8M - Stem +

Gland Nut Stainless Steel 316 - PTFE Seats + Seals - Lever Stainless Steel 304 -
Rated 800 Psi - L-Port

A BOC

it o T Lin G

SCREWED BSP ENDS - FULL BORE-BODY + BALL ATSM A351 CF8M - STEM +
GLAND NUT STAINLESS STEEL 316 - PTFE SEATS & SEALS - ANTI-BLOWOUT
STEM-LEVER + LOCKING DEVICE STAINLESS STEEL 304 - RATED 1000 PSI.

Part No. Size Prii:-ce Part No. Size Pr;ce
BE6411L-04 1/4” 69.23 BE6300-04 1/4” 22.81
BE6411L-06 3/8” 69.23 BE6300-06 3/8” 22.81
BE6411L-08 1/2” 78.62 BE6300-08 1/2” 24.42
BE6411L-12 3/4” 100.00 BE6300-12 3/4” 35.15
BE6411L-16 1” 126.92 BE6300-16 1” 51.23
BE6411L-20 1.1/4” 190.38 BE6300-20 1.1/4” 70.08
BE6411L-24 1.1/2” 24231 BE6300-24 1.1/2” 123.23
BE6411L-32 2" 353.85 BE6300-32 2" 144.73

BE6300-48 3” 526.31
BE6300-64 4” 700.19

( Washdown \
Equipment
\ Section 15 “ge o )
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Carbon Steel Hydraulic Ball Valve - BKH Series

BSP Female - Temperature Range -302C + 902C - Pressure Range 1/8” to 1/2” 500 Bar - 3/4” 400 Bar - 1” to 2” 350 Bar

Part No. Size Price
£

BE8930-04 1/4” 27.69
BE8930-06 3/8” 27.88
BE8930-08 1/2” 31.54
BE8930-12 3/4” 62.04
BE8930-16 1” 74.31
BE8930-20 1.1/4” 157.69
BE8930-24 1.1/2” 277.88
BE8930-32 2" 412.69

Carbon Steel Hydraulic In-Line Check Valve - ATR Series

BSP Female - Metal/Metal Seat - Pressure Range 300 Bar - Cracking Pressure 5psi / 65psi

Part No. Pr;ce
BE8970-04 1/4” 21.27
BE8970-06 3/8” 26.15
BE8970-08 1/2” 27.88
BE8970-12 3/4” 37.88
BE8970-16 1”7 69.69
BE8970-20 1.1/4” 148.46
BE8970-24 1.1/2” 204.96
BE8970-32 2" 416.62

Isle OF Man Key For lockshield Valves

Isle OF Man Key For lockshield Valves

Part No. Description

ISLEOFMAN Isle Of Man Key 19.23
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Actuated Valves

Brass Ball Valves

Actuated Valves - Full Bore Namur Interface - Based on 6 bar Pilot Pressure -
10bar Line Pressure - Dimensions To: ISO 5211 - DIN 3337 and NAMUR VDI /
VDE3845 - Note: ‘T’ & ‘L’ Ported Are Available On Request

Price

Stainless Steel Ball Valves

Actuated Valves - Full Bore Namur Interface - Based on 6 bar Pilot Pressure -
10bar Line Pressure - Dimensions To: 1ISO 5211 - DIN 3337 and NAMUR VDI /
VDE3845 - Note: ‘T’ & ‘L’ Ported Are Available On Request

Price

Part No. BSPP Thread £ Part No. BSPP Thread £
Direct Mounted Double Acting Actuation Direct Mounted Double Acting Actuation
LDA04 1/4” 99.32 LDA08SS 1/2” 153.93
LDA06 3/8” 99.32 LDA12SS 3/4” 182.73
LDAO8 1/2” 99.32 LDA16SS 1” 202.19
LDA12 3/4” 105.20 LDA20SS 1.1/4” 239.72
LDA16 1” 115.29 LDA24sS 1.1/2” 311.82
LDA20 1.1/4” 131.31 LDA32SS 2” 372.33
LDA24 1.1/2" 142.77 Direct Mounted Single Acting Actuation
LDA32 2”7 182.31 LSA08SS 1/2” 162.41
Direct Mounted Single Acting Actuation LSA12SS 3/a” 228.90
LSA04 1/4” 121.45 LSA16SS 1” 215.25
LSA06 3/8” 121.45 LSA20SS 1.1/4” 248.88
LSA08 1/2” 120.24 LSA24SS 1.1/2” 359.55
LSA12 3/4” 129.52 LSA32SS 2” 418.46
LSA16 1”7 139.32
LSA20 1.1/4” 154.57
LSA24 1.1/2” 213.74
LSA32 27 242.92

Brass Ball Valve Double Acting

A BOC
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Fitted with Direct Mounted Double Acting Actuator - Based on 6 Bar Pilot
Pressure - 10 Bar Line Pressure

Brass Ball Valve Single Acting

A BOC

e ol T L Gy

€

Fitted with Direct Mounted Single Acting Actuator - Based on 6 Bar Pilot
Pressure - 10 Bar Line Pressure

Price Price
Part No. £ Part No. £
BE5995-04 1/4” 123.08 BE5996-04 1/4” 200.00
BE5995-06 3/8” 157.69 BE5996-06 3/8” 200.00
BE5995-08 1/2” 134.62 BE5996-08 1/2” 200.00
BE5995-12 3/4” 23.08 BE5996-12 3/4” 207.69
BE5995-16 1” 192.31 BE5996-16 1”7 223.08
BE5995-20 1.1/4” 211.54 BE5996-20 1.1/4” 253.85
BE5995-24 1.1/2” 230.77 BE5996-24 1.1/2” 303.85
BE5995-32 2" 307.69 BE5996-32 2" 330.77

Section
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Stainless Steel Ball Valve Three Piece Double . . . .
Stainless Steel Ball Valve Three Piece Single Acting

Acting

A BOC

it o T Lin G

- 10 Bar Line Pressure

Full Bore - Fitted with Double Acting Actuator - Based on 6 Bar Pilot Pressure

A BOC
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10 Bar Line Pressure

Full Bore - Fitted with Single Acting Actuator - Based on 6 Bar Pilot Pressure -

Part No. frice Part No. Size Brice
£ £
BE6000-08 1/2” 203.85 BE6001-08 1/2” 215.38
BE6000-12 3/4” 230.77 BE6001-12 3/4” 273.08
BE6000-16 1” 269.23 BE6001-16 1” 288.46
BE6000-20 1.1/4” 307.69 BE6001-20 1.1/4” 365.38
BE6000-24 1.1/2” 403.85 BE6001-24 1.1/2” 480.77
BE6000-32 2” 480.77 BE6001-32 2” 557.69

Electric Actuated Brass Ball VValves - Full Bore

Electric Actuated Brass Ball'Valve
AC or DC - 24V

Electric Actuated Brass Ball Valve - Manual
Override - Full Bore Fitted With Electric Actuator -
Two Microswitches IP65 - Note: 1 Week Delivery

Part No. BSPP Female Thread Price £

Electric Actuated Brass AC or DC
-110V

Electric Actuated Brass Ball Valve - Manual
Override - Full Bore Fitted With Electric Actuator -
Two Microswitches IP65 - Note: 1 Week Delivery

Part No. BSPP Female Thread Price £

Electric Actuated Brass AC or'DC
- 240V

Electric Actuated Brass Ball Valve - Manual
Override - Full Bore Fitted With Electric Actuator -
Two Microswitches IP65 - Note: 1 Week Delivery

Part No. BSPP Female Thread Price £

LEAV0824 1/2” 388.50 LEAV08110 1/2” 388.50 LEAV08240 1/2” 388.50
LEAV1224 3/4” 393.90 LEAV12110 3/4” 393.90 LEAV12240 3/4” 393.90
LEAV1624 1” 403.63 LEAV16110 1” 403.63 LEAV16240 1” 403.63
LEAV2024 1.1/4” 499.20 LEAV20110 1.1/4” 499.20 LEAV20240 1.1/4” 499.20
LEAV2424 1.1/2” 519.73 LEAV24110 1.1/2” 519.73 LEAV24240 1.1/2” 519.73
LEAV3224 2" 543.35 LEAV32110 2" 543.35 LEAV32240 2" 543.35

A BOC
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Brass Ball Valve Electric

Fitted with Electric Actuator - Two Microswitches IP65 - Manual Override - 24V - 110V - 240V

Part No. ‘ Size Rrice
£
BE5990-08 1/2” 589.31
BE5990-12 3/4” 597.62
BE5990-16 1” 691.04
BE5990-20 1.1/4” 898.69
BE5990-24 1.1/2” 894.62
BE5990-32 2" 937.69
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Solenoid Valves By SIRAI

WRAS

Part No.

Sirai® General Purpose 2/2 N/C Pilot Operated Solenoid Valves

BSPP Thread

Coil Voltage

Pressure (bar)

Solenoid Valves 3/8” - 1” WRAS Approved - Up to 1” EPDM 1 1/2”-2” NBR - Please call our sales team for further information, data sheets and options
available.

Coil Type

L182D01-06-230 3/8” 230/50 13.5 0.35-16 B10AA 69.34
L182D01-06-110 3/8” 110/50 13.5 0.35-16 B10AC 69.34
L182D01-06-2450 3/8” 24/50 13.5 0.35-16 B10AE 69.34
L182D01-06-24 3/8” 24v DC 13.5 0.35-16 B10AL 69.34
L182D01-08-230 1/2” 230/50 13.5 0.35-16 B10AA 70.50
L182D01-08-110 1/2” 110/50 13.5 0.35-16 B10AC 70.50
L182D01-08-2450 1/2” 24/50 13.5 0.35-16 B10AE 70.50
L182D01-08-24 1/2” 24v DC 135 0.35-16 B10AL 70.50
L182D01-12-230 3/4” 230/50 18 0.35-12 B10AA 90.61
L182D01-12-110 3/4” 110/50 18 0.35-12 B10AC 90.61
L182D01-12-2450 3/4” 24/50 18 0.35-12 B10AE 90.61
L182D01-12-24 3/4” 24v DC 18 0.35-12 B10AL 90.61
L182D01-16-230 1”7 230/50 24 0.35-12 B10AA 140.51
L182D01-16-110 1”7 110/50 24 0.35-12 B10AC 140.51
L182D01-16-2450 1”7 24/50 24 0.35-12 B10AE 140.51
L182D01-16-24 1” 24v DC 24 0.35-12 B10AL 140.51
L180B48-24-2450 1.1/2” 24/50 45 0.5-10 A30AE 288.78
L180B48-24-24 1.1/2” 24v DC 45 0.5-10 A30AL 288.78
L180B48-32-230 2" 230/50 45 0.5-10 A30AA 337.61
L180B48-32-110 2" 110/50 45 0.5-10 A30AC 337.61
L180B48-32-2450 2" 24/50 45 0.5-10 A30AE 337.61
L180B48-32-24 2" 24v DC 45 0.5-10 A30AL 337.61

Part No.

BSPP Thread

Coil Voltage

Pressure (bar)

Coil Type

L172V03-02-110 1/8” 110/50 2 0-15 B10AC 36.86
L172V03-02-230 1/8” 230/50 2 0-15 B10AA 30.05
L172V03-02-24 1/8” 24DC 2 0-6 B10AL 30.05
L121V02-04-230 1/4” 230/50 2.3 0-20 A30AA 37.08
L121V02-04-110 1/4” 110/50 2.3 0-20 A30AC 37.24
L121V02-04-24 1/4” 24DC 23 0-16 A30AL 37.24
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Sirai® General Purpose 2/2 N/C Direct Acting Solenoid Valves

5

|

Solenoid Valves - 3/8” - 1” FPM Seals - Please contact our sales team for data sheets and options available.

Part No. BSPP Thread Coil Voltage Orifice (mm Pressure (bar) Replacement Coil Przce
L133B10-06-230 3/8” 230/50 10 0-10 530AA 68.63
L133B07-08-230 1/2” 230/50 12.5 0-10 130AA 69.54
L133B07-08-110 1/2” 110/50 12.5 0-10 130AC 69.54
L133B07-08-24 1/2” 24DC 12,5 0-3 130AL 69.54
L133B07-12-230 3/4” 230/50 17 0-10 130AA 88.47
L133B07-12-110 3/4” 110/50 17 0-10 130AC 88.47

L133B07-12-24 3/4” 24DC 17 0-3 130AL 88.47
L133B06-16-230 1”7 230/50 24 0-10 130AA 141.00
L133B06-16-110 1”7 110/50 24 0-10 130AC 141.00
L133B06-16-24 1” 24DC 24 0-3 130AL 141.00

Sirai® General Purpose 2/2 N/O Pilot Operated Solenoid Valves

WRAS
Rt
Solenoid Valves
Part No. BSPP Thread Coil Type
L282B01-06-230 3/8” 230/50 13.5 0.35-12 B10AA 88.28
L282B01-06-110 3/8” 110/50 13.5 0.35-12 B10AC 88.28
L282B01-06-2450 3/8” 24/50 13.5 0.35-12 B10AE 88.28
L282B01-06-24 3/8” 24v DC 13.5 0.35-12 C10AL 88.28
L282B01-08-230 1/2” 230/50 135 0.35-12 B10AA 86.75
L282B01-08-110 1/2" 110/50 13.5 0.35-12 B10AC 86.75
L282B01-08-2450 1/2” 24/50 13.5 0.35-12 B10AE 86.75
L282B01-08-24 1/2” 24v DC 135 0.35-12 C10AL 86.75
L282B01-12-230 3/4” 230/50 18 0.35-12 B10AA 110.57
1282B01-12-110 3/4” 110/50 18 0.35-12 B10AC 110.57
L282B01-12-2450 3/4” 24/50 18 0.35-12 B10AE 110.57
L282B01-12-24 3/4” 24v DC 18 0.35-12 C10AL 110.57
L282B01-16-230 1” 230/50 24 0.35-12 B10AA 155.22
L282B01-16-110 1” 110/50 24 0.35-12 B10AC 155.22
L282B01-16-24-50 1”7 24/50 24 0.35-12 B10AE 155.22
L282B01-16-24 1” 24vDC 24 0.35-12 C10AL 155.24
L280B48-24-230 1.1/2” 230/50 45 0.5-10 A30AA 342.65
L280B48-24-110 1.1/2” 110/50 45 0.5-10 A30AC 342.65
L280B48-24-2450 1.1/2” 24/50 45 0.5-10 A30AE 342.65
L280B48-24-24 1.1/2” 24v DC 45 0.5-10 A30AL 342.65
L280B48-32-230 2" 230/50 45 0.5-10 A30AA 386.49
L280B48-32-110 27 110/50 45 0.5-10 A30AC 386.49
L280B48-32-2450 2" 24/50 45 0.5-10 A30AE 386.49
L280B48-32-24 2" 24v DC 45 0.5-10 A30AL 386.49
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Sirai® Stainless Steel - L172 - Solenoid Valve - 2/2 NC Direct Acting

Technical Features: Maximum allowable pressure (PS) 50bar - Opening time ~ 10ms - Closing time ~ 10ms - Fluid temperature 0°C +130°C - Max viscosity 5°E (~
37 cStokes 0 mm2/s)

Part No. BSPP Thread Coil Voltage Orifice (mm) Pressure (bar) Replacement Coil
L172V07-02-24SS 1/8” 24VDC 1.6 0-12 B12AL 60.40
L172V07-02-110SS 1/8” 110/50 1.6 0-20 B12AC 64.63
L172V07-02-230SS 1/8” 230/50 1.6 0-20 B12AA 79.22

Sirai® Stainless Steel - L176 - Solenoid Valve - 2/2 NC Direct Acting

-2

Technical Features: Maximum allowable pressure (PS) 50bar - Opening time ~ 10ms - Closing time ~ 10ms - Fluid temperature-10°C +130°C - Max viscosity 5°E
(~ 37 cStokes 0 mm2/s)

Part No. BSPP Thread Coil Voltage Orifice (mm) Pressure (bar) Replacement Coil
L176V07-04-24SS 1/4” 24VDC 2.4 0-12 B12AL 86.05
L176V07-04-110SS 1/4” 110/50 24 0-20 B12AC 71.85
L176V07-04-230SS 1/4” 230/50 24 0-20 B12AA 86.05

Confused?

then try our new

Conversion Tables

in the rear of the catalogue

Section

i
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Sirai® Stainless Steel - L182 - Solenoid Valve - 2/2 NC Pilot Operated

Technical Features: Maximum allowable pressure (PS) 20bar - Opening time from ~ 300ms to ~ 1500ms - Closing time from ~ 1000ms to ~ 2000ms - Fluid
temperature-10°C +90°C (NBR), 0°C +130°C (FPM),-10°C +140°C (EPDM) - Max viscosity 5°E (~ 37 cStokes 0 mm2/s)

Part No. BSPP Thread Coil Voltage Pressure (bar) Replacement Coil
L182V09-06-230 3/8” 230/50 13.5 0.35-16 B12AA 265.77
L182V09-06-110 3/8” 110/50 135 0.35-16 B12AC 246.74
L182V09-06-24 3/8” 24VDC 13.5 0.35-16 B12AL 265.77
L182V09-08-230 1/2” 230/50 135 0.35-16 B12AA 267.30
L182Vv09-08-110 1/2” 110/50 13.5 0.35-16 B12AC 287.30
L182V09-08-24 1/2” 24VDC 13.5 0.35-16 B12AL 287.30
L182V09-12-230 3/4” 230/50 18 0.35-12 B12AA 328.34
L182Vv09-12-110 3/4” 110/50 18 0.35-12 B12AC 348.70
L182V09-12-24 3/4” 24VDC 18 0.35-12 B12AL 348.70
L182V09-16-230 1” 230/50 24 0.35-12 B12AA 397.40
L182V09-16-110 1” 110/50 24 0.35-12 B12AC 416.31
L182V09-16-24 1” 24VDC 24 0.35-12 B12AL 416.31

Technical Features: Maximum allowable pressure (PS) 20bar - Opening time from ~ 300ms to ~ 1500ms - Closing time from ~ 1000ms to ~ 2000ms - Fluid
temperature-10°C +90°C (NBR), 0°C +130°C (FPM) - Max viscosity 5°E (~ 37 cStokes 0 mm2/s)

Part No. BSPP Thread Pressure (bar) Replacement Coil
L282V09-06-230 3/8” 230/50 135 0.35-12 B12AA 265.77
L282V09-06-110 3/8” 110/50 13.5 0.35-12 B12AC 265.77
L282V09-06-24 3/8” 24VDC 13.5 0.35-12 C12AL 265.77
L282V09-08-230 1/2” 230/50 13.5 0.35-12 B12AA 287.30
L282V09-08-110 1/2” 110/50 13.5 0.35-12 B12AC 287.30
L282V09-08-24 1/2” 24VDC 13.5 0.35-12 C12AL 287.30
L282V09-12-230 3/4” 230/50 18 0.35-12 B12AA 348.70
L282Vv09-12-110 3/4” 110/50 18 0.35-12 B12AC 348.70
L282V09-12-24 3/4” 24VDC 18 0.35-12 C12AL 348.70
L282V09-16-230 1” 230/50 24 0.35-12 B12AA 416.31
L282V09-16-110 1” 110/50 24 0.35-12 B12AC 416.31

L282V09-16-24 1”7 24VDC 24 0.35-12 C12AL 416.31
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Solenoid Valves - 1/2” -

Sirai® Steam / Water 2/2 N/C Direct Acting Solenoid Valves

1” EPDM Seals - Please contact our sales team for data sheets and options available.

BSPP Thread Coil Voltage Pressure (bar) Replacement Coil

L153D07-08-230 1/2” 230/50 11.5 0-8 134AA 121.98
L153D07-08-110 1/2” 110/50 115 0-8 134AC 121.98
L153D07-08-24 1/2” 24/50hz 11.5 0-8 134AE 121.98
L153D07-12-230 3/4” 230/50 17 0-8 134AA 142.97
L153D07-12-110 3/4” 110/50 17 0-8 134AC 142.97
L153D07-12-24 3/4” 24/50hz 17 0-8 134AE 142.97
L153D5-16-230 1”7 230/50 22 0-8 934AA 221.17
L153D5-16-110 1” 110/50 22 0-8 934AC 221.17

L153D5-16-24 1”7 24/50hz 22 0-8 934AE 221.17

Solenoid Valves - 1/2” -

Part No.

Sirai® Steam / Water N/C 2/2 Pilot Operated Solenoid Valves

1” EPDM Seals - Please contact our sales team for data sheets and options available.

BSPP Thread

Pressure (bar)

L145R2-08-230 1/2” 230/50 10 0.4-8 614AA 114.52
L145R2-08-110 1/2” 110/50 10 0.4-8 614AC 114.52
L145R2-08-24 1/2” 24/50hz 10 0.4-8 614AE 114.52
L145R4-12-24 3/4” 24/50hz 16 0.4-8 534AE 148.17
L145R4-12-110 3/4” 110/50 16 0.4-8 534AC 148.17
L145R4-12-230 3/4” 230/50 16 0.4-8 534AA 148.17
L145R2-16-24 1” 24/50hz 18.5 0.4-6 534AE 203.68
L145R2-16-110 1” 110/50 18.5 0.4-6 534AC 203.68
L145R2-16-230 1” 230/50 18.5 0.4-6 534AA 203.68

See

Section

i
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DIN Plug

Solenoid Valves

122 1.66
182 1.66

Solenoid Valves
Part No. Coil Voltage Plug Pr;ce
B10AA 230/50 122 26.01
B10AC 110/50 122 26.01
B10AL 24DC 122 26.01
A30AA 230/50 182 31.50
A30AC 110/50 182 31.50
A30AL 24DC 182 31.50
530AA 230/50 182 39.67
530AC 110/50 182 39.67
530AL 24DC 182 39.67
130AA 230/50 182 48.99
130AC 110/50 182 48.99
130AL 24DC 182 48.99
923AA 230/50 182 70.73
923AC 110/50 182 70.73
923AL 24DC 182 70.73
614AA 230/50 122 35.03
614AC 110/50 122 35.03
614AL 24/50hz 122 35.03
534AA 230/50 182 49.36
534AC 110/50 182 49.36
534AL 24/50hz 182 49.36
134AA 230/50 182 63.42
134AC 110/50 182 63.42
134AL 24/50hz 182 63.42
934AA 230/50 182 86.72
934AC 110/50 182 86.72
934AL 24/50hz 182 86.72
610AA 230/50 122 28.45
610AC 110/50 122 28.45
610AL 24DC 122 28.45
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Sirai® Replacement Coils

GENERAL FEATURES: Complying with 73/23/EC directive and relative modification93/68/EC, Complying with VDE 0580 standard (100% inspected) -
ELECTRIC CONNECTIONS: Spade terminals 2,8 x 0,5 (DIN46340), 2 line + 1 earth terminals, 3 poles micro plug connector - ENCAPSULATION MATERIALS: PET

(polyethylene terephtalate) fiberglass reinforced; black colour.

Part No. Coil Voltage Plug PTE
B12AA 230/50 122 28.29
B12AC 110/50 122 28.29
B12ALS 24VDC 122 28.29
C10AL 24VDC 182 28.29
C12ALS 24VDC 182 28.29

Hydraulic' Valves

T Port Hydraulic Valve

Hydraulic Valves - BSPP Female X BSPP Female - Temperature Range: -30°
to +90°C - Pressure Range: 1/4” to 3/8” - 400 bar and 1/2” to 1” - 350 bar -
Standard Valves Have Overlap @ 45°

L Port Hydraulic/ Valve

Hydraulic Valves - BSPP Female X BSPP Female - Temperature Range: -30°
to +90°C - Pressure Range: 1/4” to 3/8” - 400 bar and 1/2” to 1” - 350 bar -
Standard Valves Have Overlap @ 45°

Price

Section

i

Part No. Thread Pressure (bar) Pr;ce Part No. Thread Pressure (bar) E

HVTPO4 1/4” 400 36.51 HVLPO4 1/4” 400 18.72
HVTPO6 3/8” 400 38.54 HVLPO6 3/8” 400 19.76
HVTPO8 1/2” 350 49.00 HVLPOS 1/2” 350 20.91
HVTP12 3/4” 350 87.55 HVLP12 3/4” 350 44.90
HVTP16 1” 350 108.28 HVLP16 1” 350 55.53
HVTP20 1.1/4” 350 133.84 HVLP20 1.1/4” 350 89.95
HVTP24 1.1/2" 350 227.99 HVLP24 1.1/2” 350 118.00

For
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Hydraulic Ball Valve In-Line Hydraulic Check Valve

Hydraulic Valves - BSPP Female Ends - Material: Carbon Steel - Temperature Hydraulic Valves - BSPP Female Thread - Hydraulic - Material: Carbon Steel -

Range:-30° to +90°C - Pressure Ranges: 1/8” to 1/2”- 500bar - 3/4”- 400bar - Pressure Range: 300bar - Cracking Pressure: 5psi

1” to 2”- 350bar Price

Part No.
Part No. Size Blice -
£ HVC04 1/4” 11.73

HVLO4 1/4” 10.89 HVCO06 3/8” 14.84
HVLO6 3/8” 11.41 HvCos 1/2” 17.49
HVLO8 1/2" 13.99 HvC12 3/4” 24.05
HVL12 3/4” 25.68 HVC16 1” 32.79
HVL16 1” 31.38 HVC20 1.1/4” 88.94
HVL20 1.1/4” 72.57 HvC24 1.1/2” 106.03
HVL24 1.1/2" 76.15 HVC32 2” 216.82
HVL32 2" 248.25

Cast Iron Valves

Cast Iron Gate Valve BS 5150 - PN16 Cast Iron Swing Check Valve - PN16

A BOC

bt o T Lin G

A BOC

bt o T Lin G

FLANGED TO BS4504 - PN16 FLANGED -EN-GJL- 250 BODY - BRONZE FLANGED PN16 - EN - GJL - 250 BODY - BODY SEATS CAST IRON - SWING SEAT
TRIM - INSIDE SCREW - NON RISING STEM - PRESSURE/TEMPERATURE IN RING RUBBER EPDM - PRESSURE/TEMPERATURE IN ACCORDANCE EN1092-
ACCORDANCE EN1092-2:1997 - Direct Delivery From Manufacturer Over 2:1997 - Direct Delivery From Manufacturer Over 30Kg - please Call for

30Kg - please Call for delivery Charges. delivery Charges.

Price

Price

Part No. Size Weight (kg) £ Part No. Size Weight (kg) £
BE5160-32 2" 12 196.15 BE5170-24 1.1/2” 9 142.50
BE5160-40 2.1/2” 19 219.23 BE5170-32 2” 11 149.81
BE5160-48 3" 24 250.00 BE5170-40 2.1/2” 15.2 207.46
BE5160-64 4 35 361.54 BE5170-48 3” 20.5 267.85
BE5160-80 5” 45 484.62 BE5170-64 4” 315 351.92
BE5160-96 6" 62 630.77 BE5170-80 5” 46 512.50
BE5160-128 8” 117 880.77 BE5170-96 6” 60 643.42
BE5160-160 10” 185 1434.62 BE5170-128 8” 120 1503.85
BE5160-192 127 233 1976.92 BE5170-160 10” 180 2146.15

BE5170-192 12” 250 3396.15

L Cam & Groove
Section 3
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Cast Iron Y-Type Strainer - PN16 Cast lroni Knife Gate Valve - Unidirectional
A BOC A BOC
A bt o T Linde G A bt o T Linde G

FLANGED PN16 - BODY EN - GJL - 250 - STAINLESS STEEL FILTER MESH PN10/16 - STAINLESS STEEL 304 GATE - EPDM SEAT (NITRILE & METAL

SCREEN WITH DRAIN PLUG - PRESSURE/TEMPERATURE IN ACCORDANCE AVAILABLE) - HANDWHEEL OPERATED - Direct Delivery From Manufacturer

WITH EN1092-2:1997 - Direct Delivery From Manufacturer Over 30Kg - Over 30Kg - please Call for delivery Charges.

please Call for delivery Charges. A e o —— pr;_ce

RartiNo: Size Weight (ke) P?e BE5800-32 2 8 461.54

BE5185-08 1/2” 3 46.92 BE5800-40 2.1/2” 9 476.92
BE5185-12 3/4” 4 51.15 BE5800-48 3” 10 507.69
BE5185-16 1” 5 61.54 BE5800-64 4" 13 526.92
BE5185-20 1.1/4” 7 67.12 BE5800-80 5” 17 626.92
BE5185-24 1.1/2” 8 68.85 BE5800-96 6" 20 707.69
BE5185-32 27 11 105.62 BE5800-128 8” 34 1069.23
BE5185-40 2.1/2” 16 153.46 BE5800-160 10” 50 1396.15
BE5185-48 3” 18 182.31 BE5800-192 12” 66 1773.08
BE5185-64 4" 27 270.58
BE5185-80 5” 35 426.27
BE5185-96 6" 47 555.50
BE5185-128 8” 85 1088.46
BE5185-160 10” 145 1923.08
BE5185-192 12” 200 3076.92

Bellows

Bellows - Flanged Bellows - Screwed
A BOC A BOC
At of T Linds Gy a4 A bt o T Lirads G
L
&
RUBBER WITH NYLON - UNTIED - FLANGED/RATED PN16 - CARBON PLATED THREADED BSP - GALVANISED UNION ENDS - MALLEABLE IRON - RUBBER
FLANGED - TEMPERATURE RANGE -20°C TO +100°C - MAX VACUUM WITH NYLON REINFORCED - MAX SERVICE PRESSURE 10 BAR - MAX VACUUM
650MM.C.HG 400MM.C.HG
Part No. Size Pr;ce Part No. Size Pr;ce
BE9830-32 2" 76.92 BE9838-12 3/4” 42.31
BE9830-40 2.1/2” 9231 BE9838-16 1” 50.00
BE9830-48 3” 107.69 BE9838-20 1.1/4” 61.54
BE9830-64 4” 134.62 BE9838-24 1.1/2” 69.23
BE9830-80 5” 173.08 BE9838-32 2" 84.62
BE9830-96 6” 246.15 BE9838-40 2.1/2” 92.31
BE9830-128 8” 346.15 BE9838-48 3” 119.23
BE9830-160 10” 607.69
BE9830-192 127 719.23
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Sight Glasses & Flow Indicators

Sight Glass / Flow Indicator - 400 Series - With Spinner

Sight Glasses & Flow Indicators - Straight Through Sight Flow Indicator - Gun Metal - Maximum Rating: 7 bar at 100°C

Part No. Female Thread Flow LPH (Min)- Flow LPH (Max). Prii:-ce
FIG-170300-2 1/4” BSPP 30 200 114.41
FIG-170305-2 3/8” BSPP 50 450 118.09
FIG-170310-2 1/2” BSPP 60 600 121.77
FIG-170315-2 3/4” BSPP 120 1600 173.29
FIG-170320-2 1” BSPP 300 1600 217.76

RHODES

Sight Glasses & Flow Indicators - Straight Through Sight Flow Indicator - Stainless Steel - Maximum Rating: 16 bar at 100°C

Part No. Female Thread Flow LPH (Min). Flow LPH (Max). Pr;ce
FIS-140300-1 1/4” BSPT 30 200 200.94
FIS-140305-2 3/8” BSPP 50 450 200.94
FIS-140310-2 1/2” BSPP 60 600 255.32
FIS-140315-1 3/4” BSPT 120 1600 255.32
FIS-140320-2 1” BSPP 300 1600 318.84

Sight Glass / Flow Indicator - 400 Series - With Ball

b

Sight Glasses & Flow Indicators - Straight Through Sight Flow Indicator - Gun Metal - Maximum Rating: 7 bar at 100°C

Part No. Female Thread Flow LPH (Min)- Flow LPH (Max). Pr;:ce
FIG-176600-2 1/4” BSPP 30 200 92.36
FIG-176605-1 3/8” BSPT 50 450 106.29
FIG-176610-2 1/2” BSPP 60 600 109.57
FIG-176615-2 3/4” BSPP 120 1600 191.94

FIG-176620-2 1” BSPP 300 1600 195.99
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Bronze Indicator / Sight Glass

A BOC

e of Ihe Linde Grmg

SCREWED BSP FEMALE - BALL TYPE - PVC BALL - PIREX DOME - 5 BAR

pri
Part No. Size fice

Section

i

BE1302-08 1/2” 117.42
BE1302-12 3/4” 143.31
BE1302-16 1” 161.12

Brass Flow Indicator With Twin Rotor

A BOC

i o e Linids Gy

WITH DOUBLE WINDOW - TWIN ROTOR - SCREWED BSP FEMALE - MAX TEMPERATURE 150°C @ 8 BAR

Part No. Size Price

BE1316-12 3/4” 169.62
BE1316-16 1” 204.04
BE1316-20 1.1/4” 259.92
BE1316-24 1.1/2” 278.15
BE1316-32 2" 481.77

Section 4

Parker EO
Fittings
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High Lift Safety Valve - Fig 500

Nabic Safety Valves - High Lift Safety Valve: The High Lift Safety Valve has
been designed for use on unvented hot water heating systems, where a
high capacity, emergency steam relief capability is required. Constructed

in Gunmetal with diaphragm protected working parts and PTFE to metal
Seating. High Discharge Capacity. Suitable for hot water steam, air and inert
gas applications. Resilient PTFE Seating Designs. Designed and tested to

BS 6759. Pressure setting locked and sealed. Capacities certified by ATOC.
Approved by Water Research Centre. UKWFBS listed. Note: Upto 1 week
delivery time.

High Lift Safety Valve - Fig 500

Nabic Safety Valves - High Lift Safety Valve: The High Lift Safety Valve has
been designed for use on unvented hot water heating systems, where a
high capacity, emergency steam relief capability is required. Constructed

in Gunmetal with diaphragm protected working parts and PTFE to metal
Seating. High Discharge Capacity. Suitable for hot water steam, air and inert
gas applications. Resilient PTFE Seating Designs. Designed and tested to

BS 6759. Pressure setting locked and sealed. Capacities certified by ATOC.
Approved by Water Research Centre. UKWFBS listed. Note: Upto 1 week
delivery time.

part No. BSPP Female Thread BSPP Female Thread Set Pressure (bar) Price PartNo. BSPP Female Thread  BSPP Female Thread Set Pressure (bar) Price
(A) (B) (A) (B)

N-500-010-1 3/8” 1/2” 1 140.42 N-500-020-6.5 3/4” 1”7 6.5 220.11
N-500-010-1.5 3/8” 1/2” 1.5 140.42 N-500-020-7 3/4” 1”7 7 220.11
N-500-010-2 3/8” 1/2” 2 140.42 N-500-020-7.5 3/4” 1” 7.5 220.11
N-500-010-2.5 3/8” 1/2” 2.5 140.42 N-500-020-8 3/4” 1”7 8 220.11
N-500-010-3 3/8” 1/2” 3 140.42 N-500-020-8.5 3/4” 1”7 8.5 220.11
N-500-010-3.5 3/8” 1/2” 3.5 140.42 N-500-020-9 3/4” 1” 9 220.11
N-500-010-4 3/8” 1/2” 4 140.42 N-500-020-10 3/4” 1”7 10 220.11
N-500-010-5 3/8” 1/2” 5 140.42 N-500-020-11 3/4” 1” 11 220.11
N-500-010-5.5 3/8” 1/2” 5.5 140.42 N-500-020-11.5 3/4” 1” 11.5 220.11
N-500-010-6 3/8” 1/2” 6 140.42 N-500-020-12 3/4” 1”7 12 220.11
N-500-010-6.5 3/8” 1/2” 6.5 140.42 N-500-020-12.5 3/4” 1” 12,5 220.11
N-500-010-8 3/8” 1/2” 8 140.42 N-500-025-1.5 1” 1.1/4” 15 311.00
N-500-010-9.5 3/8” 1/2” 9.5 140.42 N-500-025-2 1” 1.1/4” 2 311.00
N-500-010-10 3/8” 1/2” 10 140.42 N-500-025-2.5 1” 1.1/4” 25 311.00
N-500-010-11 3/8” 1/2” 11 140.42 N-500-025-3 1” 1.1/4” 3 311.00
N-500-010-12 3/8” 1/2” 12 140.42 N-500-025-3.5 1” 1.1/4” 3.5 311.00
N-500-010-12.5 3/8” 1/2” 125 140.42 N-500-025-4 1” 1.1/4” 4 311.00
N-500-015-1 1/2” 3/4” 1 171.67 N-500-025-5.5 1” 1.1/4” 5.5 311.00
N-500-015-3 1/2” 3/4” 3 171.67 N-500-025-7 1” 1.1/4” 7 311.00
N-500-015-4 1/2” 3/4” 4 171.67 N-500-025-7.5 1” 1.1/4” 7.5 311.00
N-500-015-5 1/2” 3/4” 5 171.67 N-500-025-8 1”7 1.1/4” 8 311.00
N-500-015-5.5 1/2” 3/4” 5.5 171.67 N-500-025-8.5 1”7 1.1/4” 8.5 311.00
N-500-015-6 1/2” 3/4” 6 171.67 N-500-025-11 1” 1.1/4” 11 311.00
N-500-015-6.5 1/2” 3/4” 6.5 171.67 N-500-025-12.5 1”7 1.1/4” 12.5 311.00
N-500-015-7 1/2” 3/4” 7 171.67 N-500-032-3 1.1/4” 1.1/2” 3 437.41
N-500-015-7.5 1/2” 3/4” 7.5 171.67 N-500-032-3.5 1.1/4” 1.1/2” 3.5 437.41
N-500-015-8.5 1/2” 3/4” 8.5 171.67 N-500-032-5 1.1/4” 1.1/2” 5 437.41
N-500-015-10 1/2” 3/4” 10 171.67 N-500-032-7.5 1.1/4” 1.1/2” 7.5 437.41
N-500-015-10.5 1/2” 3/4” 10.5 171.67 N-500-032-8.5 1.1/4” 1.1/2” 8.5 437.41
N-500-015-11 1/2” 3/4” 11 171.67 N-500-032-10 1.1/4” 1.1/2” 10 437.41
N-500-015-11.5 1/2” 3/4” 11.5 171.67 N-500-032-11 1.1/4” 1.1/2” 11 437.41
N-500-020-1.5 3/4” 1” 1.5 220.11 N-500-040-1.5 1.1/2” 2 15 573.53
N-500-020-2.5 3/4” 1” 2.5 220.11 N-500-040-3 1.1/2” 2" 3 573.53
N-500-020-3 3/4” 1”7 3 220.11 N-500-040-3.5 1.1/2” 27 35 573.53
N-500-020-3.5 3/4” 1” 3.5 220.11 N-500-040-4 1.1/2” 2" 4 573.53
N-500-020-4 3/4” 1” 4 220.11 N-500-040-7 1.1/2” 2" 7 573.53
N-500-020-5 3/4” 1” 5 220.11 N-500-040-7.5 1.1/2” 27 7.5 573.53
N-500-020-5.5 3/4” 1” 5.5 220.11 N-500-040-12 1.1/2” 2" 12 573.53
N-500-020-6 3/4” 1” 6 220.11 N-500-050-12.5 2" 2.1/2” 12,5 828.74
N-500-050-3.5 2” 2.1/2” 35 828.74
N-500-050-7 2" 2.1/2” 7 828.74
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Safety Relief Valve - Fig 542

Nabic Safety Valves - Safety Relief Valve: Although the Safety Relief Valve

is designed for the protection of hot water boilers, it’s wide range of
applications make it a general purpose safety valve. Constructed in Gunmetal
with diaphragm protected working parts and PTFE to metal Seating. High
Discharge Capacity. Suitable for hot water steam or air. Resilient PTFE Seating
Designs. Designed and tested to BS 6759. Pressure setting locked and sealed.
Capacities certified by ATOC. Approved by Water Research Centre. UKWFBS
listed. Note: Upto 1 week delivery time.

Safety Relief Valve - Fig 542

Nabic Safety Valves - Safety Relief Valve: Although the Safety Relief Valve

is designed for the protection of hot water boilers, it’s wide range of
applications make it a general purpose safety valve. Constructed in Gunmetal
with diaphragm protected working parts and PTFE to metal Seating. High
Discharge Capacity. Suitable for hot water steam or air. Resilient PTFE Seating
Designs. Designed and tested to BS 6759. Pressure setting locked and sealed.
Capacities certified by ATOC. Approved by Water Research Centre. UKWFBS
listed. Note: Upto 1 week delivery time.

Part No. BSPP Female Thread Set Pressure (bar) dice Part No. BSPP Female Thread Set Pressure (bar) giice
N-542-015-1 1/2” 1 136.99 N-542-025-4.5 1” 4.5 207.83
N-542-015-1.5 1/2” 1.5 136.99 N-542-025-5 1” 5 207.83
N-542-015-2 1/2” 2 136.99 N-542-025-6 1” 6 207.83
N-542-015-2.5 1/2" 2.5 136.99 N-542-025-7 1” 7 207.83
N-542-015-3 1/2” 3 136.99 N-542-025-7.5 1” 7.5 207.83
N-542-015-3.5 1/2” 35 136.99 N-542-025-8 1” 8 207.83
N-542-015-4 1/2" 4 136.99 N-542-025-8.5 1” 8.5 207.83
N-542-015-4.5 1/2" 4.5 136.99 N-542-025-9 1” 9 207.83
N-542-015-5 1/2” 5 136.99 N-542-025-9.5 1” 9.5 207.83
N-542-015-5.5 1/2" 5.5 136.99 N-542-025-10 1” 10 207.83
N-542-015-6 1/2" 6 136.99 N-542-025-10.5 1” 10.5 207.83
N-542-015-7 1/2” 7 136.99 N-542-032-1 1.1/4” 1 289.23
N-542-015-7.5 1/2" 7.5 136.99 N-542-032-2.5 1.1/4” 2.5 289.23
N-542-015-8 1/2” 8 136.99 N-542-032-3 1.1/4” 3 289.23
N-542-015-8.5 1/2” 8.5 136.99 N-542-032-3.5 1.1/4” 3.5 289.23
N-542-015-9 1/2” 9 136.99 N-542-032-4 1.1/4” 4 289.23
N-542-015-9.5 1/2” 9.5 136.99 N-542-032-4.5 1.1/4” 4.5 289.23
N-542-015-10 1/2” 10 136.99 N-542-032-5 1.1/4” 5 289.23
N-542-015-10.5 1/2” 10.5 136.99 N-542-032-6.5 1.1/4” 6.5 289.23
N-542-020-1 3/4” 1 157.23 N-542-032-7 1.1/4” 7 289.23
N-542-020-1.5 3/4” 1.5 157.23 N-542-032-8 1.1/4” 8 289.23
N-542-020-2 3/4” 2 157.23 N-542-032-8.5 1.1/4” 8.5 289.23
N-542-020-2.5 3/4” 25 157.23 N-542-032-9 1.1/4” 9 289.23
N-542-020-3 3/4” 3 157.23 N-542-032-9.5 1.1/4” 9.5 289.23
N-542-020-3.5 3/4” 3.5 157.23 N-542-032-10 1.1/4” 10 289.23
N-542-020-4 3/4” 4 157.23 N-542-040-1 1.1/2” 1 387.44
N-542-020-4.5 3/4” 4.5 157.23 N-542-040-1.5 1.1/2” 1.5 387.44
N-542-020-5 3/4” 5 157.23 N-542-040-2 1.1/2” 2 387.44
N-542-020-5.5 3/4” 5.5 157.23 N-542-040-3.5 1.1/2” 3.5 387.44
N-542-020-6 3/4” 6 157.23 N-542-040-4 1.1/2” 4 387.44
N-542-020-7 3/4” 7 157.23 N-542-040-5 1.1/2” 5 387.44
N-542-020-7.5 3/4” 7.5 157.23 N-542-040-6 1.1/2” 6 387.44
N-542-020-8 3/4” 8 157.23 N-542-040-7 1.1/2” 7 387.44
N-542-020-8.5 3/4” 8.5 157.23 N-542-040-7.5 1.1/2” 7.5 387.44
N-542-020-9 3/4” 9 157.23 N-542-040-8 1.1/2” 8 387.44
N-542-020-10 3/4” 10 157.23 N-542-040-10 1.1/2” 10 387.44
N-542-020-10.5 3/4” 10.5 157.23 N-542-040-10.5 1.1/2” 10.5 387.44
N-542-025-1 1” 1 207.83 N-542-050-2 2" 2 488.89
N-542-025-1.5 1”7 1.5 207.83 N-542-050-3.5 2" 3.5 488.89
N-542-025-2 1” 2 207.83 N-542-050-6 2” 6 488.89
N-542-025-2.5 1”7 2.5 207.83 N-542-050-7 2" 7 488.89
N-542-025-3 1”7 3 207.83 N-542-050-7.5 2" 7.5 488.89
N-542-025-3.5 1”7 35 207.83 N-542-050-8 2” 8 488.89
N-542-025-4 1”7 4 207.83 N-542-050-10 2" 10 488.89

N-542-050-10.5 2" 10.5 488.89
N-542-065-3 2.1/2” 3 686.58
N-542-065-4 2.1/2” 4 686.58
N-542-065-7.5 2.1/2” 7.5 686.58
N-542-080-8.5 3” 8.5 982.93
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